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1. SCOPE/OBJECTIVES

This sampling plan has been prepared by Ecology and Environment,
Inc., (E & E) for the Il1linois Environmental Protection Agency (IEPA)
for the Remedial Investigation (RI) at the Dead Creek Project in the
towns of Sauget and Cahokia, Il1linois. The objective of the sampling
is to define the nature and extent of contamination of the Dead Creek
Project area by investigating air quality, surface and subsurface
soils, and groundwater, as well as surface water and sediments in Dead
Creek. Sampling will be conducted in 18 areas: six sectors of Dead
Creek, designated A through F, and 12 sites, designated G through R.
The analytical data resulting from the RI will be used to prepare a
Feasibility Study (FS) to determine if remedial actions are necessary
and what level and types of actions are required to mitigate the con-
tamination.

The purpose of the surface soil sampling is to:

o Define the overall extent of surface contamination;
e Describe and categorize contaminant types;
e Llocate and define "hot spot" areas of contamination; and

& Provide data to estimate quantities of contaminated soil which
require remedial action.

The purpose of the subsurface soil sampling is to:
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Locate and investigate subsurface areas containing hazardous
materials, including areas which may have received bulk solid
or liquid wastes in addition to containerized wastes;

Identify and categorize waste materials which are detected;

and

Estimate quantities of waste requiring remedial activities.

The purpose of the groundwater sampling, which will involve the
sampling of both existing and newly installed wells, is to:

Provide groundwater quality data;
Identify contaminants; and
Determine the extent and location of contaminated plume(s).

The purpose of the surface water and sediment sampling is to:

In

Assist in defining surface water drainage patterns;

Assist in determining rates of runoff and infiltration in the

area,

Determine types of contaminants in surface water and sediments

and possible sources, including:
- Surface runoff,
- Solubilization of substrate contaminants, and

- Groundwater, and

Provide data to estimate quantity of water and sediment which
requires remediation.

addition to the above activities, soil gas surveys and air

quality investigations will be conducted as necessary. The purpose of

the soil gas survey is to aid in the identification and definition of



any contaminated plume or contaminant "hot spots." Air quality
investigations will aid in the characterization of air contaminants
and will include both ambient air characterization and investigation

of point source air releases.
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2. SAMPLING LOCATIONS

Samples to be collected from the Dead Creek Project sites

include:

Surface soil samples;
Subsurface soil samples (from borings);
Groundwater samples; and

Surface water/sediment samples.

In addition, air quality investigations will be conducted on a
routine basis during on-site work. Soil gas measurements will be
taken as necessary, but will not exceed 96 specific lccations.

Table 2-1 provides a summary of the number of samples to be col-
lected for each of the various sample media, at the varicus sites.
The site locations are shown on Figqure 2-1. Individual site maps are
presented in Section 10, at the end of this document.

2.1 AIR INVESTIGATION

The air investigation will consist of screening random points on
each of the sites with an Organic Vapor Analyzer (QVA) or the HNu
Photoionizer (HNu) to locate "hot spot" off-qassing and point source
releases. Initially, an air survey will be conducted on-site prior to
the start of operations to establish a baseline. Thren, air quality
investigations will be conducted when on-site work, such as drilling,
soil gas surveys, soil sampling, otc., is in progress. An QVA will b2e
utilized to determine the concantration cf crganic vapaors coresent n



Table 2-1

DEAD CREEK PROJECT SAMPLING FOR YARIOUS MEDIA

Sample Number of
Sample Medium Site Matrix Samples Comment s
Surface water/sediment A Water 3 Grab and composite
” n B " 3 " "
" " c Water/sediment 2/2 " "
L] n D " n 1 /2 n "
" L] E n " }/ 1 0 ” "
" " F n " 4 /1 0 " n
" L] M " n 2 ’/ 3 n "
" " Field QC samples* " " 5/6 " "
Surface soil G Soil 40 Grid {50 foot)
" " H " S Randsm
" " I " 32 Grid (100 foot)
" " J " 5 Random
n ”n N ” 3 ”
" " fField GQC samples* " 15 Random
" " To be determined " 10 Dioxin
Subsurface soil G Soil 10 Composite
" ”n H ” 5 "
n " 1 " 1 5 "
L ” J " 5 "
" n K " 3 "
" L L ” a "
" " N " 2 "
" " Field QC samples* " 12 "
Groundwater Existing Water 124 Assigned wells
monitoring
wells
" Ex 1 st 1m " 5 " 1
regidential
wells
" Ne' n 20 ”" "
monitoring
wells
" Field QC samples " 8
for wells*

199 soil/sediment
68 water
96 soil gasg*e*

Total Samples

*Field QC samples include one duplicate per 10 samples and one blank per dav or per shipment if
more than one shipment is made per day.

**Actual number of samples to be determined. Only 8 of 12 existing wells have been located. All
wells need to be reconstructed prior to sampling.

***5ee Section 2.6 Soil Gas Survey for specific locations,
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the breathing zone and in the soil. Parameter air sampling using the
OVA will be performed once every two hours down range from the work
station to determine if any volatile organics are leaving the site at

‘elevated levels.

2.2 SURFACE SOIL SAMPLING

Surface soil sampling will be performed in site areas G, H, I, J,
and N. Sites H, J, and N will be sampled at random locations to be
determined in the field (e.g., samples will be taken in areas where
stains or other signs of contamination are present). Some samples
will be field composited; field screening measurements will be
obtained using an OVA and HNu. A total of 13 samples will be analyzed
from these three sites. Notes on sampling activities, including how
the samples obtained represent site conditions, will be recorded in a
field log.

Sites G and I have been designated for grid sampling, per the
[EPA scope of work. Data from the grid sampling will be plotted and
contoured on a site base map. Initially, a grid will be staked out on
the surface using common surveying and measuring techniques. Site G
will be sampled at 50-foot intervals resulting in 74 sampling points
and Site I will be sampled at 100-foot intervals resulting in 56 sam-
pling points. Grids will be sampled by selecting as a minimum 3 sub-
samples to represent each grid section. Subsamples will be collected
using a coring tool. These samples will then be composited (see sam-
pling procedures section) into one sample per grid section. After
this sample is collected, it will be screened with an OVA or HNu.
Finally, 40 samplies will be selected from Site G and 32 samples will
be selected from Site I for analysis. Data from the grid sampling
will be plotted and contoured on a site base map. In addition, 10
soil samples will be collected for dioxin analysis at the direction of
and at locations selected by I[EPA. A total of 100 surface soil
samples will be collected and analyzed for all Hazardous Substance
List (HSL) compounds as well as metals and cyanide (see Table 2-2).
The HSL compounds include volatiles, semi-volatile (base/neutral and
acid extractable) compounds, and pesticides/PC8s. Ten soil samples
will be analyzed for 2,3,7,8-TCOD at the direction of I[EPA. The 100
samples include 10% QC samples, consisting of one dupnlicate per 10



fable 2-2

ORGANIC AND INORGANIC PARAMLTERS LIST

PRIORITY ORGANIC POLLUTANTS NON-PRIORITY ORGANIC POLLUTANTS INORGAN ICS
Acid Compounds Base/Neutral Compounds (Cont .) Volatiles (Cont.) Acid Compounds
2,4,6-trichlorophenol N-nitrosodipropylamine ethylbenzene benzoic acid Aluminum
p-chloro-m-cresol bis(2-ethylhexyl )phthalate methylene chloride 2-met hylphenol Chromium
2-chlorophenol benzyl butyl phthalate chloromet hane 3-met hylphenol Barium
2,4-dichlorophenol di-n-butyl phthalate bromomet hane 4-met hylphenol Beryl lium
2 ,4-dimethylphenol di-n-octyl phthalate branoform 2,4,5-trichlorophenol Cobslt
2-nitrophenol diethyl phthalate bromodichl oromet hane Copper
4-nitrophenol dimethyl phthalate chlorodibranomethane Base/Neutral Compounds Iron
2,4-dinitrophenol benzo( a)ant hracene tetrachloroet hene Nickel
4,6-dinit ro-2-methylphenol benzo(a)pyrene toluene aniline Marnganese
pent achlarophenol benzo(b) fluorant hene trichloroet hene benzyl alcohol Boron
phenol benzo(k) fluorant hene vinyl chloride 4-chloroaniline Vanadium
chrysene dibenzofuran Arsenic
Base/Neutral Compounds acenaphthylene Pesticides 2-methylnepthalene Ant imony
ant hracene 2-nitroaniline Selenium
acenaphthene benzo(g,h,i)perylene aldrin 4-nitroanil ine Thal lium
benzidine fluorene dieldrin Mercury
1,2,4-trichlorobenzene phenanthrene chlordane Volatiles Tin
hexachlorobenzene dibenzo(a,h)ant hracene 4,4' -DDT Cadmium
hexachl aroet hane indeno(1,2,3-c,d)pyrene 4,4°-0DC acetone Lead
bis(2-chloroethyl)ether pyrene 4,4'-DOD 2-but anone Cyanide
2-chlaronapthalene alphe-endosul fan carbondisul fide
1,2-dichlorobenzene Volatiles bet a-endasul fan 2-hexanone
1,3-dichlorobenzene endosul fan sul fate 4-methyl-2-pentanone
1,4-dichlorobenzene benzene endrin styrene
5,3'-dichloraobenzidine carbon tetrachloride endrin sldehyde vinyl scetate
2,4-dinitrotoluene chlorobenzene hept achlor xylenes
2,6-dinitrotoluene 1,2-dichl oroethane hept achlor epoxide
1,2-diphenylhydrazine 1,1,1-trichloroet hane alpha-BHC
fluorant hene 1,1-dichloroethane bet a-BHC
4-.chlorophenyl phenyl ether 1,1,2-trichloroet hane gamma-~BHC
4 -bramophenyl phenyl ether 1,1,2,2-tetrachloroethane delt a-BHC
bis(2-chloroisapropyl)ether chloroet hane PCB-1242
bis(2-chloroethoxy)methane 2-chloroethylvinyl ether PCB-1254
hexachlorobut adiene chloroform PCB-1221
hexuachlorocyclopent adiene 1,1-dichl oroethene PCB-1232
isopharone trans-1,2-dichloroet hene PCB-1248
naphthal ene 1,2-dichloropropane PCB-1260
nit robenzene trans-1,3-dichloropropene PCB-1016

N-nitrosodiphenylamine

cis-1,3-dichloroprupene

toxaphene




samples and one blank per day. Surface soil samples indicative of
background conditions will be collected as part of the site sampling
load for comparison to samples obtained from suspected areas of

contamination.

2.3 SUBSURFACE SOIL SAMPLING

Subsurface soil sampling will be performed on seven sites: G, H,
I, J, K, L, and N. The proposed sampling method involves the use of
continuous split-spoon sampling to the maximum depth of each boring.
The subsurface samples will be collected using 5-foot split spoons and
augers. If field conditions prevent use of continuous sampling, 1.5-
foot split spoons will be used to collect samples on an interval
basis.

Sample locations will be chosen based on additional review of
results of the geophysical study performed at sites G, H, and L, and
on re-examination of historical aerial photography of sites I, J, XK,
and N. Split-spoon samples recovered will be screened with an QVA,
and an HNu when necessary. Due to the limited number of samples
allotted for subsurface sampling, samples will be composited.

At each boring, individual core samples will be composited,
representatively sampled, placed in sample jars, and sealed. If
interval samples are collected, these will be screened with an QVA,
composited, representatively sampled, placed in sample jars, and
sealed. Again, all work will be done at the boring location as part
of the logging and sampling program. Additional compcsiting may be
performed on designated samples at the hotline. These composites will

be prepared in the following manner:

o Samples will be visually inspected and screened with an OVA or
HNu.

o Samples will be composited from individual boreholes, based on
the OVA/HNu scan. Where one sample per boring is being
analyzed, the subsamples will be composited by mixing the most
contaminated samples together. ‘'Where two samples per boring
are to be analyzed, the most contaminated subsamples from
above the water table will be composited, and the most
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contaminated samples from below the water table will be com-

posited.

e To produce the composite, portions of several subsamples will
be mixed together in a clean, decontaminated, stainless steel
bowl using stainless steel tools.

® A representative portion of the resultant composite sample
will be transferred to a clean sample jar and shipped for

analysis.

A total of 56 subsurface soil samples will be collected and ana-
lyzed for HSL compounds, metals, and cyanide (see Table 2-2). The 56
samples will include 10% quality control samples, consisting of one
duplicate per 10 samples and one blank per day. Blanks will be pre-
pared using known control samples. When necessary to determine back-
ground levels, samples indicative of background quality will be col-
lected as part of the site sampling load.

The following briefly describes the subsurface sampling at each
of the seven sites.

Site G
Ten composite subsurface samples will be collected from Site G.

Review of geophysical data indicates that the area between Queeny
Avenue and a cultivated field approximately 300 feet south of Queeny
Avenue has been backfilled and that large amounts of metal scrap are
strewn throughout the area. In addition, numerous drums in various
stages of deterioration have been noted on the surface.

As many as eight borings will be drilled to a maximum depth of 20
feet. Borings will be continuously sampled uniess otherwise deter-
mined in the field. Field screening using an OVA and an HNu will be

conducted when necessary.

Site H

Five composite subsurface samples will be collected at Site H.
Review of geophysical data indicates that at least two and possibly
three separate areas may contain drummed wastes. Initially, up to
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five borings will be drilled to a maximum depth of 50 feet. Borings
will be continuously sampled unless otherwise determined in the field.
Samples will be field-screened using an OVA and an HNu when deemed
necessary. Five composite samples will be collected for analysis.

Site I
Fifteen composite subsurface soil samples will be collected at

Site I. Approximately three borings will be drilled in the northern
half of the site and up to six will be drilled in the southern half of
the filled area. Maximum depth of the borings will be 40 feet. Bor-
ings may be shallower, depending upon visual inspection of the sample
for staining and other field conditions. Final boring locations will
be chosen based upon re-examination of historical aerial photos, addi-
tional review of existing file data, and defining the location of any
buried utilities. Continuous samples will be collected, unless field

conditions prevent such sampling. Fifteen composite samples will be
submitted for analysis.

Site J

Five composite subsurface soil samples will be collected at Site
J. As many as five borings will be drilled to a maximum depth of 20
feet. Shallower borings may result if field conditions warrant.
Borings will be continuously sampled, unless field conditions prevent
this. Samples will be field-screened with an OVA and HNu when deemed

necessary.

Site K

Three composite subsurface soil samples will be collected from
Site K. Three borings will be drilled to a maximum depth of 30 feet.
Borings may be stopped at shallower depths if field conditions war-
rant. Final boring locations will be determined based upon locating
buried utilities and defining property ownership. However, one boring
is slated for each third of the site. Borings will be continuously
sampled unless field conditions prevent it. Samples will be screened
in the field using an OVA and HNu when deemed necessary.

2-3



Site L

Four composite subsurface soil samples will be collected from
Site L. The geophysical investigation indicates isolated magnetic
anomalies between the stored equipment and the area to the southeast
of the former lagoon which is suspected to have been used for disposal
of liquids. The electromagnetic (EM) conductivity study showed a
high-intensity anomaly to the southeast of this same area. Four bor-
ings will be drilled at this site. Borings will be continuously
sampled, unless field conditions prevent this. Total maximum depth of
the borings will be 20 feet. Shallower borings will be made if the
1imit of contaminant penetration is determined at a shallower depth.
Samples will be field-screened using an OVA or HNu when necessary.

Site N

Two composite subsurface samples will be collected from Site N.

Two borings will be drilled to a maximum of 50 feet, unless field con-
ditions prevent drilling to this depth. Boring locations will be
determined after field inspection. Historical aerial photographs sug-
gest the placement of one boring each in the southeast and the north-
west portions of the filled area. Unless prevented by field condi-
tions, continuous samples will be collected to completion depth. Sam-
ples will be screened in the field with an OVA or HNu wnen determined

necessary.

2.4 GROUNDWATER SAMPLING

The proposed scope of work calls for the collection of ground-
water samples from 12 existing monitoring wells, 5 existing residen-
tial wells, and 20 new monitoring wells (to be installed). However,
only 8 of the 12 menitoring wells supposedly in existence have been
located, and these 8 wells consist of hacksaw-slotted glue-joint PVC
casing and will have to be reconstructed prior to sampling.

Measurements of groundwater levels and total well depth will be
recorded before these samples are collected. All recorded data wil)
be used to define groundwater level fluctuation and fiow patterns in
the area. Groundwater contour maps will also be generated from the
nydrologic data. Field measurements of pH, temperature, and conduc-
tivity will be taken during sampling.
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At least 10% of the samples will be collected in duplicate as
field quality control samples. Field blanks will be furnished at one
per day or one per shipment if more than one shipment is made in a
day. A total of 45 samples (pending a determination by IEPA concern-
ing the existing wells), including quality control samples, will be
collected and analyzed for all HSL compounds, metals, and cyanide.

2.5 SURFACE WATER/SEDIMENT SAMPLING

Twenty-three surface water and 33 water sediment samples (includ-
ing QC samples) will be collected from Creek Sectors A, B, C, D, E,
and F, and Site M. Composite samples may be collected for both sur-
face water and sediments within each site location. All composite or
grab samples will be designated as such. All surface water and water
sediment samples will be analyzed for HSL compounds, metals, and
cyanide (see Table 2-2). Al1 surface water samples will be field
tested for pH, temoerature, and conductivity. The following describes

the sample locations at each site.

Creek Sector A

Three composite water samples will be collected from Creek Sector
A. Samples will be collected from different depths and different
locations along each of three prcfiles, one upstream, one midstream,
and one downstream. A composite will be made for each profils,

Creek Sector B
Three composite water samples will be collected from Creek Sector

B. Sampling will be performed as described for Creek Sector A.

Creek Sector C
Water samples will be collected from different depths and dif-
ferent locations from upstream and downstream profiles in Creek Sector

C. A composite will be made for each profile. Sediment samples will
also be collected from 1-foot cores from three locaticns on each pro-

file, and a ccmposite made for each orofile.

Creek Sector D
One composite water sample will te collected frcm a downstream
profile in Creek Sector 0. Sampling will be performed as described
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for Creek Sector C. Two composite sediment samples will be collected
from upstream and downstream profiles, as described for Creek Sector
C.

Creek Sector E

Composite water samples and composite sediment samples will be
taken from three profiles (one from each) one upstream, one midstream,
and one downstream in Creek Sector E. Water samples will be collected
and composited as for Sector A. Sediment samples will be collected
and composited as for Sector C. Seven additional sediment grab
samples will be taken from points where surface drainage or effluent
pipes discharge into the creek.

Creek Sector F
Currently, IEPA wishes to defer sampling Creek Sector F pending

results from the sampling at Creek Sector E. If Creek Sector E shows
contaminants in the downstream area, sampling will be scheduled in
Creek Sector F. If Creek Sector F is sampled, it will be done in the

same manner as (Creek Sector E.

Site M
Two water samples and three sediment samples will be collected

from Site M, This site is an abandoned materials pit located adjacent
to the creek. Depnth, temperature, conductivity, and pH of the pond
will be measured in the field. Two composite water samples will be
collected using a Kemmerer bottle or negative/positive pressure sam-
pling device. Three random sediment samples will be collected from
the northwest, southwest, and east-central portions of the pond.
Sediment sampling will be conducted using a Peterson steel dredge,
This sampling may require a boat.

2.6 SOIL GAS SURVEY

The soil gas monitoring (SGM) survey will be conducted at 96
locations, in the sequence presented below. The number of locations
to be sampled during each secuence is indicated in parentheses.
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Dead Creek area south of Queeny Avenue: Sites H and L on the
east side of the Creek, and Site G on the west side of the
creek (32 locations);

Site M (6 locations);

Site N (12 locations);

Along the banks of sections of Dead Creek (Sectors A through
E) (10 locations);

Site K (6 locations);
Site J (10 locations); and

Site I (20 locations).
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3. SAMPLING PROCEDURES

3.1 AIR INVESTIGATION
The air investigation will include:

e Surveying of sites for "hot spot" off-gassing;
e Identifying and quantifying air releases; and
e Determining background contaminant tevels.

The air investigation will include two phases: opreliminary
source identification and remedial air investigation. -

A meteorological station will be set up prior to on-site work to
provide baseline data concerning wind direction and speed. This
information will be used to determine locations for perimeter monitor-
ing. A baseline volatile organic vapor survey will be conducted on
the site prior to any sampling effort to identify areas where poten-
tial air problems may exist.

Each site then will be surveyed with an HNu, OVA, or other moni-
toring equipment. Instrument readings will be recorded for subsequent
review and analysis. ODuring this baseline survey, the presence and
location of any staining on the ground or exposed waste materials will
also be noted and recorded in the field logbooks. An assessment of
the vegetative cover on each site will alspo be made to assist in the
planning of additional particulate studies. OVA and HNu values will
be recorded for further evaluation.

To achieve the optimum level for the presence of volatile
organics in the air, the baseline volatile organic vaoer survey shculd

[€%)
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be conducted when ambient air conditions would provide the highest
Jevels. Best results will occur when the air temperature exceeds 80°F
and the wind speed is below five miles per hour (mph). Additionally,
this baseline survey should be preceded by at least several days of
warm weather. Upon completion of this baseline survey, the data will
be reviewed with respect to historical information collected regarding
waste types and disposal practices.

After all the sites have been surveyed, additional work may be
scheduled for those sites demonstrating contaminant air releases.

This will entail gquantifying and qualifying the exact nature of con-
taminants being released. High-volume particulate samplers (for
detecting metals and low or semi-volatile organic compound contamin-
ants) and Tenax tube collectors (for detecting volatile contaminants)
will be set up in at least one upwind and two downwind locations from
each area to be investigated. Several additional stations may be dis-
tributed to identify base levels of contaminants. High-volume filters
and Tenax tubes will be shipped to E & E's Analytical Services Center
(ASC) for ‘analysis,

Additional air monitoring data can be inferred from the soil gas
monitoring investigation. In this study, volatile substances are
traced in the vadose zone. Data from this study can be extrapolated
to indicate areas of probable emission of contaminants to the air
through natural volatilization.

3.2 SURFACE SOIL SAMPLING
Surface soil samples will be collected according to the proce-
dures described below:

e Samples will be collected to a depth not to exceed 1 foot.

e Using a stainless steel coring device, soil samples will be
collected from the ground surface.

¢ The samples will be transferred tc an 8-ounce wide-mouth glass

container. As many scoops as necessary will be taken until
the sampling bottle is filled.
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2. PROJECT BACKGROUND

2.1 PROJECT AREA DESCRIPTION AND HISTORY

The Sauget sites project area includes six segments of Dead
Creek, an intermittent stream, and 12 sites in the towns of Sauget and
Cahokia, St. Clair County, I1linois, Figure 1-1 shows the sites and
the seaments of Dead Creek. Each site or creek segment has been
assigned an alphabetical designation. Individual site maps are
included in Appendix G.

The history of the project area is not compietely documented, but
will be investigated as part of the RI/FS. However, some existing
data concerning the area have been reviewed and are summarized herein,
These data also were used in the development of the Work Plan. One
data source evaluated was the IEPA report "A Preliminary rydrogeologic
Investigation in the Northern Portion of Dead (reex and Vicinity"
fApril 1981, known as the St, John Report). Relevant portions of this
report are provided as Appendix A. OQOther sources evaluated include:

o All existing file data from IEPA central and regional offices
(Divisions of Air, Water Pollution, and Land Pollution);

e File data from the state Attorney General's of fice, Spring-
field, [11innis;

o iUnited States Environmertal Protecticn Agency {USZIPA) file
)3

data (Divisions of Enforcement, water Quality, anc Air

~nN
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o Illinois State Geological Survey published and open-file

reports;

o I[l1linois State Water Survey published and open-file reports;

and

o U.S. Army Corps of Engineers (St. Louis Regional Office) pub-
lished reports and open-file data.

A number of locations within the project area were initially
developed as sand pits (Sites G, H, I, and M) and the excavations were
subsequently filled in with a variety of unknown materials, including
wastes from sources in the towns of Sauget, Cahokia, and the East
St. Louis area. According to the St. John report, the contamination
of Dead Creek was likely due to tank truck residues and washout mate-
rials that were discharged by Harold Waggoner Trucking Company, and
subsequently, Ruan Trucking Company. Other potential sources of con-
tamination in Dead Creek include the following:

e Discharges from the Midwest Rubber Company, whose effluent
pipeline led from their factory to the creek. This pipeline
was removed sometime in the mid-1960s.

o Discharges from the holding ponds at Cerro Copper Products
Company {Cerro Copper). Prior to the sealing cf a culvert
beneath Queeny Avenue, these ponds were headwaters for Dead
Creek. At that time, the ponds received discharges from Cerro
Copper and Monsanto Chemical Company (Monsanto).

o Groundwater discharges from past disposal pits/landfills in
the vicinity of the creek.

The IEPA became aware of the project area in May 1980 as a result
of a problem with periodic smoldering of materials in a ditch (Dead
Creek). The problem did not appear to be serious until, in August
1920, a local resident's dog, after rolling in the ditch, died of

apoarent chemical burns. [IEPA subsequently performed preliminary scil
and water sampling to determine conditions in the aitch. Tne soil in
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the ditch was found to contain high levels of phosphorus, heavy
metals, and polychlorinated biphenyls (PCBs). As a result, the I[EPA
restricted access to the area. This involved the installation of
7,000 feet of snow fence around the ditch and the pond between Queeny
Avenue and Judith Lane. According to IEPA, soils and groundwater were
polluted in the area, and a detailed study would be needed to assess
the extent of pollution.

A brief description and history of each of the sites and creek
segments within the project area is provided below. The alphabetic
site and creek segment designations used below will be used for all
reports, maps, and other deliverables.

2.1.1 Dead Creek Sectors

Dead Creek flows southwest through the towns of Sauget and
Cahokia and discharges into the Prairie DuPont floodway, which in turn
discharges into the Cahokia Chute of the Mississippi River, In gen-
eral, Dead Creek is a small (8 to 10 feet wide), intermittent stream
which serves as a conduit for drainage from the American Sottoms Area
in St. Clair County. The hydrology of the creek is not well-defined,
and will be assessed in this project. Water depths in the creek vary,
and are entirely dependent on seasonal fluctuations., Six segments of
Dead Creek have been designated as part of the project. The creek
segments are shown on Figure 1-1. These are defined as follows:

e C(Creek Sector A - Dead Creek north of Queeny Avenue;

o Creek Sector B - Dead Creek between Queeny Avenue and Judith

Lane;

o Creek Sector C Dead Creek between Judith Lane and Cahokia

Street;

e Creek Sector D - Dead Creek between Cahokia Street and Jarome

Lane;

9 Creek Sector £ - Dead Creek between Jergme Lane and the zul-

vert north cf Parks College; ana
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o Creek Sector F - Dead Creek south of the culvert at Parks Col-
lege to the discharge point into Prairie DuPont floodway.

Creek Sector A consists of a dammed section of Dead Creek which
has been used as holding ponds by Cerro Copper. Discharges to these
ponds are presently limited to surface drainage and roof drainage.
Discharges to groundwater via seepage, and possible loss of contents
via leakage at the dam are believed to occur. Land use in the Creek
Sector B area includes industry in the northern portion, and agricul-
tural fields on both sides of the creek in the southern portion. The
remainder of the creek flows through residential/commercial areas in

the Town of Cahokia.

2.1.2 Terrestrial Sites

There are 12 terrestrial sites of known or suspected contamina-
tion within the project area. These sites have been classified alpha-
betically, G through R, and are briefly described below. The sites

are shown on Figure 1-1,

Site G - IEPA Sites 1 and 2
The examination of historical photographs revealed that waste

disposal operations at this site began in approximately 1955. Prior
to that time, the area was used for agriculture., No information has
been found concerning past opefators or sources of disposal for this
site., Drums containing a black cinder-like solid have been observed
at the surface. Pits containing oily wastes have aiso been observed.
In addition, the site has been used extensively for the surface dis-
posal of general waste. Originally, IEPA Site 1 was considered to be
the area of previous waste disposal; IEPA Site 2 was the surrounding
area. However, since the area between the si§E§ was undefined, the
two were combined for purposes of the RI. K‘“

Site H - [EPA Sites 3 and 4
This site was a former sand and gravel pit which was filled with

constructicn cebris and other wastes. Monsanto notified USZPA in 1631
that drums of solvent, other arganics, and incrganics were buriaed

on-site. Waste disposal occurred on-site from abcut 1944 until 1957.
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Prior to 1940, the Site H area was a cultivated agricultural field,.
The area contiguous to the site to the south is still used for agri-
culture. The initial purpose of excavation at Site H in the early
1940s was to obtain sand for the construction of roads, since wartime
demand had significantly increased industrial activity in the area.
Following World War II, surplus materials including chemicals and,
reportedly, munitions were disposed of in excavated sand pits through-
out the area. It is likely that municipal wastes from the towns of
Sauget and Cahokia were also disposed of at Site H. The site has been
covered, graded, and vegetated and is now inactive. Currently, the
site is owned by Roger's Cartage Company. IEPA Site 3 was the actual
disposal area and IEPA Site 4 was the surrounding area. Since there
was no definite boundary between these [EPA sites, they were combined
as Site H for the purposes of the RI.

Site I - IEPA Sites 5 and 6
The southern half of this site was contiguous with Site H until

separated by the construction of Queeny Avenue. Disposal operations
at Site I followed the historical progression as outlined above for
Site H. Cerro Copper purchased property west of Site [ in 1957 from
the Lewin-Mathes Company. In approximately 1962, Cerro Copper added
additional properties, including Site I, to their holdings. The site
is presently covered with rip-rap and gravel, and is used by Cerro
Copper for equipment storage. Creek Sector A is located immediately
west of Site I on Cerro Copper property. Since the only differenti-
ation between [EPA sites 5 and 6 was historical progression, they were

combined as Site I for purposes of the RI.

Site J - IEPA Site 7

Site J consists of an unlined pit and a surface disposal area
utilized by the Sterling Steel Foundry Company (Sterling). Sterling
began operations at this location in approximately 1922. The surface

disposal area occupies a triangular piece of Sterling Steel property
covering approximately six acres to the northeast of thne plant
building. Examination of historical aerial photographs indicates dis-
posal activity in this area began sometime oetween 1973 and 1978.
Wastes disposed of at Site J include casting sand, demolition debris,

2-5



and scrap metal. An unlined pit is located immediately south of the

surface disposal area. D0imensions of this pit are roughly 50 feet x

50 feet. The pit was excavated in approximately 1950 for the purpose
of collecting and allowing settlement of baghouse dust from the foun-
dry furnace.

Additional areas of interest at Sterling Steel include a second
unlined pit and an incinerator, which are not included in the scope of
work for this project. The pit, located southeast of the plant
building, was excavated in approximately 1955 as a borrow area for
road construction material. The majority of the original excavation
has since been filled with casting sand and scrap metal. The incin-
erator was used for burning plant trash from 1970 until approximately

1981,

Site K - [EPA Site 8

Historical photographs suggest possible waste disposal operations
at this site. Excavation at the site began sometime in the late
1950s. No data have been generated for Site K. Since the excavation,
the site has been covered and graded. At present, a trailer park and

a small trucking company occupy the site.

Site L - [EPA Site 9

Historical photographs and IEPA file information indicate that a
surface impoundment once existed at this site. Waggoner Trucking Com-
pany {(Waggonar), an industrial waste hauler that specialized in
hauling hazardous waste, used the site between 1364 and 1374 for
washing trucks. Initially, the wash water was discharged to Dead
Creek. Wagqoner was ordered by the [EPA to cease discharging wash
water to the creek in 1971, Subsequently, the surface impoundment was
excavated for the purpose of "storing" the wash water. However, since
the impoundment was not lined, this practice constituted disposal of
liquids potentially containing hazardous constituents., Waggoner sold
the oroperty and operations to Ruan Truckirg Company (Ruan) in 1974,
Ruan reportedly ccntinued to use the surface impoundment until 1978,
“Yetrc Constructicn Company (Metro) leased the property frem Ruan in
1972 for the purpose of ocoerating a heavy-equipment maintanance and
repair shop. Metro subseguently purchased tne groperty and covered



the impoundment. Presently, the area is covered with cinders and is

used for equipment storage.

Site M - TEPA Site 10

Site M consists of a former borrow pit which was used by the Hall
Construction Company (Hall Construction). The pit is located immedi-
ately east of Dead Creek and contains water year-round. It is sepa-
rated from the creek by a ridge. However, following heavy rains,
overflow from the creek has been observed in the pit. The pit was
excavated in the early 1950s, and was subsequently partially filled
with unknown materials. A fence was installed around Site M concur-
rently with the restriction of access to Sector B of Dead Creek.

Site N - IEPA Site 11

Hall Construction occupies the Site N property. Examination of
historical photographs indicates a possible disposal operation was
conducted at this site between 13955 and 1968. No data have been
generated, and I[EPA has no file information concerning this site. The

excavated area has since been filled with unknown materials. Pres-
ently, Hall Construction uses the property for equipment storage.

Site O - IEPA Site 12
Site O consists of four covered lagoons which were formerly used

for sludge dewatering by the Sauget Wastewater Treatment Plant. This
practice occurred from approximately 1968 to 1973. These lagoons
cover about 22 acres to the south of the treatment plant. QOver 90% of
the influent to the plant is from Sauget area industries. Effluent
from the treatment plant has exceeded permit limitations continucusly
since the early 1970s. Construction of a potable water line was ini-
tiated in 1983 in the area of the former lagoons. When workers com-
plained of strong organic odors from excavations in the area, con-
struction activity was halted, and the water line was subsequently
rerouted. Presently, the lagoons are covered and vegetatad, and an
access road to the new American Bottoms Regional Treatment Plant has
peen constructed through the area.
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Site P - [EPA Site 13

This site is an IEPA-permitted landfill, On several occa-
sions between 1977 and 1981, IEPA inspectors noted hazardous waste
disposal activities at the site in violation of the landfill permit,
The wastes disposed of included empty drums with residues of Monsanto
ACL-85; residues of phosphorus pentasulfide; and Monsanto ACL filter
residue. A permit was issued by I[EPA to dispose of diatomaceous earth
filter cake from Edwin Cooper, Inc. (Ethyl Corporation). Reportedly,
the ACL filter residue ignited when it came into contact with the
diatomaceous earth filter cake. A highly permeable material which
contains heavy metals was used for cover at the site. As a result,

there is a potential for leaching of hazardous materials. The site is
still permitted, but is presently inactive.

Site Q@ - IEPA Site 14
Site Q was an unpermitted landfill covering approximately 140

acres which reportedly accepted hazardous wastes. The site was oper-
ated by Sauget and Company between 1959 and 1973 as a municipal land-
fill. (Sauget and Company concurrently operates Site R, located
immediately west of this site.) Inspection reports from health offi-
cials, and later the IEPA, cite violations during this period
including lack of daily cover, open burning, and disposal of drummed
waste at Site Q. The majority of the site has been coverad with
unsuitable material, including flyash and cinders. In 1980, workers
uncovered buried drums in the northern portion of the site during
construction of a railroad spur. Sampling in 1983 by the USEPA Field
Investigation Team (FIT) indicated tne presence of 63 of 117 priority
pollutants in the subsurface soils at the site, Site Q is presently
occupied by The Pillsbury Company, which operates a shipping and
receiving facility.

Site R - IEPA Site 15
Site R is the Sauget Toxic Dump, which was used by Monsanto for
the disposal of industrial wastes between 1957 and 1977. The site

covers roughly 34 acres, and is located immediately west of Site Q,
and approximately 150 feet east of the Mississippi River. Ini-
tially, disposal practices at Site R included the dumping of bu'k
Tiquids directly onto the ground. Reportedly, cinders were ysed 3is
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intermediate cover at the site. This is substantiated by pictures
taken by IEPA during inspections of the facility. Drummed wastes were
not segregated in any manner. A flood event was reported in 1973, at
which time an earthen berm constructed to the west of the dump was
washed out. The site has been extensively studied since its closure
in 1977. A Monsanto feedstock tank farm is located adjacent to the
site in the northwest corner, Presently the site is clay- capped and

vegetated.

2.2 ENVIRONMENTAL SETTING
2.2.1 Geology

The Dead Creek project area is situated in the Mississippi River
floodplain on valley deposits. The valley deposits consist of a thin
mantle of Cahokia Alluvium, and thicker glacial outwash known as the
Henry Formation.

The Cahokia Alluvium was derived from the erosion of till and
loess, and consists of unconsolidated, poorly sorted silt with some
local sand and clay lenses. In the Dead Creek area, the Cahokia Allu-
vium has a thickness ranging from 6 to 20 inches and a laboratory per-
meability on the order of 7 x 106 cm/sec. The Cahokia Alluvium
rests uncomformably on the Mackinaw member of the Henry Formation.

The Henry Formation is Wisconsin glacial outwash in the form of valley
train deposits. It consists of a sequence of subrourded, moderately
sorted sands and gravel, coarsening downwards. The Fenry Formation
has a thickness ranging from 100 to 114 feet ard a laboratory permea-
bility on the order of 4 x 10-3 cm/sec. Due to its thickness,
permeability, and water capacity, the Henry Formation is a major aqui-
fer for the East St. Louis area. The bedrock underlying the valiey
deposit is a limestone of Mississippian age (Figure 2-1).

2.2.2 Groundwater Occurrence
At most locations in the project area, Henry Fcrmation sandgs,

which rise to within 14 feet of the surface on the average, are the
major aquifer. Exceptions occur in the northern and southern particns
of the creek, where the silt mantle thickens and the grouncwater leve!

encounters it,
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Water table conditions, as opposed to leaky artesian conditions,
prevail at the site because the lower portion of the alluvial silt is
permeable enough (5.4 x 10-3 cm/sec) not to impede vertical move-
ment of the groundwater.

Potentiometric surface maps developed by the IEPA indicate that
the hydraulic gradient is very flat in the project area. The gradient
is 3 feet/1,060 feet, or .00283, generally moving to the west, but
with local fluctuations apparent,

2.2.3 Climate

The project area is located in the northern temperate zone which
is characterized by warm summers and moderately cold winters. The
average annual precipitation in the area is about 38 inches, based on
data from Edwardsville, Illinois. The greatest amounts of rainfall
occur from March through June. Then a gradual monthly decline occurs
until December. With the average calculated evapotranspiration calcu-
lated at about 33 inches, the average potential water surplus is about
5 inches a year. Some of this surplus water infiltrates the scil and

moves downward.,

2.3 PREVIOUS INVESTIGATIONS

Previous investigative activities in the project area have
included sampling of groundwater, surface water, sediment, surface
soil, subsurface soil, and air quality. These investigations include

the following:

o [EPA - Preliminary Hydrogeologic Investigation in the Northern
Portion of Dead Creek and Vicinity, April 1981 (described in
the St. John Report).

e USEPA Field Investigation Team (FIT) - Soil Sample Results for
Chemical Contamination Below Sauget/Sauget Landfill in Sauget,
I11inois, December 16, 1983.

e [EPA - Il1linois Air Quality Report, 1984, published in June
1985,
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e Various IEPA open-file investigations, including analytical
data and correspondence memoranda.

e USEPA Technical Assistance Team (TAT) data and memoranda con-
cerning leachate sampling at the Sauget Toxic Landfill,
November 1981.

The following sections briefly describe both the general (Section
2.3.1) and site-specific (Section 2.3.2) sampling and analytical work
that has been conducted in the project area, and summarize the results
of this work.

2.3.1 General Groundwater, Surface Water, and Air Quality Investiga-
tions

Groundwater

The 12 monitoring wells installed by the IEPA in 1980 were sam-
pled twice during the [EPA Preliminary Hydrogeologic Investigation of
Dead Creek and Vicinity (St. John Report, Appendix A). The locations
of these wells are included in Appendix A, as are the analytical .
results. The St. John Report specifically studied the groundwater in
the vicinity of Sites G, H, I, and L. In addition to these wells,
four private wells off-site along with on-site Well G 108 were sampled
to establish the background water quality. Water samples were col-
lected and preserved according to [EPA standards; however, the samples
were not filtered.

Inorganic chemical parameters, which were analyzed for background
quality, indicated that iron, manganese, and phosphorus were generally
above the state's water quality standards. Analysis of samples from
these wells showed no organics abave the detection limit of 1.0 part
per billion (ppb).

The following is a summary of downgradient groundwater guality
(as outlined in the St. John Report) for wells installed during the
IEPA preliminary hydrogeologic investigation.

Concentrations of copper, iron, manganese, phosphorus, and resi-
dua’s on evaporation (R.0.E.) in the downgradient we'!ls exceeded the



standards and background levels in every well. Lead, phenolics, sul-
fate, and zinc were above the standards in six or more wells,

PCBs were detected in three wells: G101, G102, and G110 (see
Appendix A). Other organics detected, such as chlorophenol, chloro-
benzene, dichlorobenzene, dichlorophencl, cyclohexanone, and chloro-
anilines, were mostly associated with wells G107 and G112, although
some other organics were also found in wells G102, G109, and G110.

A1l of these organics were found in relatively high concentrations and
were not found in the background wells. The organic and inorganic
analyses discussed above indicate groundwater pollution in the area
from various sources.

Among the wells, it appears that the groundwater in Well G109 is
the most polluted; ammonia, arsenic, cadmium, copper, iron, manganese,
nickel, pH, phenols, phosphorus, R.0.E, sulfate, and zinc exceeded the
water quality standards several times over. Other parameters for
which no standards exist were found at high concentrations. This well
is located between Dead Creek and the former disposal impoundment
(Site L).

Two wells, G112 and G107, exhibited concentraticns of metals sub-
stantially above the state water quality standards. These wells are
located downgradient of Sites I and G, respectively. The highest con-
centrations of organics were also detected in samples from these
wells., In G107, two samplings have shown that chlorophenol, chloro-
benzene, dichloraobenzene, dichlorophenol, and chloroaniline are pres-
ant, In Gli2, chlorobenzene, dichlorobenzene, and chlioroaniiine were
detected. Other highly polluted wells include G110, Gl06, Gl05, G103,
and G102 in which several inorganic parameters were found to exceed
the background levels and the standards.

wWhen compared to background levels, monitoring weils G101 and
G104 indicate little evidence of pollution. This is probably due to
the locations of the wells away from the pollution sources in the
project area, and the attenuation of the chemicals over the long flow
distance and time. Although Well G101 is located relatively close to
the southwest corner of Site G {a distance of approximately 100 feet),
both wells are located at least 400 feet from Dead Creek. Also, G101
and G104 are the only weils in the [EPA study which are located west
of a large depressional area situated south of Site G. Tnis area
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contains water during the majority of the year, possibly indicating
groundwater discharge to the depression. This would reduce the like-
lihood of finding contaminants in these wells. Elevated levels of
contaminants detected in Well G107, located immediately south of Site
G in the depression, lends support to this possibility.

In addition to the preliminary hydrogeological investigation in
the vicinity of Dead Creek, the IEPA has sampled monitoring wells at
Site R which were installed by a contractor for Monsanto. The loca-
tions of these wells are shown on Figure 2-2, and the analytical
results are presented in Tables 2-1 and 2-2. These results indicate
the presence of high levels of organic contaminants in all wells
sampled in 1979 and 1981. Organic contaminants detected include
biphenylamine, chlorobenzene, chlorophenol, chloronitrobenzene,
dichlorobenzene, dichlorophenol, diphenylether, phenol, and trichloro-
phenol. Aliphatic hydrocarbons were also detected, but were not
specified. Several metals exceeded IEPA water quality standards in
the 1979 sampling. These included copper, lead, manganese, nickel,
and zinc.

Additiona) groundwater investigations are presently in progress
at Sites 0 and R. A contractor for Monsanto is conducting these
investigations, and no data have yet been released.

Surface Qccurrence

The surface waters in the Sauget sites area which were sampled
and analyzed by IEPA personnel inciude the holding ponds for Cerro
Copper (Site 1), the pond in the former Hall Construction sand pit
(Site M), and the creek waters downstream from Judith Lane (Creek
Sectors C through F). The locations of these sample points, as well
as the analytical results of the sampling efforts, are included in

Appendix A.

Surface Water Quality

Analysis of the Hall Construction (Site M) pond {sampling lcca-
tions S501 and S502, as presented in the St. John Report; see Appendix
1) indicated that the water is somewhat poliuted, with copper, phos-
phorus, and iron concentrations slightly above the water gquality
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Table 2-1

ANALYSIS OF GROUNDWATER SAMPLES FROM

(COLLECTED BY IEPA ON OCTOBER 12, 1979)

SAUGET TOXIC

DUMP

B-9S B8-9D B8-13D B-155 B-17S B-19S
Inorganics
Arsenic .0 .004 .002 .002 .002 .007
Cadmium .02 .01 .01
Chromium .03 .04 .01 .03
Capper 1.2 32 .87 L .42 1.6
Iron 290 100 130 56 110 230
Lead 0.2 0.3 0.1 0.2
Magnes ium 3 10 27 83 " 28
Manganese 7.8 1 1.4 1.8 .99 2.8
Nickel 0.5 g.2 1.9 0.1 g.1 g.2
Zinc 3.3 .36 0.4 .52 .87
Organics
Aliphat ic hydrocarbons * * *
Chlorophenol » * .81
Chlorotoluene 70 40 10 .34 AR 18
Dichlorobenzene 1.6
Diphenylether .32 zA
Pheno!l 21 56 10 14.3 41.5 22
Notes:

All results in ppm.

Blanks indicate below detection limits

*Contaminants present, but not guantified.
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ORGANIC ANALYSIS OF GROUNDWATER SAMPLES FROM
THE SAUCGET TOXIC DUMP
(COLLECTED BY IEPA ON MARCH 25, 1981)

Table 2-2

B-1 B-6S B-95 B-9D B-11S B-11D B-150 B-17D 8-190
Aliphatl ic hydrocarbons 4,000
Biphenylamine 1,800 250 15,000 1,100 1,300 860 660
Chlorobenzene 3,000 130 120 810 1,000 2,800 2,800 650 300
Chlorophenol 6,600 5,300 11,000 12,000 13,000 3,200 3,200 950
Chluronitrobenzene 2,500 1,500
Dichlorohenzene 2,600 1,000 800 930 420 360
Dichlorophenol 1,100 700 630 2,900 670
Irichlorophenol 1,200

Notes:

ALl results in wy/1 (pph).

Blanks indicate below detect ion limit,




standards. PCBs were also identified (at 0.9 ppb and 4.4 ppb concen-
trations).

Analyses of downstream samples S301 (Creek Sector C) and S302
(Creek Sector E) showed slightly elevated concentrations of copper and
phosphorus when compared to the standards. A small amount of PCB (1.0
ppb) was detected in S301.

On the other hand, the samples taken from the Cerro Copper (Site
I) holding ponds (sampling locations S503 and S504) show elevated con-
centrations of copper, iron, lead, mercury, nickel, phosphorus, sil-
ver, and zinc. PCBs (at concentrations of 22 and 28 ppb) and ali-
phatic hydrocarbons (23,000 ppb) were also detected in these samples.

Air Quality

Summary data on project area air quality were compiled from the
"I11inois Annual Air Quality Report, 1984," published by the IEPA in
June 1985. The nearest monitoring location to the project area is at
13th and Tudor in East St. Louis, Il1linois. Because the project area
is located in a more industrialized area than the monitoring location,
some of the recorded values may represent lower pollutant concentra-
tions than occur closer to the project area. The results of the 1984
monitoring are summarized in Table 2-3.

These data indicate that the air quality in the project area
exceeds the National and Illinois Ambient Air Quality Standards for
particulate matter; however, particulate concentrations have consis-
tently improved since 1979. The standard for ozone was violated twice
during the year. The high concentrations occurred in June (1.31 ppm}
and July (0.128) ppm). The highest concentration in August equalled
the ozone standard (0.120 ppm). All other parameters for which anbi-
ent air quality standards exist were within acceptable levels.

No standards exist for sulfates, nitrates, and metals; however,
the study area had the highest recorded ambient concentrations of cad-
mium and selenium in the state. The East St. Louis metropolitan area,
which also includes Granite City and Wood River, had the highest

metals concentrations in the stata.



Table 2-3
STUDY AREA AIR QUALITY SUMMARY

Study Area Primary Secondary
Mean Std. Dev. Standard Standard

Part iculate Matter (TSP)

Annual Geametric Mean 77 ug/mJ 1.5 75 ug/m3 60 ug/m3
Sulfur Dioxide (S0,’

Annual Arithmetic Mean 0.020 ppm 3.31 3.03 ppm -
Nitrogen Dioxide

Annual Arithmetic Mean 0.023 ppm 1.64 ppm 0.053 ppm 0.053 ppm
Lead 3

Annual Mean 0.44 ug/m3 - 1.5 ug/m3 1.5 ug/m

Highest
st 2nd 3rd

Carbon Monoxide

8~hour average 12.0 ppm 10.8 ppm 10.2 ppm 35 ppm 35 ppm

1-hour average 6.9 ppm 5.7 ppm 5.2 ppm -9 ppm 9 ppm

Highest
1st 2nd

Ozone C.131 ppm 0.128 ppm 0.12 ppm G.12 ppm
504'2 Annual Arithmetic Mean 11.7 pom -- .- -
NO~ Annual Arithmetic Mean 3.9 ppm -- -- -
As Annual Arithmetic Mean 0.008 ppm -- -- -
‘Be Annual Arithmetic Mean 0.600 ppm -- .- -
Cd Annual Arithmetic Mean 0.019 ppm -- -- -
Fe Annual Arithmetic Mean 1.27 ppm -- - --
Mn Annual Arithmet ic Mean 0.057 ppm -- -- -
N1 Annual Arithmetic Mean 0.005 ppm - - --
Se Annual Arithmetic Mean 0.004 ppm -- - --




2.3.2 Site-Specific Investigations

Several of the sites in the Dead Creek Project area have been
studied in the past, or were part of a general study of possible
contaminant sources in the Dead Creek area. These include sites G, H,
I, L, M, 0, Q, and R. No studies have been conducted to date at sites
J, K, or N. The results of the sampling that has been conducted are

summarized below.

Site G. Analysis of groundwater samples collected in 1980 and
1981 by the IEPA (as detailed in the St. John Report) revealed chlori-
nated phenols, benzenes, PCBs, phosphorus, and lead. Surface soil
samples revealed arsenic, lead, and PCBs. Subsurface soil sampling in
Dead Creek showed PCBs to a depth of.6 feet. Soil samples were also
collected by the IEPA on the dates listed above, and are included in
the St. John Report.

Site H. Groundwater samples collected downgradient from this
site in 1980 and 1981 by the IEPA were found to contain PCBs. No
other sampling has occurred at this site.

Site I. Downgradient groundwater samples collected during the
[EPA study in 1980 and 1981 revealed contaminants including chloro-
benzene, dichlorobenzene, and metals. Surface sediment samples from
the holding ponds (Creek Sector A) indicate PCBs, aliphatic hydro-
carbons, dichlorobenzene, and arsenic. Surface water sampling at the
holding ponds indicated the water contained nickel, arsenic, zinc,

PC8s, and aliphatic hydrocarbons.

Site J. No studies have been conducted at this site.

Site K. No studies have been conducted at this site,

Site L. Downgradient groundwater sampling conducted by the IEPA
in 1980 and 1981 indicated chlorophenol and cyclohexanone. Soil sam-

ples indicated the presence of PC38s and trichlorobenzene. A high
level of total hydrocarbons was found in the soil.



Site M. The results of surface sediment sampling conducted by
the IEPA in 1981 indicated the presence of PCBs, arsenic, and mercury.
Surface water samples, taken at the same time, indicated low levels of

PCBs and phosphorus.
Site N. No studies have been conducted at this site.

Site 0. Preliminary soil/waste sampling in areas to the north-
west of the former lagoons conducted by IEPA in 1982 indicated PCBs
and solvents were present at elevated levels. A number of surface
soil samples taken in 1983 by the IEPA (and split samples by a private
contractor for the Town of Sauget) contained dioxin.

Site P. The IEPA collected soil/waste samples at this site in
1979. However, no results from this sampling effort could be located.
IEPA site inspection reports indicate the presence of phosphorus
pentasulfide, and miscellaneous containers of residual material.

Site Q. Subsurface soil sampling conducted by the USEPA FIT con-
tractor in 1983 indicated the presence of 63 organic nriority pollu-
tants and dioxin. These samples were taken in 1983 in the northern
portion of the site. Leachate samples collected in 1982 by the IEPA
at the landfill boundary along the Mississippi River revealed several

organic solvents.

Site R, In the early 1970s, the groundwater was sampled by the
IEPA and analyzed for some indicator parameters. Subsequent ground-
water sampling conducted by the IEPA in 1979 and 1981 indicated the
presence of numerous organic contaminants in monitoring wells at the
site. Leachate sediment samples have been taken on numerous occasions
by the IEPA. The leachate and sediment samples taken in 1981 by the
'USEPA Tactical Assistance Team (TAT) contractor indicated the presence

of solvents and dioxin.
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3. REMEDIAL INVESTIGATION

The RI involves two parts: preliminary tasks {1 through 6)
involving the development of guidelines and background data for the
project as a whole, and the primary RI tasks (7 through 11) involving
the implementation of the field investigations, analysis of samples,
identification of potential environmental risks, remedial technolo-
gies, and preparation of the RI report. The scope of work for each of
these tasks is described below.

3.1 PRELIMINARY RI TASKS
3.1.1 Task 1: [Initial Meeting
An initial meeting was held on September 2%, 1385, between I[%PA
N

representatives and the £ & £ staff assigned to the Deid Creek Proj-
ect. At the meeting, team members were introducea, IZPA objectives,
the scope of the study, and sensitive issues were discussed; and char-

nels of communication and reporting were established.

3.1.2 Task 2: Work Plan
This plan defines the objectives of the RI/FS, and details the

scope of work and schedule for accomolishing the RI/FS. The Work Plan
is a fiexible working document which serves to diresct the work toward
achieving the objectives of the study.

Tne Work Plan consists of: background informaticn on the projac:
ind the project area; a definition of the objectives and scope of
werk; a Sampling Plan, which addresses all pertinert field activities:
a Health and Safety Plan; a Qualitv Assurance Project Plan {QAPP),

-
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e When tools are to be reused to collect a new sample, they will
be decontaminated to avoid cross-contamination.

e Any observable physical characteristics of the soil as it is
being sampled (e.g., color, odor, physical state) will be
recorded.

e Selected samples will be screened in the field using an QVA.
This screening process involves filling a volatile organics
bottle half full with sample material and capping the bottle,
then heating the bottle in a pan of water, then uncapping the
bottle and inserting the OVA probe into the head space and
taking a reading.

e When compositing is to be done, it wili be done by delineating
the areas to be composited and collecting sufficient core
samples to characterize the area. Equipment used to collect
subsamples for a composite will not need to be decontaminated.
However, complete decontamination will be conducted prior to
use of tools for another composite. Delineation of the areas
will be based on field observations of site scope, sail mate-
rial, visual observations of contaminants, etc. in the case of
the grid sampling, samples will be from within a grid section.

o All pertinent weather information such as air temperature,
pressure, wind velocity, sky conditions, and precipitation
will be recorded.

3.3 SUBSURFACE SOIL SAMPLING

Subsurface sampling will be conducted using a drill rig with a
hollow stem auger. Continuous samples will be collected unless sub-
surface conditions prevent such sampling. Continuous sampling is done
using a 4-inch diameter, 5-foot split-spoon sampler with a catcher at
tne foot Tocked into the lead auger flight. Retrieval is accomplished
using hex rods through the augers. The sampler is advanced by rotat-
ing augers to the desired depth.

(O8]
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If field conditions prevent use of this method, a 2-inch diam-
eter, 18-inch split-spoon will be advanced by conventional methods.
This will include attachment of the sampler to an AW rod and a stan-
dard 140-pound hammer. Blow counts will be recorded at 6-inch inter-
vals to a total sample depth of 18 inches. Borings will be drilled to
depths specified in Section 2.3, unless sample screening dictates
stopping at shallower depths.

As samples are retrieved, they will be screened with an OVA
and the HNu if deemed necessary. Upon completion of logging, the
1ithology, the sample will be stored in a clean 8-ounce jar. Com-
positing will be performed at the hotline.

A1l drilling and sampling equipment to be reused will be decon-
taminated as specified in Section 9. When samples are to be compos-
ited, mixing will be done using stainless steel containers and tools.
These also will be decontaminated between uses, Where possible and
appropriate, disposable equipment will be used in order to minimize
cross contamination, Prior to the start of the sampling work, all
drilling tools and equipment will be washed with high-pressure steam
equipment and rinsed with solvent (see Section 9).

As noted above, selected samples will be field-screened using an
OVA and the HNu. A preliminary survey will be also conducted by
"sniffing" the sample with an OVA and the HNu immediately upon opening
the sampling tube.

Upon completion of the drilling, the open hole will be backfilled
with drill cuttings or grouted. Any deficit of material will be sup-
plied using clean earthen material. When the water table is encount-
ered while drilling or the boring goes below the fill, grout will be
used to seal that portion of the boring. Grout will be mixed and
pumped from the mud tub through the hollow stem of the auger as the
auger is retrieved, The hole will be filled from the top of the grout
line to ground level using drill cuttings. Any excess cuttings will
be drummed and disposed of in accordance with applicable requlations.

Subsurface Soil Sample Compositing

Compositing of soil samples will be according to the following

procedures:
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3.4

Each portion from a depth interval to be composited will be
thoroughly mixed in its sample container with a stainless

steel tablespoon.

The material will be chopped, mixed, and stirred until it is

homogeneous.

A stainless steel tablespoon will be used to transfer the
material to a composite container. A clean stainless steel
tablespoon will be dedicated for materials for each composite.

The composite container will be sealed and labeled as
specified in this plan (Section 7.3).

GROUNDWATER SAMPLING
Sampling of the existing monitoring wells, residential wells, and

newly installed monitoring wells will consist of the following three

activities:

Measurement of depth to water level and total depth of the

well (to calculate well volume),

Evacuation of static water (purging), and

Collection of the sample.

These activities are described below.

3.4.1

Measurement of Water Level and Well Volume

® Prior to sampling, the static water level and total depth of

the well will be measured with a calibrated weighted line.
Care will be taken to decontaminate equipment between each use
to avoid cross contamination of wells.



¢ The number of linear feet of static water (difference between
static water level and total depth of well) will be calcu-

Tated.

o The static volume will be calculated using the formula:

V = Tr2(0.163)

where:

V = Static volume of well in gallons;

T = Depth of water in the well, measured in feet;
r = Inside radius of well casing in inches; and

0.163 = A constant conversion factor which compensates for
wrl h factor for the conversion of the casing
radius from inches to feet, the conversion of cubic
feet to gallons, and T (pi).

3.4.2 Purging Static Water
Before a groundwater sample is obtained, the static water must be

purged to ensure that a representative groundwater sample is taken. A
minimum of three static water volumes will be purged from the well
prior to collecting the samples. Purging and sampling will be per-
formed using a stainless steel bailer. Since the water removed from
the well during the puraing process could contain hazardous materials,

it will be containerized, not discharged on the around.

3.4.3 Sample Collection

Sampling personnel will take precautions against cross contami-
nation when using one sampling apparatus for a series of samples, If
pessible, "clean" or "background" samples will be taken first. Before
and after each sample is taken, the apparatus will be decontaminated
as specified. Sample collection procedures are as follows:

o A stainless steel bailer (decontaminated according tn the oro-
cedures oresented in Section 9) will be used to collect the

groundwater samples,



o Dedicated bailers will be used for monitoring wells. Residen-
tial well samples will be collected from existing plumbing as
close as possible to the pump and prior to any water softening

apparatus.

e When transferring water from the bailer to sample containers,
care will be taken to avoid agitating the sample, which pro-
motes the loss of volatile constituents.

e Samples to be analyzed for metals will be filtered in the
field using a .45-micron filter and preserved with nitric acid
prior to shipment for analysis. Filtering equipment used will
be decontaminated between samples to avoid cross contamina-
tion. Field filtration requires particular skill if contami-
nation is to be avoided.

® Any observable physical characteristics of the groundwater
(e.g., color, sheen, odor, turbidity,) as it is being sampled

will be recorded.

o Weather conditions at the time of sampling will be recorded
(e.g., air temperature, sky condition, recent heavy rainfall,
drought conditions).

3.5 SURFACE WATER/SEDIMENT SAMPLING
3.5.1 Surface Water Sampling
Surface water samples will be collected according to the follow-

ing procedures:

¢ A wide-mouth glass bottle to be used for sampling will be
dipped into the creek and rinsed three times and the bottle
will then be dipped to collect the sample.

8¢ The sample will be collected in such a manner as to prevent

agitation of the water, which promotes the loss of volatile
organics and increases the dissolved oxygen content.
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3.5.2

The samples will be transferred into 1/2-gallon glass bottles
and 40-m] VOA bottles. The wide-mouth bottle will be refilled
as many times as necessary to fill all required bottles.

The temperature, pH, and specific conductivity of the water
will be measured, and current speed/volume will be recorded at
the time the sample is taken.

Any observable physical characteristics of the water (e.q.,
color, odor, turbidity) as it is being sampled will be
recorded. )

Weather conditions at the time of sampling will be recorded,
(e.g., air temperature, sky conditions, recent heavy rain-

falls, and drought conditions).

Sediment Sampling

Sediment samples will be collected from Dead Creek using a Peter-
son dredge or stainless steel corers, The sampling procedure will be

as follows:

The Peterson dredge will be decontaminated as specified in

Section 9.

Tne dredge wili be lowered into the creek sediment until suf-
ficient resistance is encountered to release the retainer
catch. The dredge will then be withdrawn from the sediments,

The contents of the dredge will be placed in a clean stainless
steel pan and composited. A composite sample of the sediment
will be transferred to an 8-ounce jar.

3.6 SOIL GAS SURVEY
Soil gas analyses will be performed along a grid covering a pre-
suryeyed area. Results will be compiled and plotted on a site base

map.

Areas with high readings may be resurveyed at smaller intervals.
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One sample will be taken outside the area of contamination to estab-
lish background levels.

Experience with soil gas monitoring has shown that the weather
conditions most conducive to a successful survey are warm, dry, low-
wind conditions following several days of warm to hot weather. The
survey will be planned for such conditions.

The survey will consist of three soil gas samples taken at 4, 7,
and 10 feet below the surface at each sampling location. Although
sample locations have generally been identified, the exact locations
will be determined in the field based upon an assessment of field con-
ditions, surface evidence of past dumping practices and contamination,
and topographic relief,

The soil gas survey will be conducted using either a slam bar/0OVA
technique or a perforated drive point/bag method. The slam bar tech-
nigue uses a steel rod that is driven into the soil with a weight that
slides along the top of the rod. The slam bar will be driven into the
soil to a depth of three feet or to maximum penetration. Wwhen the
slam bar is withdrawn, the air in the resultant hole will be analyzed
with an OVA for volatile organic compounds.

The primary equipment to be used for the perforated drive point/
bag method consists of the following:

1. A miniature well point sampler, 5/8-inch in diameter, stain-
less steel, with 3/8-inch hollow center. The shaft is tipned
with a sharp penetrating point and has a narrow, vertically
slotted screen. The internal-thread 2.5-foot sections are
driven into the soil using a special cylindrical! hammer,
Connectors allow hook-up to various types of sample analysis
equipment.

2. An QVA for determining the total concentration of organic
vapors using a flame ionization detector.

The following procedures will be followed at each of the sanpling

locations.



A decontaminated well point sampler will initially be driven
into the soil to a depth of 4 feet at each location.

Sample tube fittings will be attached to the samples and one
volume of air purged from the system using a syringe or
piston displacement device.

A sample collection bag will be attached to the system and
the bag will be filled using a syringe or piston displacement
device. The sample bag will then be carried to a van for

analysis.

The OVA will be set up and operated in the van to standardize
analytical conditions., Bag samples will be allowed to equi-
librate with internal van conditions. Once equilibrium has
been reached, the bag sample will be connected to the QVA
(operated in survey mode) and analyzed for total volatile
organic substances. An activated carbon filter will be used
to check for the presence of methane, Prior to each set of
analyses, the OVA will be "zeroed" in a background area and
ambient background readings will be recorded., Temperature
readings will be recorded during the background measurement
and during the sampling.

Depending on field conditions, it may be necessary to substi-
tute a slightly different sample collection and analysis
procedure. Should weather and soil conditions preclude the
use of the analysis equipment described, the equipment and/or
techniques will be modified accordingly. All modifications
will be documented and aporopriate controls instituted for
maintaining sample integrity. In any case, the equivalent of
one air volume for each sample and depth will be purged prior
to collecting the sample for analysis. If no contaminants
are detected in a sample, the sample bags may be reused.

Upon completion of sampling at 4 feet, the well point will be
blown clear with compressed air (D or £ guality) and the wel!



point will be driven to the next sampling interval (samples
will be collected at 4, 7, and 10 feet). Procedures 1l to 5
will be repeated at each interval.

7. Upon completion of sampling at each location, the well point
will be withdrawn from the ground and the hole backfilled by
injecting a bentonite slurry into it,

8. The well point will be decontaminated as specified in Section
9. The sample analytical equipment tubing will be purged
until a stable "zero" or background reading is obtained.

9. A1l data well point locations and sample results will be
recorded in a log book of field activities. Data will be
tabulated and plotted on a site base map and used for assess-
ment and planning of future investigative work.

10. A duplicate analysis will be collected after every 20

analyses.,

The OVA will be calibrated in accordance with the manufacturer's
specifications twice daily, once prior to commencing operations and

once after 4 hours of field sampling.

3.7 SAMPLING EQUIPMINT

Sampling equipment will be the responsibility of the equipment
manager, who will assure that the items required for sampling and the
necessary quantities are on-site prior to sampling. All equipment
will be checked for serviceability and calibrated, if necessary, prior
to shipment., Similar checks will be made at the sampling location.
Any sampling device that is reusable will be decontaminated before
reuse. The equipment required for sampling will include, but will not
be limited to, the items listed in Table 3-1,
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Table 3-1
MAJOR SAMPLING EQUIPMENT LIST

Item

Drilling rig, rod, and other components

4-inch diameter, 5-foot split spoons or 2-inch diameter,
18-inch split spoans

Hollow stem augers

Cathead and 140-pound hammer

Van

Boat

Peterson steel dredge

HNu photoionizer, calibration kit

Organic vapor analyzer (OVA), calibration kit

Combustible gas/O2 Mmeter, calibration kit

Temperature, pH, Conductivity meter

Dust particulate counters

High volume particulate samplers

Tenax tube collectors

Meteorological data collection station

Magnetometer

Portable phatovac GCs

Sample Containers

8-ounce glass sample bottles with Teflon lids

1/2-gallon qlass sample bottles

1-liter polyethylene sample bottles with reagents

800-mL polyethylene sample bottles for inorganic sample
collection

40-mL glass VOA bottles

Shipping coolers and DOT labels

Chain-of-custody forms and seals

Filter paper and prefilters

Teflon and/or stainless steel well bailers

Water level indicator with calibrated weighted line

12-foot engineer's steel tape

Stainless steel pans

Stainless steel spoons

Stainless steel scoop/trough

Miniature well point sampler, 5/8-inch diameter stainless
steel with 3/8-inch hollow centers

Tubes and collection bags

Compressed air (D or E quality) tanks

Miscellaneous disposables (rope, bags, paper towels, etc.)

Documents

Labels

Field notebooks
Sampling plan
Site maps

Note: Sampling surfaces that come in contact with samples
for analysis will be either stainless steel,
teflon, high density polyethylene {HDPL), ar
glass.
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4. SAMPLE PREPARATION

4.1 COORDINATION WITH ANALYTICAL LABORATORY

It is important that any limitation on sampling due to laboratory
capacity or special sample requirements be determined prior to sam-
pling. Based on the analyses required, no special sampling require-
ments are anticipated. However, the site team leader will be respon-
sible for contacting E & E's Analytical Services Center (ASC) well in
advance of sampling to determine that laboratory capacity is adequate.
At nresent, all analytical work is to be performed by the ASC with the
exception of dioxin analyses. The dioxin analyses will be performed
by a USEPA contract laboratory approved for dioxin analysis.

4.2 SAMPLE CONTAINERS

The sample containers, volumes, preservatives, and holding times
will be as indicated in Tables 4-1 and 4-2. Prewashed sample con-
tainers will be provided by the ASC and prepared in accordance with
USEPA procedures. Filled containers to be shipped or stored on-site
will be wiped with paper towels. All samples will be iced prior to
shipment.

4.3 ANALYTICAL METHODS

A1l analytical methods to be utilized for this project are USEPA-
approved. Methodologies specify QC requirements, including calibra-
tion, tuning, and laboratory QC samples.

Tn addition, all analytical staff members will follow protocols
set forth in £ & E's Laboratory and Field Personnel Chain-of-Custody
Documentation and QA/QC Procedures Manual (August 1985).
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Table 4-1

SAMPLE CONTAINERS, YOLULNLES, PRESERVATION,

AND

HOLDING TIMES FOR WATER SAMPLES

Number of Containers

Type of Type and Size and Sample Volume Maximum Holding
Analysis of Container (per Sample) Preservation Time
Purgeuable 40-ml glass vial Iwo (2); Fi)l com- Cool to 4°C 7 days
(Valatile) with Teflon-backed pletely, no air space (ice in cooler)
Organics septum
Extractable 1/2-gallon bottles Iwo (2}); total volume Cool to 4°C Must be extracted
Ocganics, PCBs, with Teflon-lined approx. 1 gallon; (1ce in cooler) within 5 days;
Pest icides caps fill completely analyzed within
30 days
Met als 1-liter polyethy- One (1); fill 7/8 full Nitric acid to 6 months
lene bottle with below pH 2
polyethylene-lined (approx. 1.5 ml
caps Con HNO3
per liter)
Cyanides 1-liter polyethy- One (1); fill com- Sodium hydroxide 24 hours, if
lene bottle with pletely to pH 12 and sulfide present;
polyethylene-lined cool to 4°C 14 days

caps

(ice in cooler)

Note: All sample bottles will be prepared in accordance with USEPA bottle washing procedures. These pro-
cedures are incorporated in f & t£'s Laboratory and field Personnel Chain-of-Custody Documentation and
Quality Assurance/Quality Control Procedures Manual, April 1986,




£

Table 4-2

SAMPLE CONTAINERS, VOLUMES, PRESERVATION,

AND HOLDING TIMES FOR SOIL SAMPLES

Number of Containers

Type of Type and Size and Sample Volume Maximum Holding
Analysis of Container (per Sample) Preservation Time
Purgeable 40-m) glass vial Two (2); fill cam- Cool to 4°C 10 days
(Volatile) with Teflon-backed pletely, no air space (ice in cooler)
irganics septum
Extractable 8-0z. glass jar One (1); fill com- Cool to 4°C Must be extracted
Organics, PCBs, with Teflon-lined pletely {ice in cooler) within 10 days;
Pesticides cap analyzed within
30 daye
Metals B-0z. glass jer One (1); fill half- Cool to 4°C (ice 6 months
with Teflon-lined full in cooler)
cap
Cyanides 8-0z. glass jar One (1); fill com- Cool to 4°C (ice 24 hours, if

z,5,7,8 TCOD

with Teflon-lined
cap

8-0z. glass jar
with Teflon-lined
cap

pletely in cooler)

One (1); fill com- Cool to 4°C (ice
pletely in cooler)

sulfide present;

Must be extracted
within S days;
analyzed within
30 days

Note: ALl sample bottles will be prepared in accordance with USEPA bottle washing procedures. These pro-
cedures are incorporated int & £'s Laboratorp and Field Personnel Chain-of-Custody Documentation and
a

Quality Assurance/Quality Control Procedures

nual, April 1986,




5. FIELD PERSONNEL REQUIREMENTS

The sampling team for the project will consist of three to five
members, all of whom are experienced in the types of sampling activi-
ties planned at the Dead Creek sites. The team members' duties are
listed below. Record custodian and site safety duties will be
rotated, so team members other than the team leader may have eitnher
function during the sampling.

Team Leader--will have the overall responsibility for the sam-
pling team's activities. Responsibilities include overall team
coordination; relaying information to the record custodian; directing
team members to the sample locations; directing sample gathering
methods and sample quantities; and any other operations relevant to
the sampling effort.

Record Custodian--will record all information in the appropriate

field logs. He will also prepare sample labels and bottles, and pro-
vide other necessary support for sampling.

Site Safety Monitor--will be responsible for the team's overall

safety. He will make the necessary measurements of explosivity, 0j,
etc., and will also insure that proper safety protocols are followed,
In addition, the site safety monitor will assist in collecting sam-
ples.
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Additional team members (samplers) will be present to lend sup-
port where necessary, for example in sample gathering, sample prepara-
tion for shipping, etc., and in general assist in all phases of sam-
pling when required by the team leader.
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6. SITE LOGISTICS

At each site, the layout will consist of an exclusion zone which
is entered through a support zone and a contamination reduction zone.
The line between the exclusion zone and the contamination reduction
zone is called the hot line. All areas where contamination has been
found are in the exclusion zone; a support zone will be designated
upon arrival at the site.

No one will enter the exclusion zone without the required level
of protective equipment and air monitoring equipment. Levels of pro-
tection will vary from site-to-site and in accordance with the type of
sampling activities being performed. On the basis of air monitoring
data, the level of protection for each site may aiso be upgraded and
downgraded as directed by the site safety monitor. {See the Site
Safety Plan for levels of protection.) Team members will enter the
exclusion zone in pairs, employing the "buddy system," and a pair wil]
exit the exclusion zone at the same time. Upon exiting the exclusion
zone, personnel! and equipment will be decontaminated. Work will be
limited to daylight hours.

Some specific considerations for each task are noted below:

Surface Soil Sampling

¢ Monitoring of the surface soil sampling locations for combust-
ibility and oxygen content will be performed prior to and dur-
ing sampling. Organic vapor readings may te used as the basis
for upgrading and downgrading the i2vel of personnel protec-
tion,

[ 23
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e Sampling spoons and any other equipment that will be reused
will be decontaminated before and after use.

Subsurface Soil Samples

e Monitoring of the split-spoon sampling locations for combusti-
bility and oxygen content will be performed prior to and dur-

ing sampling,

8 Split-spoon samplers, augers, and other equipment that will be
reused will be decontaminated before reuse.

¢ The decontamination of the split-spoons will be completed at
the sampling location.

Monitoring Well Sampling

e Monitoring of wells for combustibility, oxygen content, and
organic vapor content will be performed upon opening each
well, Where elevated combustible gas readings or organic
vapor readings are found, the well will be allowed to vent
orior to determining the static water level and purging. Air
monitoring will continue during purging and samoling of the

well,

o All purge water will be placed in a drum for later disposal,

¢ Any sampling devices used will be decontaminated.

Creek Water/Sediment Sampling

e When conditions warrant, personnel collecting the sample will
be secured to the bank cf the creek with a safety line.

Soil Gas Survev

¢ Monitoring of the soil gas survey locations for combustidility
and oxygen content will be performed prior to and during the

-2



survey, Organic vapor readings observed during the survey may
be used as the basis for upgrading or downgrading the level of

personnel protection.

A1l equipment that will be reused will be decontaminated

before and after reuse.
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7. SAMPLE HANDLING, PACKAGING, AND SHIPPING

The transportation and handling of samples will be accomplished
in such a way as to protect the integrity of the sample and also pre-
clude detrimental effects due to the possible hazardous nature of the
samples. Regulations for packaging, marking, labeling, and shipping
hazardous materials are promulgated by the United States Department of
Transportation (DOT) in the Code of Federal Requlations, 49 CFR 171
through 177.

Chain-of-custody requirements will comoly with USEPA sample
handling protocols. Sample control and chain-of-custody procedures
are presented in £ & £'s Laboratory and Field Personnel Chain-
of-Custody Documentation and Quality Assurance/Quality Control

Procedures Manual (Auqust 1985).

7.1 SAMPLE PACKAGING

Samples must be packaged carefully to avoid breakage or contami-
nation and must be shipped to the laboratory at proper temperatures.
The following sample packaging requirements will be followed.

o All sample lids will remain with the original containers,

Custody seals will be affixed.

e The sample volume level will be marked by placing the tcp of
the label at the sample level, or by using a grease pencil.
This procedure will help the laboratory determine if any
leakage occurred during shipment. Tne label should nct cover
any bottle preparation QA/QC marks.



Note:

Sample bottles will be secured with a custody seal and placed
in a plastic bag to minimize the potential for vermiculite

contamination.

Shipping coolers must be filled initially with approximately
3 inches of vermiculite or zonolite.

The secured sample bottles must be placed in the cooler in
such a way as to ensure that they do not touch one another.

Environmental samples will to be cooled. The use of "blue
ice" or some other artificial icing material is preferred. I[f
necessary, ice may be used, provided that it is placed in
plastic bags. Ice is not to be used as a substitute for pack-

ing materials.

Any remaining space in the cooler will be filled with inert
packing material. Under no circumstances will material such

as sawdust, sand, etc., be used.

A duplicate custody record will be placed in a plastic bag ind
taped to the bottom of the cooler 1lid.

The ASC does not knowingly accept samples with high levels of
radicactivity or dioxins, or any samples for which ASC handling
procedures may be insufficient to protect laboratory employees,
Field staff will take all feasible precautions to ensure that
neither they nor ASC personnel are exposed to unduly hazardous
materials. Note that field staff are in many cases equipped
with personal protection and breathing apparatus not used by
ASC personnel.

7.2° SHIPPING CONTAINERS

Environmental samples will be properly packaged anc labeled for

shinment and dispatched to the ASC laboratcry for analysis, A separ-
ate chain-of-custody record will be prepared for each container. The

following requirements for shioping containers will be followed.



Shipping containers will be padlocked or custody-sealed for ship-
ment, as appropriate, The container custody seal will consist of
filament tape wrapped around the package at least twice and custody
seals affixed in such a way that access to the container can be gained
only by cutting the filament tape and breaking a seal,

A1l shipping containers must be secured by field personnel with a
proper custody seal, marked with indelible pen or ink, and addressed
to Ecology and Environment, Inc., Analytical Services Center, 4285
Genesee Street, Buffalo, NY 14225.

Field personnel will arrange for transportation of samples to the

ASC. When custody is relinquished to a shipper, field personnel will
telephone the ASC custodian (716/631-0360) to inform him of the
expected time of arrival of the shipment and advise him of any time
constraints on sample anaiysis. For samples intanded for Saturday
delivery, the ASC must be notified as early in the week as possible,
and in no case later than Thursday at 3 p.m. (eastern standard time).
Samples will be retained by the ASC for 30 days after the final report
is submitted.

7.3 MARKING AND LABELING
The following procedures will be used for marking and labeling

sample packages.,
o Use abbreviations only where specified.

® The words "This End Up" or "This Side Up" will be clearly
printed on the top of the outer package. Upward-pointing
arrows will also be placed on the sides of the package. The
words "Laboratory Samples" wili also be printad on the top of
the package.

e After a package has been sealed, two chain-of-custody seals
will be placed on the containa2r, one on the front and one on
the back. The seals will be protected from accidental damage
by placing clear taoe over them, |



8. DOCUMENTATION

8.1 SAMPLE IDENTIFICATION

A1l containers of samples collected for the Dead Creek Project
will be identified using the following format on a label or tag fixed
to the sample container (labels are to be covered with Mylar tape):

DC-XX-0/D

¢ DC - This set of initials indicates the sample is from the

Dead Creek Project.

e XX - These characters identify the sample location, If the
identification is only one character, the first of these
characters will be "0." Actual sample locations will be
recorded in the task log.

o 0/D - This character will be either "0" for original sample,
or "D" for duplicate.

Each sample will be labeled and sealed immediately after collec-
tion. To minimize handling of sample containers, labels will be
filled out prior to sample collection. The sample label will be
filled out using waterproof ink and firmly affixed to the sample con-
tainer and protected with Mylar tape. Labals must include:



pH, and ___ 1

e Name of collector (team leader),

e Date and time of collection,

e Sample number,

e Sample volume, .
o Analysis required, Al

(]

(]

Preservatives used.

8.2 DAILY LOGS

Daily logs and data forms are necessary to provide sufficient
data and observations to enable participants to reconstruct events
that occurred during the project and to refresh the memory of the
field personnel if they are required to give testimony during legal
proceedings.

Daily logs will be kept in a bound waterproof notebook containing
numbered pages. Entries will be made in waterproof ink, dated, and
signed. No pages will be removed for any reason. Corrections will be
made according to the procedures given at the end of this section.

The daily logs will include a site log and a task log.

The Site Log will include a complete summary of each day's
activities at the site. The site log is the responsibility of tne

team leader.

The Task Log will include:

s Name of person making entry (signature).

o Time of day entry is made.

o Levels of personnel protection:

Level of protection originally specified,

Changes in levels of protection,

Reasons for changes, and

Time of changes.

Names of team members on-site.

Time spent on-site,

Tasks performed.,

Changes in instructiorns or activities that occurred on-sits.

e ‘e ® L J -

Aeather conditions, wind direction, etc.



o Documentation on photographs taken.

e Documentation on samples taken, including:

- Sampling location,

- Station numbers,

- Sampling date and time,

- Name of sampling personnel,

- Type of sample (composite, grab, etc.), and
- Sample medium (e.q., groundwater).

On-site measurement data.

Field observations and remarks.

Unusual circumstances or difficulties,
Initials of person recording the information.

8.3 LOGBOOK CORRECTIONS

No pages will be removed from logbooks for any reason. I[f cor-
rections are necessary, these must be made by drawing a single line
through the original entry (so that the original entry can still be
read) and writing the corrected entry alongside. The correction must
be initialed and dated. Most corrected errors will require a footnote

explaining the correction.

8.4 PHOTOGRAPHS

Photographs will be taken only as directed by the team leader.
Documentation of a photograph is crucial to its validity as a repre-
sentation of an existing situation, The following information will be
noted in the task log concerning photographs:

e Date, time, location of photograph,
Photographer (signature),
Description of subject of photograph,

Reasons why photograph was taken,

.
°

e Weather conditions,

°

o Sequential number of the photograph and the film roll number,

and

o Camera lens system used.

3-
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After the photographs have been developed, applicable information
in the field notebook should be transferred to the back of each

photograph.

8.5 CHAIN-OF-CUSTODY

The primary objective of the chain-of-custody procedures is to
provide an accurate written record that can be used to trace the pos-
session and handling of a sample from the time of collection through
analyses. A sample is in custody if it is:

In someone's physical possession;

In someone's view;

Locked up; or

Kept in a secured area restricted to authorized personnel.

3.5.1 Field Custody Procedures

o As few persons as possible should handle samples.

e The sample collector is personally responsible for the care
and custody of samples until they are transferred to ancther
person or properly dispatched.

o The sample collector will record sample data in the fiald

notebook.

¢ The team leader will determine whether proper custody pro-
cedures were followed during the fieldwork and decide if addi-
tional samples are required.

8.5.2 Sample Tags

Sample tags will be attached to or affixed around each sample
container in the field. The sample tags will be placed on bottles so
as not to obscure any QA/QC data on the bottles. Information on tags
will be orinted in a legible manner using waterproof ink. Information
on sample tags will be sufficient to enable cross-reference with the



site logbook. QC samples are subject to the same custodial procedures
and documentation as primary samples.

8.5.3 Chain-of-Custody Record
The chain-of-custody record must be fully completed in duplicate,

using black carbon paper where possible, by the field technician who
has been designated by the project manager as responsible for sample
shipment. In addition, if samples will require rapid turnaround in
the laboratory because of project time constraints or analytical con-
cerns, the person completing the chain-of-custody record should note
these constraints in the remarks section of the custody record.

8.5.4 Transfer of Custody and Shipment

e Samples will be accompanied by a chain-of-custody record.
When transferring samples, individuals relinquishing and
receiving them must sign, date, and note the time on the
record. This record documents sample custody transfer.

e Samples will be dispatched to the ASC for analysis with a
separate chain-of-custody record accompanying each shipment,
Shipping containers must be sealed with custody seals. The
method of shipment, name of courier, and other pertinent
information are entered in the "Remarks" section of the chain-
of-custody record.

o All shipments must be accompanied by the chain-of-custody
record identifying their contents. The original record will
accompany the shipment, and the yellow copy will be retained
by the team leader.

8.5.5 Custody Seals
Custody seals are preprinted adhesive-backed seals with security

slots designed to break if the seals are disturbed. A custody seal is
placed over the cap of individual sample containers by the sampling
technician., Sample shipping containers (coolers, cardboard hoxes,
etc., as appropriate) are sealed in as many places as necessary to
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ensure security. Seals must be signed and dated before use. Upon
receipt at the laboratory, the custodian will check (and certify, by
completing logbook entries) that seals on boxes and bottles are
intact. Clear tape will be placed over the seals to ensure that seals
are not accidentally broken during shipment,



9. DECONTAMINATION

Sampling methods and equipment have been chosen to minimize
decontamination requirements and the possibility of cross
contamination., Any sample tubing, rope, rods, etc., will be disposed
of after sampling. Sampling equipment used on more than one location
will be decontaminated between locations by following these steps:

o Steam clean (drilling equipment only);

¢ Scrub with brushes in trisodium phosphate (TSP) or equivalent

solution;

¢ Rinse with deionized water;

e Rinse with acetone;

e Rinse with hexane;

e Rinse with acetone; and

8 Rinse with deionized water,



10. SITE MAPS

This section contains location specific maps for the Dead Creek
Project sites. The maps include the location of all existing wells at
the sites as well as all proposed monitoring well locations and delin-
eation of specific sampling points where possible.

[y
[
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ecology end envirorment, inc.

HAZARDOUS AND TOXIC MATERIALS TEAM
SITE SAFETY PLAN

A. GCENERAL INFORMATION

SITE: Desd Creek Project Job No.: 1L-3020

LOCATION: _Seuget and Cahokis, Illincis

PLAN PREPARED BY: _Dan Sewall DATEs 9/22/86
APPROVED BY: —Pawl & . 27 OATE: /0=~ 2- 26

0BJXECTIVE(S): Monitoring Well Installation, Surface eand Subsurface Soil Sampling,
Surface and Groundwater Sampling, Soil-Gas Survey.

PROPOSED DATE OF INVESTIGATION: _October 1986 - March 1987

BACKGROUND REVIEW: Complete: Preliminary: X
D&UENTAYIDN/SWY: Overall Hazard: Serious: X Moderate:

Lows Unknown:

6. SITE/WASTE CHARACTERISTICS

WASTE TYPE(S): Liquid _ X Salid _ X Sludge _ X Gas

Corrosive _ X Ignitsble _ X Redioactive volatile _ X

Toxie X Resctive X Unknown X Other (Name) tsratogenicj carcinogenic
sutagenic, persi oEonE

FACILITY DESCRIPYION: The study area consists of 18 sites ( 370 acres) including: meanu-
facturing facilities, inactive lendfills, surface impoundments, and Dead Creek.

Principal Disposal Method (type and location): _Landfil]l (eres filling), waste piles,
surface impoundments, open dumping.

Unusuel Features {dike integrity, power lines, terrain, etc.): Power lines traverse
the entire sres west of Rte 50. A flood control levee is locsted immedistely east of

Site § - see map.

Status: (eactive, inactive, unknown) Insctive, other than manufacturing fecilities.

History: (injuries; complaints; previous sgency sction): _Illinois EPA has received
severs]l complaints deting back to the early 1970°'s concerning dumping in Desd Creek. A
fence was constructed around the creek and Site M from Judith Ln. to Queeny Ave. as @
result of a preliminary study done by IEPA in this ares. The lllinois Pollution Con-
trol Board and the Attorney General‘'s 0Office have been involved in actions concerning

Sites Q and R.
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C. HAZARD EVALUATION
(Use Supplemental Shests if Necessary)

Susmary (attach copy of evailable chemicel information from Sax . Merck Index, (hmtads,

etc.)s _The following is s brief list of contsminants found st verious sites in the study

ares during past sgency snd contractor investigations, This list is by no means & com-

plets co-pilntion'of all contaminants found or suspected, and is provided simply as an

indicstion of the types of contaminants which may be encountered during field activities.

2,3,7,8-1C00 (Dioxin)

PCB's (Not specified)

o-Dichlorobenzens

ODichlorophenol

Lead

Cadmi um

Arsenic

Chlorotoluene

Phosphorus (not specified)

Pentachlorophenol

Yinyl chlaride

Phosgene

Mercury

See attached hazard evalustion sheets for specific information.

D. SITE SAFETY WORK PLAN

PERIMETER ESTABLISHMENT: Map/Sketch Attached? Yes Site Secured? A
Perimeter Identified? Yes Zone(s) of Contsmination Identified? 8

A. Secured sites include: Dead Creek (Queeny to Judith); Sites I, M, N, R.
B. Z2ones preliminarily identified - investigation incomplete. Assume entire ares to

to be contaminated.
PERSONAL PROTECTION: .
Level of Protections A 8 X cC X 0 X

Modificationss MINIMM protective clothing will include: neoprens boots (steel toe
and shenk), hooded Tyvek or Sarsnsc coveralls, neoprene gloves, disposable latex

booties, dispossble latex gloves, hard hsts., Ses sttachment for task-specific levels

of protection.

Surveillance Equipment and Materials: All field activities will include monitoring
with en Hnu (10.2 lamp) or OVA, red-mini, snd cyanide meter or monitox, and sn explosi-
meter/0; meter, GCA/MDA real time particulate meter. Optional: MDA/GCA dust monitor

will be used if conditions warrent.
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PERSONAL PROTECTION (Cont.)s

Action Levels:
OvA/Hnu - O ppe above background - Level D
1 -5 ppm sbove background - tevel C
6 - 500 ppm sbove beckqround - Level 8 - Contect Regional Safety Coordi-
nator (RSC) prior to upgrade.

>501 ppm sbove background - Lsvel A
0, Meter - <19.5% - Level B, contact RSC.
>25% - Lesve ares, contact RSC.

Explosimetsr - <20% LEL - Continue operation,
20-30% LEL - Identify source, initiate vepor suppressionsl messures

>30% LEL - Leave area
Particulate Monitor - >2 5@ - Initiste dust suppression mesasures
Monitox CN Monitor - >5 mg/m3 - Level A, contsct RSC.

Rad-mini - Any readinges - depart site and contact RSC.

7/84 Revised OLO
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PERSONAL PROTECTION

The purpose of this attachment is to outline the anticipated
levels of protection for each of the objectives in the field investi-
gation phase of this project. Upgrading and downgrading of these ’
levels will be determined in the field based on our readings, weather
conditions, and professional judgement. Minimum protective clothing
to be worn by any task will include: neoprene boots (steel toe and
shank), tyvek or saranax coveralls, disposable gloves and booties,
hard hats, and neoprene gloves.

Subsurface Soil Sampling/Well Installation

The present scope of work includes collecting subsurface soil
samples at sites 6, H, I, J, K, L, and N. Well installation is
scheduled for sites G, H, I, 0, and Q. '

The anticipated level of protection for collection of subsurface
samples at sites G, H, I, and L is Level C. This will include racal
power air-purifying respirators (APRs) in addition to the protective
clothing listed above. It is expected that subsurface sampling at
sites J, K, and N will be conducted in Level D. Monitoring with all
equipment specified in the safety plan will take place during all
drilling activities, and upgrades or downgrades in personal safety
measures will be made as necessary. Hearing protection will be worn
by personnel working on or near operating drill rig. It is antic-

ipated that drilling and well installation at site Q will be conducted

in modified Level B protection. This will include the minimum
protective clothing (saranac coveralls) along with self-contained air.
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Air will be supplied by a cascade system of air cylinders and run
through a manifold system to séparate air lines for each team member
at the drill rig. The air cylinders will be located on a support
vehicle near the drill rig. Orilling and well installation at the
remaining sites will initially be conducted in Level C protection.
A1l levels of protection are based on existing background

information. Upgrading and downgrading of these levels will be done
in the field using best professional judgement, along with real-time
instrumentation readings.

Surface Water/Sediment Sampling

Surface water samples will be collected from creek sectors A-D
and Site M using a Kemmerer sampler or by dipping a wide-mouthed glass
jar and collecting a grab sample. The anticipated level of protection
for all surface water sampling is Level C, which will i{nclude racal
power APRs along with the minimum protective clothing 1isted above.
Viton or neoprene gloves, taped at the wrist, will also be worn.

Sediment samples will be collected from creek sectors A-D and
Site M using a peterson dredge or similar sampling device. The
anticipated level of protection is as outlined above for surface water
sampling. The need for upgrades or downgrades will be determined in
the field using best professional judgement, along with real-time
instrumentation readings.

Surface Soil Sampling

Surface soil samples will be collected from sites G and J.

Level C protection is anticipated to be sufficient for surface sofl
sampling at both sites. Racal power APRs will be worn in addition to
the minimum protective clothing noted above. Upgrades will be
determined in the field using best professional judgement, along with
real-time instrumentation readings.

Groundwater Sampling

Groundwater samples will be collected from new monitoring wells
at sites 6, H, I, 0, and Q; from existing monitoring wells in the
vicinity of sites G, H, and L; and from residential wells to be

determined.
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Sampling of all monitoring wells is anticipated to be conducted
in Level C protection. This will include racal power APRs and viton
or neoprene gloves in addition to the minimum protéctive clothing.
Residential well samples will be collected from existing plumbing in
Level D protection. Upgrading and downgrading of these levels will be
determined in the field as necessary, and downgrading will be cleared
through the safety coordinator.

Sof) Gas Monitoring/Air Investigation
Soil gas monitoring will be conducted at sites G, H, I, J, K, L,

M, and N in addition to all creek sectors. The soil gas survey will
consist of pounding a small diameter well point into the ground with a
special cylindrical hammer, followed by pumping air from the well
point into collection bags. Analysis of samples will then be com-
pleted using an OVA.

It is anticipated that all soil gas monitoring will be conducted
in Level C protection, including racal power APRs in addition to the

minimum protective clothing.
The air investigation will consist of surveying all sites to

identify potential point sources. This will be followed by more
detailed sampling of any "hot spots" encountered. All air investiga-
tions done in off-site areas are expected to be conducted in Level A
protection as above, with upgrades to be determined in the field.
On-site air investigations will be conducted in conjunction with other
field activities (surface and subsurface soil sampling), and the level
of protection will be as outlined above for these activities.
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SPECIAL SITE CONSIDERATIONS: Ses ettachment.

DECONTAMINATION PROCEDURES:

Personal: Dispossble protective clothing will be bagged, lebeled, and drummed.

Boot end glove wash with TSP and

water. Fformal hot line set up necessary.

Equipment: TSP & water wash with rinse as necessary. Sampling equipment: TSP-water

wash followed by solvent rinse (scetone-hexane-scetone)/DI water rinse. All drilling

equipment (sugers, split spoons...) to be stesm-cleaned. Air lines will be decon-

teminated in the following manner: internal - lines will be purged with Grade D or E

quelity airj external - TSP.water wash and rinse, as necessary.

INVESTIGATION - DERIVED MATERIAL DISPOSAL: (Note - If material is proposed to be left on
site, written euthorization is to be rsceived by the Project Team Lesdsr prior to the .

initiation of on site sctivities): Drill cuttings, purge water will be éontsinerized and

moved inside Dead Creek fence. Other

dispossbles will be bagged, lsbeled, and contsiner-

ized prior to moving inside Deed Creek fence.

SITE ENTRY PROCEDURES: Decontsmination ststion will be destermined each dey bssed on
weather conditions. Entry procedures will include ambiemt air monitoring with surveil-

lance eguipment.

Team Member Resporsibilit
Dan Sewall Team Leader
d Safety Officer TBA
. TBA
. TBA

Drillers/subcontrector personnel

sAdditional members to be determined.

Project log book will include tesm members and

dates present for all field activities. All subcontractor personnel are to provide SSC

specified respiratory oquip-mt.

with written certification of medical

status, and ability to wear

roval, traini

/4 ovise
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SPECIAL SITE CONSIDERATIONS

Prior to initieting drilling locel wtilities will be eo;vt-ctod to define subsurface
transmission lines. Maneuversbility is limited in Desd Creek area north of Judith Lane.
Care should be tsken to minimize stressful conditions resulting from extreme temperatures.
Heat stress/cold stress symptoms will be monitored and recorded in the SSC's log book. Work

will be conducted during daylight hours only.
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€. EMERGENCY INFORMATION
{Use Supplementsl Sheets if Necessary),

. EMERGENCY PRECAUTIONS

Acute Exposure Symptoms First Aid

Chlorotoluens: Severe irritation of skin Wash irriteted areas with water; get

and respiratory system wedical aid

Pentachlorophenal: ODust and vapors Ingestion: Immediately induce vomiting
irritate skin and mucous membrsnes - Dermal: Wash affected aresas with soap
severs coughing and sneezing and water

PCB's: Rash and scne from dermal contact Ingestion: Provide water, induce vomitting

2,3,7,8-TCDO:  Acne, skin and eye irrita- Dermal: Soap and water wash

tion, respiratory distress

#See attsched hazard evalustion sheets for sdditionsl informstion.

LOCAL RESOURCES'
(Name, Address and Phone Number)
LOCAL AREA CODE: 618

Ambulance 332-6600 Seuget Fire Dept.

Hospital Emergency Room _874-7076 Christisn Welfasre Hospital

Paison Control Center 1-800-252-2022 St. John's Hospitsl]l - Sgriani.old

Palice (incl. Local, County Sheriff, State) _332-6500 (Seuget), 1-277-3500 (County),

345-1212 (State)

Fire Department  332-6600

Airport  337-6060 Bi-State Parks Airport, Cahokis

Explosives Unit 345-1212 - Stste Police

Agency Contact (EPA, State, Local, USCG, etc.) 217/782-6760 - Jeff Larsen - 1EPA

Local Laboratory 235-1780 - St. Clair Medical Laboratory

Federal Express 314/367-8278; 6181 Avistion Dr., St. louis Airport

Client Contact Jeff Larson, IEPA - Springfield 217/782-6760

Others _lEPA Emergency Response Unit - 217/782-3637

Emergency Services and Disastar Aqency - 217/782-7860

S1TE RESOURCES

Water Supply 5 qallon collspsible containers will be used.

Telephone Falling Springs Rd. snd Queeny Ave.3 Rte. 3 and Monsanto Ave.

Raedio To be determined.

Other --

7/84 Revised DLD
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Emergency Contacts

A

1. Mr. Raymond Harbison (University of Arkanses) ............ (501) 661-5766 or 661-5767
(501) 370-8263 (24 hour)

2. Psul D. Moss, Regional Safety Coordinator/Chicego ........ (312) 663-9415 (office)
(312) 541-6635 (home)

3. Ecology snd Envirorment, Inc., Corporate Ssfety Director/
P.ul bm.lr! $0 0000000000000 00000¢00s0REEEIOIIOITOIOOICEEITETILIOLTITS (716) 6)2-4‘91 (offj,ce)

(716) 631-9530 (Emergenc
off -Hours

Medtox Hotline

1. Twenty-four hour answering service - (501) 370-8263
¥hst to Report:

State: "This is sn emergency,”

Your name, region, and site,

Telephone number to reach you.

Your locstion.

Name of person injured or exposed.

Nasture of emergency,

Action taken.

2. One of three toxicologists (Ors. Raymond Harbison, Glenn Milner, or Robert James)
will contact you. Repest the information given to the answering service.

3. If a toxicologist does not return your call within 15 minutes, call the following
persons in order until contact is made:

£ & £ Corporste Headquarters (EST 0830-1700) - (716) 632-4491

s. Twenty-four hour line - (716) 631-9530
b. Corporate Safety Director - David Dahlstrom (home - (716) 741-2384)
c. Assistant Corporste Sefety Officer - Steve Sherman (home - (716) 688-0084)

Emergency Routes

Directions to Hospitsl (incl. MAP) Monsanto Ave. east to Monsanto Rd. (19th St. in E,
St. Louis) north on 19th St. to Bond Ave., West on Bond Ave. to 15th St., North on 15th
St. to King Drive. East on King Dr. to Ohristian Welfare Hospital. Routes to be driven
by designsted site personnel prior to initiating on-site operations.

Other TJo Bl Stete Parks Airport: State Route 50 south to Judith Lane. East on Judith
Lane to Cshokis Rd., South on Cahokia Rd. to Julisn Ave., East on Julian Ave. to Airport

Rd.
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F. EQUIPMENT CHECXLIST

PROTECTIVE GEAR

LEVEL A . ' LEVEL 8
SCBA SCBA

SPARE AIR TANKS
CHEMICAL RESISTANT COVERALLS
PROTECTIVE COVERALL

SPARE AIR TANXS
ENCAPSULATED SUIT (FOR EMERGENCY)
SURGICAL GLOVES

o X
. X
X X
- (TYPE SARANAC (HOODED) ) X
NEOPRENE SAFETY BOOTS
—— RAIN SUIT X
BOOTIES —
_— BUTYL APRON
GLOVES (TYPE ) —
- SURGICAL GLOVES X
OUTER WORK GLOVES —
o GLOVES (TYPE VITON ) X
HARD HAT
- OUTER WORK GLOVES
CASCADE SYSTEM L S
NEOPRENE SAFETY BOOTS X
B0OTIES X
HARD HAT WITH FACE SHIELD X
CASCADE SYSTEM
MANIFOLD SYSTEM X
AIR COMPRESSOR X
LEVEL C —
- LEYEL D

ULTRA-TWIN RESPIRATOR

RACAL POWER AIR PURIFYING
RESPIRATOR

RACAL CARTRIDGES (TYPE

GMC-H AEP-3) HEPA FILTERS

ROBERTSHAW ESCAPE MASK

ULTRA-TWIN RESPIRATOR (AVAILABLE)
CARTRIDGES (TYPE GMC-H, GM-P)
ROBERTSHAW ESCAPE MASK (AVAILABLE)
CHEMICAL RESISTANT COVERALLS
PROTECTIVE COVERALL

CHEMICAL RESISTANT COVERALLS (TYPE TYVEK, SARANAC )
PROTECTIVE COVERALL RAIN SULT
(TYPE SARANAC (HOODED) )
NEOPRENE SAFETY B00TS
RAIN SUIT
BOOTIES (LATEX)
BUTYL APRON

WORK GLOVES

SURGICAL GLOVES (LATEX)
HARD HAT WITH FACE SHIELD

GLOVES (TYPE VITON - NEOPRENE)
OUTER WORK GLOVES

NEOPRENE SAFETY BOOTS

HARD HAT WITH FACE SHIELD
LATEX DISPOSABLE BOOTIES

SAFETY GLASSES

o ol I o ol I o o I

7/84 Revised DLD
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INSTRUMENTATION
ovA

THERMAL DE SORBER
02/EXPLOSIMETER

EXPLOSIMETER CALIBRATION KIT
HNU ¥/10-2 EV LAMP

RAD-MINI

MAGNE TOME TER

PIPE LOCATOR

WEATHER STATION

DRAEGER PUMP

BRUNTON COMPASS

HNU CALIBRATION KIT

MONITOX CN METER

GCA/MDA PARTICULATE MONITOR

FIRST AID EQUIPMENT
FIRST AID KIT

OXYGEN ADMINISTRATOR
STRECHER

PORTABLE EYE WASH
BLOM PRESSURE MONITOR
RADIATION BADGES

FIRE EXTINGUISHER
THERMOME TERS (OVAL )
WALKIE-TALKIE

DECON _EQUIPMENT
WASH TuBS

BUCKETS

SCRUB BRUSHES
PRESSURIZED SPRAYER
DETERGENT (TYPE TSP

DECON EQUIPMENT (CONT.)

PLASTIC SHEETING
TARPS

TRASH BAGS

TRASH CANS
MASKING TAPE
OUCT TAPE

PAPER TOWELS
FACE MASK

FACE MASK SANITIZER
FOLDING CHAIRS
STEP LADOERS

I ol o I ol ol ol B o o

SAMPLING EQUIPMENT

To be determined

xﬂxlxlxlxlxllx

SOLVENT (TYPE HEXANE
TETORE

M I > I I Im

c-14
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VAN EQUIPMENT
TooL KIT
HYDRAWL IC JACK
LUG WRENCH
TOW CHAIN
VAN CHECK OUT
GAS
oIL
ANTIFREETE
BATTERY
WINDSHIELD WASH
TIRE PRESSURE

MISCELLANEOUS (CONT.)

BINOCULARS '

 MEGAPHONE

MISCELLANEOUS
PITCHER PUMP
SURVEYOR'S TAPE

100 FIBERGLASS TAPE
300 NYLON ROPE
NYLON STRING
SURVEYING FLAGS

FILM

WHEEL BARROW

BUNG WRENCH

SOIL AUGER

PICX

SHOVEL

CATALYTIC HEATER
PROPANE GAS

BANNER TAPE
SURVEYING METER STICK
CHAINING PINS & RING
TABLES

WEATHER RADIO

C-15
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HAZARDOUS & TOXIC MATERIALS TEM

GENERAL INFORMATION

DATE : TIME

SITE SAFETY REVIEW

SITE:

JO8 NO:

LOCATION:

ONSITE CLIENT CONTACT:

OBXECTIVES:

TYPES OF CHEMICALS ANTICIPATED:
MEETING CONDUCTED BY:

TOPICS DISCUSSED
PHYSICAL HAZARDS:

CHEMICAL HAZARDS:

PERSONAL PROTECTION:

DECONTAMINATION:

SPECIAL SITE CONSIDERATIONS:

CHECK LIST

1. tmergency information reviewed? and made familiasr to all team members?

2. Route to nearest hospital driven and its locst ion lvown to all tesm?

3. Site safety plan resdily avsilsble and its location known to all team members?

C-16
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ecology and environment, inc.

MAZARD CYALUATION OF QUEMICALS

Owaical Nase 2,3,7,8 tetrachlorodibenzo- Oste J9-22-86
00T Nese/U.N. Mo. None Job Ne. IL-3020
CAS mmber 1746-01-6

Refereonces Consulted (cirele):
MIOSH/OSHA Pocket Cuide  (Yerschueren ) (Merck Index)  Hazardline heis (Yal. I1)
Toxiec and Mazardous Sefety Manuel ACGIN Gthers  RTECS

Chanical Propertises (Synenysss Dioxin, TCDO )
Cwaical formuls C12Ha02C14 Molecular Weignt 322 sfw

Physical StatsCr Otllliﬂ'.o“jn!wluty (#,0) 0.2 8oiling Paint Decomposes st >1292°F
Flash Poimk N/A Veper Pressure/Density 1.7 x 1075 Freezing Point N/A

Soseifle Gravity 1.075 @ 25°C Gdor/Oder Threshold —— @ 770°F Flemssble Limits N/A
Incospetabilitiss Unknown

Siological Properties: .
TLv-TuA Not established ppy Not established  Odor Charscteristlc -

o 22,500 ng/kg Rmen —— AMustic —— Rat/Mouse Orel LDsg = 22 ug/kg
fRoute of Cxposure Dermal, inhalstion, ingestion -
Carcinogen Suspected . Tetstogen Animsl (RTECS) Mitagen Positive (RTECS)

EPA/COC level in soil is 1 ppb
Nendling Recomserdstions: (Pecsonal protective ssesurss)

Supplied sir suggested, coated, chemicslly resistant coveralls,
butyl or neoprene boots ard gloves. Avold all contect with skin,

Monitoring Recomeendat ionss
Monitor for dust in the air.

Oisvosal/Weats Trestment:

Remove from snvirorment and store safely until an spproved disposal .
site cen be located (stors in sealed, non-reussble containers).

Mealth Hazarde snd First Ald: Eyes: Wash immediately with copious amounts of water.
Skan: * Wash with soep or mild detergent and wster. Inhalation: Remove to fresh air
(AR 1f necessary). Ingestion: Give weter, then induce vomitting.

Sywotome Acutes Chloracne, skin and eye irritation, fatigue, respiratory distress,
mental depression.

Chronies (hloracne, hepstic neurosis, hemmorrhage, emphysems, liver,

thyroid, skin, snd kidney cercinogens. CNS depression.

375103
(1/83,2W)
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ARSENIC TRICHLORIDE

AST

Comumun Synanyss U Co Unys L ad ¢ e sAlADS M NATARD ASSESSICNT OOOC
g tpat seens 61 Pk Potet M invwnenie Boe Mesard Assssrnent Mandbeok)
---‘~¢-&- 63  PFuoswabio Lanits B Al Mot farvvable [ v.]

Conte sreowe eents .-":m"'m'“ﬁﬁ" 63 Pre Lringuishing Agent: Not peraent
""‘-'.:‘ 64 Pre Lrungshing Agents 1ot 19 B
- Used Avod wolts on adiacendt res
WITH LIGUD AND YAPOR KEEF
mwﬁgékr, ad ‘?'“"12::? . 1L WAZARD CLASSHCATIONS
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oaparding on wp
&7 Lot Teslally: Avessic "ay be o
&8 Veper (usj infess On Data net
S0 Liguis or Solid itum ¢y Outs nst
690 Oer Trushett Dot mt oualebte & NRE NAZARDS (Continund)
611 DU Yelux Osts e svalnbie 611 Moithiametric A to Fusl Rste: Not partners

613 Pame Tomperstwrs: Mot parvwnt

CHaxi, v O

c-19

JUNE 1988




P anal

CADMIUM NITRATE

Conumen Synsuyen Gote [ ] - € NIE RAZARDS M RAIARD ASSCESMINT COOL
Cadruss. nivets uostvee 61 Posh Pote fo Revevmatis B0 Maaerd Assesament Mardhostd
62 Fommabie Lbnfin s A Nt Rervemaiie ”»
Srdn @ v 03 Pre Lntnguivhing Agertm Mot parsnent
04 Fye Lounguiniing Agonts Wt 0 b
Ve Not pereres
AVCED CONTACT WATH SOUID AMD DUST KEEP PEOPLE AWAY 45  Syposinl Yaumardn of Combuation BAZAD CLASSINCANIONS
“lﬁﬂ'”’” Produsts: Touc susgos of Wiregen o n
::--mmm cagvas omts hewe may torm n Sres. U Coge of Fetarel Rogutntions
Moty 1908 heaiih and PUISN SOrEO! agencIes 63 Bohovier s Pire: W rcresee vaeraty of et oted
e when I euranct Wi eonbustiiis . V12 WAS tanwrd Reting for vl Wetwr
L Tranapertaton: Mot luwe
07  lpniten Tempersture: Mot perenent 113 WPPA Neswrd Clseifestien
PABINOUS GASES MAY BE PROOUCED 54 FIRE §5  Uieorion Masmrds Mot porerunt Nt e
Weer gEgits 8nd ooi-Corined brestierg BPBITRAR. 69  Durning Rsin: Mot perrare
we A Pame Tong
m Oste amt svelable
411 Sioletuametris AN 0 Pust Rt
Outa net svatuine
412 Fame Temperstwrs: Outs Aot ovaladie
CALL FOR MEDICAL AD. 7. CHEMNICAL REACTRATY
Y 1.9 Ressthvity With Weter: N reaciion
ln--e'-m-—m ” ok betwy 3~ - G Motortate: Duts
N oysn, Wil oyutle Gpen o plardy of wuter. ot ovelubls
:,_._.""';"“""‘”';—"“ Raainas 73 Sty Dwing Tremspert Stabis
74 Novirslging Agents tar Actds and
o Coustion: Mut gertrent
T S, 75 Petymaruation: Mol perwnasd
EXPOSUIS | § swalowss v8 sone s ond verming. 75 woliier of Petymeruntion
Rovove somarmrated o Yo
M....-.-".':&-—- Mot pertines -
& 9 EYEL hut¢ oyaiay pon 00 fah with ghardy of sty 7.7 Mot Nalie Peastant o N
'.%m:zhmmmm' Produsth Doty nst svalabie
F UALONED o st £ LNCONBEAIIS OR HAVING COMALIIONS, 75 Meastey Sroup: Duts st svatobts
0 Rpthwng Cuapt hetp VICBR warm.
12 PUVEICAL AN CnEMNCAL FRFEITIEY
Y Poyuiut Sinte of 4°C ond | 0
MAPMALA, TO AGUATIC LIFE I YERY LOW CONCENTRATIONS. [
Water May 5o Surgeraus I R orien woler inshes. 122  Betenter Weight 30847
heath and obgilie oficuis. - 2 Point 2 1
'm n-lmum-“ Beting o Mt petng
134  Presting Petnt:
IN? o e - 3%
L REIFONSE TO ESCHARE T seL L WATER POLLNTION 125 Ot Temporehwe: Mot sertene
oo Neapasns Moot Nerbosk) L9 Cotegary: Move &1 Aguotie Touely: 14 Citanl Prenswre: Nut purtnere
e ewng- i eamnee 23 Cles Not porsnent 0088 pom"/** /guppy/LDse/treat 177 Spesiiie Grovity
Owpersa end famh .ty 248 &t 20°C pol}
0.2 ppen/ 10 Suys’ sachisbeck/wlked/ 128  Liguie Surtese Tonsion: Nt povtrars
bosh water 129  Ligpdd Water intertusinl Tomalen
*As tadwaen ot perbreme .
*“Tows panad not apeciied 1290 Vaper {as) Speutis Grevay:
- [ 8] y: Outs not MNtpoome .. . .
1 CHENICAL SESERATIONS 4 OBSEIVARLE CMAMCTERISTICS 83 Suwisgiesl Oxygen Desnand OOY W Ratis of Gposifis Masts of Yaper (Gl
41 OF Compathiity Clamx Mot hateg A1 Phyaionl Sty (e shippedl): Sofd More Not pertrare
53 Ferwase CONOvs @60 €1 Coter. Wive 84 Feot Ohain Consonirstion Potentist: 1212 Latent Nest of Vepurtmlex:
L3 @I0/UN Oesigaation: Mt tond 43 Oder: Nore Shelieh concenirste 00 1000 smes Mot pererare
44 OOT © e BT 1213 Mest of Cambdustion: NOt porerard
L5 CAS Raglioy B 1002248V 14 Mast of Destmposition Net partres
1238 Mast of SahBen 29.7 B/
« M5 cal/g = 8001 X W* Mg
129 Mast of Pelysnortmtion Nt peerert
RAZANSS SHIPOIC IIFORNMA 12.38 Must of Paster: Duts Aot svaluiie
§ o t Ton 12358 Lmiing Yahv Onts Aot svedutte
8 e Squype Adber govar. oaioly pogpien. st Susk %1 Sratiss 8¢ Pty Techrecs 1257 Mot Yager Prossure: Dot Aot svaluble
2 oy [ ng Supor of henas aan protuns sTgung. SNE! SENETCEN, 22 Bwrage T A
fotdeshe. fnane. veing. Cowerc. .e L B3 vt Aneaphore: No mgremerd
and NinSy Psy. NI Sates o Aot SNl SOvere s SVl SOth 04 Yemng Open
oy o bup ppsus suy sotwr. Cordant wih Gp00 SBBes PSlisn
03  Trestment of Lipenen SHALATION: reveve pitend 19 frosh o stk medion SRSNGEN.
WNOESTION: g e s of woawr 00l VDS VNG gve ik & ogp WINS. S0k
modcyl thoten. EYED Quah wilh copasvs Sty oF wati for 1§ WA asfEuR & PRyBICEn.
SN wesh with seap oG wal
&4  Tiveshsld Linkt Yalus 008 og/n® ios cograss)
&8 Shernt Toa Whelvlion Ui Dats not svaliaie
84 Tostsfty by ngestion: Guts 3 wel moune LDve = 100 mp/g
67  Late Touislly: Ostoyed bwr, ing. ond ludvy domage has WAowed RAgFiery SPORIel 8
cadramm sohs n Sy
84  Veper fee) bvitunt Chuw Duts ot
&0  Updd or Seld bevitast O Oun nst
£% Oser Theuhass: ot woTes
B11 BN Vetex 4 mg/™* @ OF

Cwezs, v 2O

c-20

JUNE 18




p-CHLOROTOLUENE

Gommnen SRy 7 ] -] 6 NI AN B PAZARD ASSUSSAMNT Coot
Toty ewnte &1 Mush Pesn 1907 A Ses Mamsd Assonement Navdosty
E:..“':*"" 62  Pussnstie Limis & AF: AX
o4 metybomms St donly b snw. [T
00 Fre Unlnguiuhing Agemix Alwshel o
OOx: Coy ahamasat
g poupls ey 04 Pow Batinguinhing Agente Mot  bo 1L MAZARD CLASSIICA
Vou ==‘:—W Westt Do ot ovatet -
&u—'wh 5  Spouts Mamrds of Contnstion " “::::"'Nl-'
5w kel ot peiiSen GBI agTisL Progums Duts rt svalialie
sy : 65 Outovier is Fre: Mot purtrere 115 RAS Mamrd Rating for Bl Weter
47 tgniien Yonper Oata et gvulable
65 Blostrien Mamard Ouin Aot Svaftebie
COMBUSTIRE 40 Swwing Autex Oute nst ovelduhle
o~ ‘wmm 4% Adubets Fume Tonpervhra
Oum nat ovafiehie
617 Stalviiometrts AN 9 Pusl Rutie
Fire Outs nat ovalisbie
418 Pame Tomp Duin nt
CALL FOR MEDICAL AD 1. CREMNCAL REACTMATY
[T ) 7.9 Resslvily B Water: Dute nat svaluhie
P g 3 Sty o Cnemmen St Ou
o 5 e e et o
g [
=. “‘n. M‘a&—ﬂt—.‘“ ovalaie
use vemiing. 74 Neutrelising Ageats fos Ackds end
Cawstiam Duln not svaluble
Exposure 5 Py Dute net
74 odbiler of Petymsristion
Dsts nat ovaluble
1.7 Welw Rathe Feastant
Prodnl Dain nat ovdable
78 Ressuily Grouge Do et ovaliabie
I PHYSICAL AND CHNEMNCAL PRSFERTIES
Wwt Fuysley Siate & 96°C ot '
HARMAA TO AGUATIC LIFE N VEIRY LOW CONCENTRATIONE. Uptd
'“ Sy bo dangereus § B oiom wuter Sishes. 702 Neleediw Weighs 1550
toust haofih and o0l ofleis 3 Boltng Puit &0 1 st
Poliution N s & Fty wa . 1Y o WET = WLIX
e Fresting Point
are = ?. -
L AEIORIL T MSCRARSE 1 ven L WATER POLLITION uo-wvmn::
r oy ¥ ¥ ] 39 Catagery Neve 8% Aqulle Taualiye 18 Ol Froanre Outs nol uldis
Aosstt sscem. 3 Cusam Nat porwvary 110 Jpw/98 hawr iV, 07 fpeuih Grovie
N and pyuiest 6 Wy Dute not 10007 # B°C
Dupares o ot 03 Weiugies! Ouygen Demend BODY 0 Lnutd Surtase Tenslon
Dute At svedabie LM dran/en = SB3EN W o
04 Posd Chutnr Conseniration Potenting we
Outn not svallabie ©%m8 Lnguid Weler btartostsl Tensten
Doin ast svelutte
L CHENKAL SESISMATIONS 4 OSSEAVABLE CHAMCTERSTICS 218 Vaper (Gus) Sposiis Grovie 4.0
Conpaihilly Chasn: Mutopanstos 49 Puysienl Bute (e shippedy Unid
u “-_—_ pes a._" 11 Autie of Gpostiis Nests of Veper fnsk
42 Pormdn GO 4 Oger: Ourawintc Outa st ovaiagie
a8 BIO/AUN Sesigretian Mt Sed 1212 Lotent Must of Vaportastion:
a4 DOT D e 28 "‘;:"""”-,.
L8 CAS Rughtry No: W0-24 210 X a0* INg
=13 test ¢f Comination: Dot at evadebte
S WOALTH NAZADS L SHIFPNG IORMATION fogedioumpotaromaeprpulamind o
[ L] wmh—.h--n-—-* L1 Gretes of Putty: Duis ast svalusts 1©m98 Nast of Paly Outn ags
as BOULATIONR ivaaion of seagbuiery et EVES AND SKIN 62 erage Tw Outa not IS Meut of Puston: Date net svelistte
Suvere etstion. MREETION Sovers bituny duvage § sualonwed 3 Mert Outs net w3 Linfiing Vet Onin ast ovaletls
&8 Tventmeet of peswrn Oo andisy aid SSMLATION: Move © Ph . Aevsve Soniareiusng 64 VYerding Dam not ovaliahls 127 et Vaper Presmew Ouls st svalubie
aating finap wom ond gt B L e ertiael EYES AND
B¢ Wash ot plonly of suter. NOESTION: Ghve eow & W5o ghasens of st o Bfh. N
vanding @he esheries.
86 Trestuid Loag Vaiux Outs mat Svaliniie
&5 hert Vom tetuinties Linix Oute ast sulishte
4 Teuhily by gesten Duis ast seiutly
07 Lot Veshily Detn cut oveiibie
08 Vuper (Bae) vt Chorastrition: Dats ast svalshie
&8 Lipdt or Sef9 dviinnt Chamms Oute ot

09 Odur Threnhett Dute aot eualnbie
499 BN Veiux Dete ot svedaiie

Céaxy, wo IO

c-21



Sumunen Gpnosymn Ut OCotwtoss Posswe otw & NAE MIAe B PADMD ASSISSMENTY COOC
1, ST G Fumh Pes W' OL. 108°F CC. o0 Humwwg Assossmant Nanthost)
Sretoaere 63 Ponma Loty & &5 LINSIS AR
Sirin b out &3 Fre Rutnguisting Agentn Waawr, e,
@y Sl & Sben Gutte
&4 Fe Dvinguishing Agowis tit © be
Angis epvinct wih hpad Unssk %00t portrgrt . 1L BAZARD CLASINCA
Wou -'1“‘| \ 05 Gpostl Mumerde of Combustion Tows
&'ﬂ Anchurged satery. “-' m
rempe fytugen g gea. STaIrY.
Mutly el hasih arad pulSun sarrol ageraies. love - 12 NAS Mmrd Ruting by Bl Water
8 Bohovier &b Firm fst partrent Presupertton
67 Ignition Yempershow \195°¢
FOMONOUS GASES ARE PRODUCED 54 PR &2 Beeties Mamerd Mot perinen
Wour n.-'u‘-:“.‘s\‘-...‘ 05  Buming Aot 1.3 mwn/min
SPued eorvarers's v o s o
Fire ST Suateidemente A o Punt fatim
Outn net ovaltuiie
412 Fams Te Onta omt
CALL POR MEDICAL AD. 7. CHEMICAL REACTIVITY
(3 aned 7.9 Reuetvily Wi Weler: iy macien
s ey 72 Moustoty S Commnen Setite N
ey s
™ ush ot plenty of watw. 73 SEly Swtng Terspers Bt
;%ﬁ:rﬁhh““— 74 Netuising Agenis fur Akl ant
[ s Cmmten st partnes
PWALLOWED ON WAVING
’ Wmdmwmm-n 74 Pelymsvtmiion Nat pertrent
w 24 SRiwr of Pelyenerution
Mt pee
77 Setar Ratis Penstont o
Mrotus Dute ast sadable
75 Ronstivily Greup 38
12 PUTSICAL AND CHERNCAL PROPERTYS
2®mt Py Sate o WG and 1 o
St of ow eorceniraliens on spaic Be b WO, e
Water Aoy bs dorgeras § & eriore sl ininhes. 2 Sekinder Welght 14781
el faeh o pedision eartred eficinls. =3 Duling Putet &t 1 0
Pollution it il gty UFF = ST - 4OLTX
B4  Prosting etk
L AESPense ™ puscaanst 1 wen L WATER PeuTR 5 O Tem o
[ ) Betud fund LY Cotegery: New &1 Al Testully: 1’ Oviienl Presawre Not partum
[ e ] 22 Class Not pertrard 13 ppm/" /e plerdion/ne oWV 0y  Gpesiin Gruvlly:
Duntd be v it wetse 1308 & 20°C i)
n ot physinsl “Tone purted ot spasiied. 0 g Gwrtase Tenglon
02 Weaw Testuhy: Oute rst 7 aom/an = 0407 We & W'C
69 Siaisgive! Ouypes Oonmnd SOD) MW  LUpdd Wty hiwrfostyl Tonsten
<01% Wwewr) 170 day L) B Gnes/em o 004 W @ J°C
04 Poud Chutn Consentretion Poteriint U Yaper fhee) Gpesitis Sroviy
A CHENCAL DESMRATIONS 4 OBSEAVABRLE CHAMCTERSTYCS Deit net svalabie ot partany
At 08 Compethilty Clann Mubgerasns A1 Physiost Sste (50 spped Linds 1Y Auts of Gpectlc Mot of Veper usk
Sydrwowtan 42 Culer: Colotem 1008
88 Persatin o-CobteCh 43 Oter: Arovatc charectevistic 117 Latent Mot of Veperimtion:
A3 EIOAN Desigrations 1/1891 1D = B ag
04 9OT D W Wi 188 X 10 g
8 CAS Rughey Ma: I689-1 1213 Mesl of Cuminglion ~7000 Bl
o 42T mi/g = 1084 X W° g
0 Mest of Sveompeaiions Nut pertnent
116 Nest of Sohsliom Mot portree
N L WEALTH NAZARDS 4 SHIFPING IFORMATION 1118 Must of Pelymertuution: Not gt
&1 Pon Organic viperaaid gas waphater, ABagrars & iyl glovex At Grutes of Pl Teohwint 90.5% min. 0I5 Moot of Pustons 3148 aai/y
ehomiasl winly spestusin, fase WNeid, AABer Instwenr, (PN, preteuive dialing. dohiprsharawe pute-erte 4 1 Liniing Vohex Dats ant ovallatls
A2  Gyuptems Pefioning Biponsra Cvenic Wuisien o Mist & vpers My ad it dosage & povw/mom. 80 min) Teshnisst 06% 127 Ruid Vepir Presswen 0.08 pebs
Arga, Son, ol Ml ARD WPS! EPTRSS G G SRS ARy Sun engity B orhodoeeberans, 4.0%
A AV IR ST o ¥ © shin, Gy, 5 M sorndsiovhrows Towwist 0%
L% X X _ 3 orthe, 17% pare, £% meols Awn: At
2 Trestnps of Enposwm SSALATION rempve vioi © bash oF. hoop W it o wae, vl s Gun $0.5% ert, Aut M Pan
aull o physisten grouplly. DIOESTION: ne boun Sriideix Yast sywptavationlly, Suhas as% pave
woniing tvud gat muien atherien promgly. EYES AND WO Sugh wih plondy of wetar; gat 83 Glarags T [
aedieg! aiardion iy GUE; Ve Seriaminging sinthing ang sl Defere TR o bt A Data not ovalintle
84 Tiosshuts Limh Yatus B0 g 84 Yesting Due st svelabis
&5 Shert Vorm bbuistien Lisiix 50 ppm for 6 iR
A8  Youtafly by ingeetion: Guds £ LDwe =~ 05 @ § ¢/
47 Late Vel Omsss Mty ot vy damage i mts. ENects witneurin lsmen.
8  Veper (Sae) bviant Shurestovislion Vepors snae auh Gut g L
s My sonoarduinn wyheart. The affest b wparery. p—
s

Ligpdé or el vitens Shavasteritiog: Mdwm houard # spfiad on sePing o0 slowey &
amul, Sy Suse wnarirg ond reddening of e BR

410 Oter Mrwsheit 48 gpn 00 g

819 LM Yalum 1,799 o

C. HAZT, vee- 0T

c-22

JUNE 1988




2,4-DICHLOROPHENOL DCP
Commun Synunyms Sots wyone [ ] Medurat sty (S, § ] B NAIARD ASSTSINCNT COOE
o1 M Pesn sw0? 02 7Y CC. S0 Mamerd Asasesmunt Mooty
43  Mumagtts Lt B A% "
Bt & meaw Cuts st avatiuiin
O3 e Ealrguinhing Apentn Wetw, teem,
s Gaide. Oy
Awgad goreac) wih sobd S0 WL Yamp paapte Suuy o~ Aoy Lringuinhing Agents list » be RAZARD CLASSFICATIONS
W [ g ] o Ao . Veog Vet & heoe Sy anae Sedug n
Cus e 05 Syveint Musrds of Combuntion "y ﬁ;:::‘-llnt—-
olete ond nove Getharged matanal Srotusin Teuk guuns oo 30 Svaived
sty lncel haafth end pulvien COreY agenois. 08 Oudwvier i Py Sold mal oy eva. 12 NAS Neaard Anthng for Bl Weaw
07  \grtion Yo Dus nt :
63  Meotien! damardt Mot purnent 113 FPA Mamwd Chaaniaation
G0 aages s smooyonn 2 o rewire Jy-ulog
Y nbe » 6% Afsbutis Fame Tonporehwe
| roal b gonde Oute mat ovatite
Fire G--—-l":ﬁm =. 11 Deisidemetrts AF s Pust Rulles
Outs A Svalte
Q12 Muome Tw Outs ast svalahty
e oS
CALL FOR MEDICAL AD. 1. CRDNCA BUACTIATY
SOLD OR BUSY .4 Peselivity Water: Mo estien
W0 b s ong Syes. :.: [ : I.L My
Py ooy e o 2 et
& N EVES. hold oyalds epon ored i olth plonty of water 13 Shaily bty Pupert Butis
& SWALLOWED ang vicom B CONBCIOUR. hove woim @rnk waly' 74 Wnvtaluing Agwis tfor Asite o
b Coustion Nt prtm
75 Poiymartaton i petase
Exposure 75 Stiter of Pelyumstion
Nat pastiness
77 el fute Piosstant b -
Protusty Outs st Suintle
72 Resstvily Geux Dl st evulate
12 PUVSKAL AD CHEMICAL PROPEETIES
0t Puysios Oisle ot ' et Y a0
Eliect of e conoerwations on agusic Bis & unhnewn. o
w“ Muy be Gongoroas § £ eniers woler ishes. 152  Welesuisr Weight 8.9
Notly lsce) heafth ond wigiie eficieh. 158 Sofing Fotet of { st
Pollution Moty spreiory of cearby wekr Yishes. @TF = 10T = WX
=4 ng Peing
1P o 9C « 3N
1 DESPORSE YO IeSCHARSE 1 e L WRVER fOUITIN S Critest Tampurstwrn: Mot parsesn
ee N - 21 Cutwgery: Nore 81 Agquetie Testelye 48 Oiiant Prossure Mot portnere
e warvng-uste setmnent 12 Class: Mot porirant § s hoan/mrbow Y  Speutis Greviin
Sl be wensved et/ illeg/bush seter 148 & W°C peddly
Chanucai il phyasl Sestmant 5 /12 Tmee/Shagin/iied/tesh 184 Liguid hwisse Towion Mst partu
- 129 Linpds Weter mtartestsl Tenslon
[C Toutulty: Outs net Nt potant
(Y] a-u-:-n-n——m 3.9 Veper (s} Spouti Srovi
190%. § éne Mot perdrast
L CHEMNCAL DESIEMATIONS 4 OBSERVABLI CHAMITENSTICS 64 Food Chalh OConsentrolion Petentist 1211 Astie of Speuiie Nests of Yeper feny
£1 OB Compethiity Clnsx Mot futes 41 Pysienl Sate (9 PP Soid Dot aet svalutts Mot portnast
42 Formmin HOCoMClo-2.4 42 Ostor: Wiie 212 Latont Mest of Veportmtion
33 ESOAN Desigration & )/5080 43 Oder: Birorg mediornl Mot portnane
14 DOT D Ma: D 1018 Moot of Cominmtion: Mutl partvant
LS CAS Raglory Ba. 130832 1894 Nout of Sesampeniion: Mt partren
1096 Nast of Sehdian: Nat purngnt
018 Mest of Petpwmerastion: st parvrant
RIS Mest of Pyt Dot Aot evatupie
M Linftng Yohux Duin net avaliabie
b NOALTH MAZADS L SAFTRG EYORMATIN 037 Rutd Vaper Proseure: Dot st oveteite
[ S} Sapaiy O of Mines WP reaprityr, ASBE ghoves. Sumisy 49 Getes of Ar@y Dot ast svatetis
| o ~ Oute aut
&2 Syay g Lup Tromen, of breaih, o o an Ouln st svafatte
oupirery QuiTR. 04 Veuing Oumn nut svaluble
63 Trosomast of Brpeaws Muigionsant Pgaiendvh iy, qpeare aalt sohASR
64 Thresholl UnA Vohe Mot poriret
68 Ghen Torn Ghafution Lindin Ouie Aol Svalable
&8 Teuutly by Bgesion Suge & LOw = 0.5 1 § 9/Ng P50
67 Late Testulye Dot nst vulshiv
&8 Vaper o) bevlant Churastoristion: Not pererert
09  Ugdd o Suld iviimet ChurovtorisBen Farly Svere ohin inanl. Wty IS0 I SR S0
Sugres baes e ¢ toe wirnaty' Surdnsl.
6% Oder Nireshuit Ouis rat svadatie
S9% DN Yelux Duis ast svelnbly
TS

C.A-M.f.{/ w-. CIL

c-23

JUNE 1085



Commen Gynsnyms [ o (S, & 7 ] B PAIAMD ASSESSMENT COOE
Lows GuNigote &% Fosh Pois Mot preren 900 Manrd Asessonunt undonty
Lasd () e 08  Rewmbis Lmiis in AD: Not Savveable o8

(Y r X X X 03 Pre Bomng Agumam et pov
04 Fre Launguivhing Agants Nat 0 be
Ueod Mgt pertrant
Avond eardnet o0l 00 st Koup pespls Gaby 63 Oyostsl Hamrds of Combnmtion WAARS
Nm*‘ ] L § Mratuiivg poves) Produsts Teuts motsl hnse h QuASSINCATIONS
— . 65  Gotwvier b Pre Con ol onie Suasd 1.1 Oty of Podorat Reguivtions
nsinste 979 reeve Guchurged atensl
ooty 0ol hasfh ond pelven SOrie! epenENs. [ ornee
A7  tpvEen Temperehwn Mot perwnere 112 NAS Murd Reing for Bul Worw
68 Beovienl Maser: Nat partnens : Voerapartstion: Met detng
peo 09  Durning Rete Mot portvere "3 -:l-nm
by oy - 69 Adatets Fums Tenpershrn utee
w‘. ‘HLMMVIVW AL . Dotn mat avalebte
Poven). 011 Sokiemetits AN 19 Pust Ruties
Duts ast valetite
Fire 412 Mame e Ooms am
CALL POR MEDICAL AID. 7. CHEMCAL MACTMATY
SUST AMD RARS 7.1 Ressivily WAL Wetwr: Mo eastin
¥ LD, . Py
famapeg =il 12 Masvay o Setereie: Dutn
Koep vt gist ond warm. ot eveluhts
souD 75 SubSuy Dwing Teapers Du ase
:ﬁd—‘-.-:-&.:wmmn“ ,
affectad ares plordy . 4 Nevtvaluing Agents for Acils and
wilh .
§ BT T2 s T ST e o e i o et e
Exposure Pow acom réuss vemtny rs M Dt oot
# BWALLOWED oné vicam & @ rathing smug taap R 75 edier of Pelymerustion
- Outn not ovatabls
77 Dot Rutie Pesstant b
Produsls Outn Aot svalishe
78 Pesstivay Geoue Dals nt svalubiy
L PUYSICAL AND CHMENNCAL PROPERTNS
139 Pgutest Sinte o8 10°C and |
HARMAA. TO AQUATIC LIFE I VERY LOW CONCENTRATIONS. [
Water Moy 50 durgerens § 1 Grior ot shen. B3 Setets Welght £78 12
oon heath orel widille ofiaiats. 179 Duling Point of ¢ st
Poliution O owars ot ratry o oo, 190F = 800°C = 1IBLEX
%A Poming Pobnt
1L AESPONSE TO BNSCHARSE 1 wa L TER POLLITION 81 O T
Boo Resp L] k) L1 Congery: Nove 61 Agumiis Vouleln 14  Cofiesl Presuwre: Duts nst ovolate
B sening - vel setEenL 12 Clasm Nat porsrent 5.50 ppa/t-tuns /T\, /Fetwand 0  Gpeutis Sravap
oot scones. mirege/eeh et 458 ot mem pewse
Shaud be romaved 452 ppm/98-hine T\ /¥ sthasd ”e [ Ton ot
Chanca) and physins! Sestmend. mrnow/han st 30 Ligutd Welsr butertasinl Tonglon
238 ppave-tane /T, /Shngh/ssht Mot porivane
= 29 Vaper (Gau} Spoutis Grevily: .90
442 pp/9s-tw /T, /Shagl/hard onindeiag
1 CHMEMICAL DESNMATIONS 4 OSSUIVASLE CNARMCTERRSTICS e 111 Rade of Speais Nasts of Veper fBusk
81 CO Compathiity Classc Mt butnd 41 Physiesl Sak s shippeds 1.3 pa/IS-hs /T, /Geiintv ool Outn Aot pvafiubte
42 Permmdx Qe Setd jwryow) powten L 1212 Lotamt Nust of VapertmBen:
3 TMO/UN Desigrotion: Not teed 43 Coler: Wi 208 ppa/9t-haw /T, /Quppy/saR 1915 0B = 084 g =
&4 DOT D Na: Duis st svatebie 40 Ouer: Domn nm svelette et 40X W0 Ny
58 CAS Ragistry N 7785054 43 Weteriowt Tomisity: Duts rut ovelubte 1210 Mast o Com ast
1m Mest of OesampasiBon: Duts ast eealabie
10 Nest of Sohuion: Erdvtermis
Lorsrned SI\ND - RIwp =
. SUPPING INFORMA 008 X W8 My
S mam L nen 1290 Mast of Pelymrtislion: Mot pertuat
&1 L Wour approved St sush, AAber Poves, ond eulely g A1 Grades of Aully: Oste net svaluble 1238 Must of Pusions 209 ey
&3  Symptoms Polowing Lipense MHALATION Joiet ond muatis pobn. Seadbshe, Siarem o 62 Meruge TYompes Oots Ant 1298 Lomiing Vaium Outs Am ovaluste
dy of s of herd o wvist hrdatensd & bt 08 urt Aunouphore: Dste #st svalabie 1257 Aald Yaper Presmes Dot Aot Sletls
oowy » egin Gevags. SLpw pug P 5 on - ol & it apwataisn, 44 Vonting Ouly ast evelably
ohon et Gashution, sovhvaion, o Sanis 90 Cosivopiret o ouy b
remed NGESTION: Abtiwirgl potn, dieviun, sovatipation, 1508 of GRpetie, Guseuis
wethrass, hesdache. e e on guma, Monfic Tsle. AR, OV vORling.
< ™ o & Cal e NNALATION: Romeve tun soutee ¢ epumse. Kasp
victm @it ond werm. EYES: Phsh with plonty of sunr. BBt Wash ofih s0ap o0l SEte.
GESTION: inthee variing ond lolow wih gasbi Dvage. Adninistsr Saiine euburis Snd o0
s Gve Shner pp for roliet of antic. @ pat B
sovers marphire sviote iy be eeruitwed.
84 Tweshult Lini Vetux § 15 mp/m* o8 ool
88  Ghort Torm buhaistion Uit §.48 mg/w' o Sad
&8 Teutefly by ingestion: Gutves pif Auniuum lihgl duse 1000 B 3000 mp/hg
67 Lats Teniafly: % man § mp/n?/duy Iuind lng t0An oo ol =
offogs. 1.3 my/day hgeemd ing W os poris affesm. L WATER POLLITION Eiased)
85 Vepor fom) briamt O Ous st L3 etogiant Ouypen Damend OO Data nel svalabie
65  Unguid or Suld vt Cou o st 04 Posd Chuin Conmestration Potentint Soth fon o ey’ Be oon cuvasrowss Rod

4.9 Ooer Tivesheit Oom not Swiladte

an

CHAZS voo o

c-24

JUNE 19388




§861 INNF

mean ‘Ixeas

Pt oees 1.0 JRTY ]
Oed iy PUBgBAAL PO 59

Gy DRRATLIRGD) MR PUtE N PRy T3
gy APNUMSNRE) sy BUp) dng Y
Oaansd Lot 19 poudtiaeg Ao, WY 9
—— L] g g A SO 4 ]
IS W WA BUNT) SONAEGY GuUBL UV T3
v/l S50 BN PR Sewstay 9
ENSP © PHUK) BANSAr] 0 Rt  ¢9
‘S0 An SIRIMEP SPOINPSY
QYA O BNQ DR 0B POy LTS wip Supey e B ARG My TOASSS 8 SReLAP NS VIIRSY WNdS 1 SN ‘Sng APeTne M
e 10y Beg anma et K0 aearts ay Baylesuny MY 9 L Snansd oy dule L] 3 Rymogey s
S/me [ 2 wayng 9 wont W Megwy Bsunstne, sleng £ “Soneie jngeatngg sdmase
Mml':-lhc:: :: Qg Aniig s Sepeip 19 TOORNOND SO0 J000A 20y VN IR SRR 10 BERED Prbay g g )Y
Md 0) MNORMOREINg 46 0N M T NOUVRIOIN JWMdems ¢ SSVIW LW 3
MU 10N MORURGIED) )0 90N $4 Y
umand oy
NORImsedRA 9 N Wy B T)
wmad 10y ey "o lanfiey 9v3 T¢
1eegl s0du), s8 N0y Wgeedy 9 Sty LI T Wag 08 nowq pan AgEwn srem @ M G 100 e
R 10 operyy Wit §0 9 Neg V(g Sy ~umy S0 O sowg myy vepsdlpeg VO €8
Agansp musedg ioepl adep 0 T3 "o & Mesl e NORP B Sieuen Asegg g Y ¢ Ipwany T
200 B W/k 5IE0 = wOrRig 88 BB Meq U SASUERNS ArTuey AT tpeddne ouf aung Peming Y Souny 1y 2000 hpyttere) 50 4T
MOBue) Mesyos Sag PPN O3 TPUSIEy VORANISUE) NS POSY VS SRSV TIVAITSE0 SHOUVNSIS WA
208 W W/ OLYE = W/ Oy L M N
WeEus, 0NN Iy 1000 eweg wding mudeen O
wtal .08 8 L s v Rag A ]y " e
dpeasy mypedy T L)
- WML/ Sam/ N Syl 6D
OO = wal (981 = W 05 L el A Ve o mniyd po 0
RIS PR TS v/ x wredd s 50 Puatun o PG
AICLL = 2B = L0 dupgeey sy 19 oy a0 13 Consapy WUReR Sevedney sogd
meadun, PeRO T
REVED = M~ = 450~ WOUATIY TV ¥ omnm T WPNODE & BNoSE T
wtg hamsey 1T1
A0 = Di9R = 40 oI v Q0w (9 stsade ARoN
00 s 0 ey Speg ¢T3 W ST SUP WSSy o 40N uoRnioyd
oot Whng spewen I TORIRS A G § § Stveluan 54 Sy s
pron TOUVMLNIINGD MO ANDA N I UWIOY O Vi
- SUS 300 I Mg PR LTS
SIUIIIONS TVINENEI OV WHSAM  T1
GRS Wy 00 W) Apasey ¢4
. L 2 1 ¥ ™
. LY L Y W/
sl oy
b LY sine0dx3
Med 0y yeRssendieg 1L
REpad 10y BOPEND
un Py iy Wby hymmasey vy
g Medewey hang Apeng €&
—
0N WPNR V) e Apepseey T4 povemey orostm
watuy oy e W Aeseey ¢ o '-':%
ALV WX GV RAIN WO TV
» mag dwes Sy B9 d
ATy Bag
RNy SRy B Ty NINSINNG §1 9
oy N RS s Weg) . 1o
MOpESRSeN) ST Vet €1} Lt Lodhd
[ ' 7Y . atusy Wy Wty hung ¢
g W sy Gpey pEy SYVN 510 Waaed my AT BRSNS €O
™m0 ey i 2SMabu, v (3 S 100 USYrid IS e SON AN
Tutpeploy mspey 19 4990 |14 Ny i A @ g 1O Al S e® s b WO
Rt N MEPhiy mymeg 3 ddapsup sng
SHOLYANTSYY) GIVIW I} 9 ol 7o 4By oiond Gner NON KA LIVINGD ROAY
ot Wy P
o 0 g sy bhoprhary g 1O
tpand sty Busdy Synnhary oad €9 ‘e » oyag
x-v S 09 Ay @ ) ey Y :
ORIy MOWINSRRY By oogl ‘rﬂmmﬂ " )
7003 LOWSSISSY VIV N SOWTW W 9 -0 -~ ovan nluouiq vonneg

AHNOHIN




—
el

PENTACHLOROPHENOL pcp
Summen Synenyan Sotd tants o Sukee WS 1 A% Seoun [ § mm‘ 1 RAIARD ASRESSMENY COOE
w! (S~ ¥ 7 ¥ - Boe My Assosnmess Nonihouly
Sarmpron B9 - 62 Pt Ladie b AD: Nt fowneis [
L dl 2 63 Poe Latinguisting Apasi: Nt partners
04 Fro ininguiuting Agesty ligt @ %o
Ventt fa puene
arean [— 63 Dpoetst tamerws of Comtnmtion NAZARD CLASIIFCATIONS
=m==."~=:rﬁnn-= Produst Sonsratts tuis ot vhuing n
Sup § pounie. any 1.1 Code of Podersl Ropuiations
Sotete o SHESw Gesharged et Oneg
Mutty masi Reafs 0 PERASN SOMES agEiS &8 Behwvier b Fow Mot porinen
A7  ipunes Tempehon Myt Sumvable 112 NAD Mamard Ruting for Sulh Sty
&)  Gowwil Haswe NN pro Tranapertation: tiet buted
05 Owwing Rutx Mt fAemvabis 113 WFVA 'anard Cusstioatins
ot fpempttn. ¥ Adabets Mume Tompesstwn Cotngery  Chmieation
Duts not valedis MHoshh Huwd Sheey 9
819 Bieishinmests AW 19 Pust Ratie Parweasity Pud . §
Fire O aet oatuite Reactay (Yetem) .
% Mo Ostn st ovalebin
CALL FOR MEDICAL AD. 7. CHENECAL BEACTMATY
7.1 Resstiviy Wik Water: No astien
)¢ -:':-on—:-—-. 72 Mosstvily with On Sntortuix Ms
4 ooy bt e wilislsl regreton. 2] -;‘:-nm.-
» 'm-‘" 74 Noutralining Agents for Aatts end
Cmmiax Mt pertnne
e ¢ rossoven el eyl
EXposurs 1 Revewe somamrons o s 74 wobier of Puymartmtion
H"‘"""..-"‘...‘J?.."n—-.— Mot periu
¥ CALLONED 0 s & SISO, Hov wetm Sva wenr 77 Belw Rate Pusstant &
] """":"-2'."" OR HAVING CON- itorapdunralptop
w. oy i 7S Rossthily Graug Oots Aot ovelutle
L PUVSICAL AND CHENICAL PROFERTIES
Wt Puysissl Gt &l 19°C and ' I
WAL YO AQUATIC LIFE 06 VIBRY LOW CONCENTRATIONS. Saly
Water Way 5o Sngres § § ontps wetw Pashes. 122 Neleoier Weght 500.5%
otith ond wiulile offaish TS Sefing Petet of 1 et
Pollution n:—-n%—u WP = 3WC = MUrX
%4  Prouing Pt
SF « WIC = 1N
1 SUSPONIC 70 SNCRANE L et L WATER PRLLYTION 05 Crivest Tompershow Not pwrmren
[ 3 1 1 ] 41 Cstagury Nere 49 Aquethc Vol ms Oiienl Presmew Mot pertran
2o Sovg e L8 Ches Ne povener § Pom/3 N owiA el hesh et L7 Speetfis Srovip
Ravotst sosem &2 Wetertout Testally: 4508 108 & 19°C hui
it be wapr 188 Liguid Surtese Tonsionr Mst parSvent
&3 Sisteginet Cuppen Semend SODX 108 Liguid Weser buteriostel Tonstom
Oste s svaluite Nt partness
04 Post Chutn Consontration Potentint 0% Veper Ban) Spnuiie Srevly:
Oute npt svelabie Mot pertnant
3 CNENCAL PENRRATIONS 4 SNSERMILE CHARMCTINSTICS 1211 Aotis of Gpoatie Neats of Yepor eek
L1 O8 Cumputhaily Clus: Mt fatng 41 Phyuiess Sinin (e Wippedy Seis Mot purtront
88 Pormtm CulOM 42 Ouier: Coierioss © g% bowan R Latenl Hout of Vapertution
53 NIOASS Pusipuation: & 3/5000 & Ofen ey sesh Mot pertrant
24 DOT O ta: I 1813 Ment of OombnnBions Mot partren
48 CAS Raghtry Ba; 67808 T Ment of Desompesiion: Nat partnent
1198 Mot of Golslan: Mot gt
W Nowt of Pelymerission e partnent
1208 Maat of Amion Duts met Sveladly
Sremg 100 Liniing Vales Duts net svalabis
L MRALTY MARS . SrossATION W®E? Reid Veper Presmrs Ouin st svadiahle
&1 Pesmens) Metsive Spuipnent Aophat fir Gk grgpax pretsatve hiing. 61 Grutws of Potix 00 H0%
48 OGyaptons Fulvwing Gposrw Ousl or WP SRls SN SN0 MRS EaTbrTES. SIANg 02 Slwege Tauperwhsw Amtuet
CBugiing and GeaEng. Sgnstion enses Bos ¢f apusiie. daptetry Slnilies. aresthaein, 49 vt ASnsaphars Mo requirement
swuibg sum. Oveuguawt aan snse G &4 Vonting Cpme
68  Tvestmant o8 Dponsn: O ¢ doater) NGEETIOR b vasiing & oree. EVER Guh st
L 2. 2 1 ¥ -1 I T J [ 23
64 Viweshed Linh Vatun 0.8 ag/n®
03 Shont Yo bhatatien Linkss Dot Aot exulit
64 Vestely by Ggestiam G & (oo = 85 B B0V Sty (0l
42 Late Vestlix Duts ast oiutle
&8 Vaper fau) befant Chaetaripiiog: Vaper B Sadeuisly Siuiing sh s povewd ol Agt
L2 ¥ T2 B % _ _ 3
0  Liguid o Suld vt havesipoislion Cnaes Saaring of 00 shin o0 Irat-dogres Bve oR
et SPARSR Ny RS NEIREDY Darve O SN GPERSS.
A% Ow Treteth Ous wt asheth
€11 BN Velux 10 my/®

C.““f’ voe. T

JUNE 1985



POLYCHLORINATED BIPHENYL pcB

Commen Synenyms Oty dpat © ootd er--.- Wask stw & FIE AA2ANDS W NAIARD ASSISSMCNY COOL
e lasas poe LY A oo Menrd Assssement Mongosty
Criovaies tonent &1 Pumsesses Limis 0 AN ™
T i iydecboray

O3 Fou Usinguishing Aot Wetw, taom,
@y Swrnd. ¥ wten St
L ) [ s poagis swey. &4 Poo Lntinguisiing Agonts 9t 10 b0
g:’:ﬂ'.o":--":u v Lemguen M 1L MAZARD CLASTICATIONS
e ot worave Sucteryged meteral 3 Gpous Maserdh of Contuntion 111 Cots of Pedorsl Roguistions:
Novly 1508 Naoit: ond PURMIRN COTDI PENONS. Protust: Iising goees & gunereid OmE
ey 13 NAS Masurd Asting ter alh Watw
3 Sstwvier o P Not persrend - Vraneperwtern: Mot taied
67  ipuiten Temporsaws: Duis At ovelable 113 WPA Heuwd Chmeifiostion
CIED 0 worw. e, &y Sromesl. @ carton Gute 65  Geotton Meaere: et pertnest ot hutes
60 Suwning Rnte Dats net svaltabie
(8} L]
Ouin not oububie
Fire 611 Ginaniomarts A) © Auni st
Outn not svalable
18 Fawe T Outs nt
il TR WD A 7. CHEMNCAL BEACTITY
LOUID OR SOLID 7.9 Rosstivlly SR Weter: Mo raction
PERLRES 5L of waser. 72 Resstvty v [ [
v-mu&a”uwnm-— oastian
73 iy Betng Trenspers Siate
74 Sentruiiing Aguwin v Asids ol
Camstion Mot porenemt
75 Pelymermstion Nel partnent
Exposure 74 dumer of Polymertsstion
ot porinent
7.7 Wetw fatis Flossiant ©
oty Osts nst ovalntie
78 Pesstvlly Growgx Oste ast svelebie
12 PUYSICAL AND CHENNCAL PROPLETHS
©’t Paysie Ste &t W6°C et |
HAAMPIA Y0 ACUATIC LIPE N VERY LOW CONCENTRATIONS. el

Water May be Ggivns ¥ & onters wollr Mnhes. 1 Meletyr Weight Not poreere

sl haith oy wlidiile oficieh. % -

PolUtION | Nio Sty o reerty maier ristas byl Jpwiboubuidng

128 Oviitasl Temperetere Mot portrem
134 COviesl Frasnon Met poriremt
L RESPONSE YO DICHARSE T et 4 WATER POLLIMON 17 Spestiie Grevay
Bee B Hatheds Nemibosk) 21 Cotegery: Nere ot Agpmts Yoty 13=-19 & 3C fgal)
Sou gy spupaREY 22 Cless Not perinent 0275 ppen/P8 I Vhuegh/ Tl /bush 4 Ugtd b et
Shaud be mmsvad - 120 Ui Weter butertosty) Yonshan
Charmicel and ghysisy Vestuerd 0.008 ppen/33¢- 1080 Mot partnt
tr/prdeh/TL, /ool water 1290 Vaper (Bos} Spesiis Grevitg
03 Wetsrtow! Toulully: LDus 200 ppem Mot portran
meterd Gut) =11 Rate of Spesiis Mesle of Vaper (hang
63 Bivtagieat Ouygen Dumand BODY Not partrese
3 CHENCA DERAMATIONS 4 OSSEAVABLE CHARACTERISTICS very WIE Lot Mest of Vaportasiien
81 Of Competibiivy Oloun bt Iuted 41 Puysing Siote (s chippedy Linad 84 Post Chutn Conserarstion Poturdint Nt portnere
&8 Perwndm (Coottie )OO o wid [ ] 1215 Nest of Comingsiion Mot portingm
A3 EIO/AN Desipnafions Myt tung 43 Coter: Pais yelow Boui). eolorums 0 Hest of Desonpesiion: Net pervrest
4 SOT © Ne. 218 [ oY 1% Nent of Sehulions Mol pertnen
85 CAS Rogierry Ma: 1598-309 43 Oger: Practicely edetess 1290 Must of Pelymertastine: Net Pt
1280 Host of Fmiex: Dote net svaliple
258 Umiling Velus Duts nst svalabie
E? Aeid Yaper Presmwrs Dot At svalubie
§  NEALTN HAZARDS L SHIPPINC IIFORNATION
[S] - Gloven vl Promoive guvRerey. 61 Gretes of Pwly: 19 grutes (seme il
&2 Sywpisaw Fetoutng Dipeemn Asns bum shin soninet. v eoleh} wiich diller privarly 0
63 Tvestment of Lxposwn SIE wash with 000p SN wUR. Gl ghisne cordedt JO%-40% by
84 Tivucheld Link Yalux 85 & 15 sg/w g
63 et Torws nhuintion LinAn Outs ast ovafishde 62 Swage Tomporvhure Arviisre
08 Testahy by ngeaien: Grute & ergl Wi LDue = 3000 mg/g 63 Wt Abnssphers: Mo repirement
&7 (ot Tonteliy Oness cvemmpny Shaurwalies i s, Srot dolects it bouls 84 Venag Open
&0 Veper (Ron} vaent Charasttulion: Vpers Gouss Ssvere vligten of eyen o Svemt e
oy ol W by They Suvvst b WWINUISd Sven & oW SENOINYSlONS.
85  Lipad or Solly bviaent Chuvusterislion: Contact wilh Shun @ly CRUSD SWigtion.
&% Oder Niveshaik Dotn not valnbie
891 DL Vaux § 9 0 s/
NOTES
Cy,q.:,r, PP s
—————————

JUNE 1986
c-27



PHOSGENE PHG
Nt WA2ANS WAZARD ASSTSSNONT COOE
61  Fumh Potnt Nt Remwable Boe Vamrd Asssnament Nendbosh)
63 Pammatie Liwits It A Mot Rosonshie [V RV
63 Poe Leinguinhing Agenis: Wetwr 1 sost
smren
84 Pue Lstinguishing Agontn liet 15 e
Vsst Not pervrene
05 Gpestal Namares of Comtaation 1. MAIMS CLASBCATIONS
e -t gae b gor when Coge of Foderal Raguintions
hostnd Potan, A
68 Sotpvier v Fre Not pernent 115 MAD Munerd futing S Bul Woter
67  igrmten Tomporshurs: Mot farvnabie Traraportstion: Mo lots
65 Ehetrtont Meserd Mot pertrent WPPA Yaserd Clamaifestan:
08 Suning Aot Mot Rurnveabie Categery Clasaiestion
A Pame Moalh Mo D0y ... .. 4
Outs nmt ovaluble Fovatiy Pold . ¢
Ststettusnetris AF o Pusl Antie (vetww) [
Oote nat eveilatie
L o Owte not
CNEMICAL REACTMTY
Wah Weter: D [ "]
-t wgwasly.
iy with [ Ne
reachun
73 Subilty Guring Tronepert Susiie
74 Wovireluing Agonts for Asids and
CausBox: Con Mo ehecrbed B anatic
oodn sohsn. One tan of phongane
apares 2400 be. of snustic sede
dusaived in 1000 gu. of wa—.
Polpmestmiion: Not portnent
odfiur of PetymortmGen
Net partnere
177 Ueiwr Rutie Pesstarnt
Produsth Duts not svaliehis
74 Resstvily Greugx Dui not ovalable 11 PHTSKAL AND CRENNCAL PROPERTEES
®t Peysiesl Sinis &t 30°C and Y st
Eect of low conceriretens on et B & vnirewn. [
Water Udny bo durgereus 8 8 eraars wekar sukes e Weleeuter Weight 0008
el healh er wikdile oMol ") Polnt ot ¥ o
Poliution O s ol ety W riahes. Settng ot e
124  Prossing Peng
~198°F 18C « TN
AESPONSE TO DESCNARNE T v WATER POLLUTION 105 Coment Tomperotwrs
[ ] L] Lt Cutegery. Polsen Aqatis Touishy: Dste fet ovalsbis M0F o WG = 5K
SO S psn 12 Chees (L] y: Outn not svalubie 128  Crtest Prosame
Aostnct asoees 03 Bisiegient Ovypen Demand SO0 AL pola = 080 sm = 4.67 MN/m®
Evacuss sres More >y Spesiis Gevig
04 Fosd Chuin Consentration Potontint 138 ¢ WC Pl
Nore 128 Lipdd St Tormten
720 epn/am = LOEN W &t 0°C
129 gl Wotw buoriasind Terptan
CHENNCAL PESIRATIONS SSSERVABLE CHARACTERISTICS ot perena .
21 OB Compatihiity Cluss Mut istnd a1 Piyeionl St (20 shippedy 199 Vaper (Ban) Spesiis Grovy: 34
22 ferendx OOCh Comgresest o 1211 Ratie of Gpostiis Huste of Veper (G}
33 BIO/UN Desigratien: £/ W78 42 Colr: Cotorom
4 DOT © M. W 43 Oder: Bhary. prgent sty I ghar 1212 Latent Hest of Veportmtion
80 CAD Reghatry Nu. 75444 oercenrstons. Bhe APS-mEwn U e caig =
v ceroswehere. 5 X 10* My
1213 Nest of Combunline: et pererend
1294 Mot of Oosompenition Met perenand
AZARDS SIPPING INFORMA 1216 et of Sohalix Myt prit
BEALTH o 1290 Mot of PolymertimBon: Ml partnerd
rvons \poroved US. Guray of Minse mapreter; prutecive SRiwg &1 Grades of Puwtly: Corvvaront 100% t255 Mest of Fumion Outs nst svalabte
81  Symptems Aufioutng Sxpeour (TRSES W, Sousing drinyed ubnerwy eders. Sight gasery 02 Swmge Tempervtwe: Amiment 1238 (miting Yetus Outs nut svadatte
pretumms Gy & g = S Svest, pain 1 e shem. rensiin. L9 et Amsaphere: No regUemEt 1227 Retd Vaper Prosmew Dot Aot ovelabie
and harues o e 64 Vening Salety rebet
(%] iligg‘lll"i’i!
et onfl & daty.
84  Tiwushelt Link Valux 6.9 ppm
&8  Shert Toss bbuisiion Linli § ppwm twr § &
. by gy st por
&7 Late Yeuisli Sovere dolayed pimenary edoms.
(%) ‘lli;il‘!;lil‘!‘!
anee eye ond hng ery. Thay corvuet 50 Slersiad oven & W SONCEANSRSMR.
49  Ligwid or Suld vl Churastoristion Sovere it 10 3 Samse.
Odur Thrashuit 0.5 ppo
DN Yatux 2 ppm
nores
CHaxT, nr
hhhhh 885

c-28




VINYL CHLORIDE veu
Oummen Synsngus L Cotoram Suowt ot 6 Mt aA2ARNS 1B WAIARD ASSORSMENT COSC
%-n.- &1 Pk Potk ~190°7 OB Beo Nunard Atesssmunt Moty
¢ 62 Pamnshis Undis i A s9-00% A9-C-D8
Y © Mwmem— Upad faats 070 Solb o wuler Paswagits, ieting 03 e Lotrguisaing Aguin For weat e +43
: wn v s e e &y Gumisl @ s Gite. Far
rge Gres sty fow of gua. Cow!
€ poeshis Kosp poapls Sway oyrimirery with watw.
ST EE T 1 e s e o e 1L ik cusnne
m--'::'-u” Vssdt Mot pertrant L1 Cote of Paders Reguistiony
Aveid eorinct wih i o vepw 03  Gpowtsl Mamwds of Contustion Pasmnaiie goe
Notly inew heolt ond pElBon SoIre! ApIrUie. Produste Forwn Ngiy aik sonination | 100 NAS Maserd Ruting for Bult Water
PR aah 85 hydregen S, Traraperution
wagerie, a0 earben ~ Cutogery gy
:% PRODUCED 8  Seluvier b fow Cortaing muy aptals » 4
Pasitach “2---.-:-”" Se. 3ae b hesvir Sun & ond My Haslh
Sloy epiods § prited i on eremesd s Vovel esraidersits SSMee 1 & SRowS Vaper it
g-—um:*-mm-n— of \grioen and fash bush. Unas o Bold et —____ 4
Fire e oo o g € et &7  \pvien Tempershrs SIEF ‘::" ]
o8 Seevtenl amrd Cam | Gwp O Potviun
Eatrgueh wmat e ot &y O Buving Ratx 43 mwn/immn e o
Contund At Touly .. ¢
AMte Pt
CALL FOR MEDICAL AD. ). CHEMNCAL REACTMATY Ressputy
varon 7.1 Resstvity Wb Weten Mo seasten Ot Crsminny ]
L..._.b"':".r.‘:'.-‘:..".‘-..m 72 Masstrity ot Commen Natartuie 100 —— .
y G e 113 WPPA Meary
e T e T 12 Sty Dty gt Suie Chnsesteoten
Noviveluing Agonts for Ackis and Cutngary Clnsafieston
-y OCuuation: Mot portnent Mosih Masad Bt ¢
a 74 Puiy [ » Pty fod 4
u-ﬁm_ g - P
Exposure | 00401 me arFecTD o o, Srdg, o host wines siubiioad W (retou '
by sobie.
14 Whifier of Polymuertastion
ot rosvally vaod emnapt shen Mgh
awpeashre o apesnd Then
45-100 ppon of shonsl weed
72 Mot Retie Plesstant
,,.:::ﬁ::"“' 1 PHYRICAL D CHENICAL PROFMETIES
Wt Pwuie Site & WC o Y A
ot rusmid ' spuutis B ™
Water 152 Wshndy Weighn G100
Poliution 0 BDulfing Peist ot + aam
127 o 34C = A%
04 Proming Pott
~HU Y o —1IRIC o —=INIX
L AESPONIE TO SMCANE 1 e L WATER POLLITHR 14 Oriies Temperston
e N Moot -] Lt Cotegery: Farmsie gis &1 Aguetis Tousiipe 297 o 04T » 1K
(o 23 Cloesx? Nors 17me  Oritest Pesews
Gwste e A2 Walwiow! TeuteRy: Nens T gt = 37 G = 03¢ WA
63 Siategieal Quppen Domand BODK 7 Spesils ey
Ners 0900 &t —13°C B
84 Fesd Comin Consantralion Petentiet 125 Ligis hrtes Yemsion
ore 140 dam/en « 0000 e u C
® Uyl Water indertostsl Tonstess ipet)
3 CNEMNCAL PESIIATIONS 4 OSSIIVABLE CHARACTERISTICS 20 aras/em = 0.98 Wm @ I
s be y Clons Wyt hafden 4t Piwysieet Sste (00 Sppely 109 Veper (uu} Spseiils Grovix 2.2
Yy n—m Linates comgressed gus @1t Rete of Spesiils Nests of Vaper fuash
&5 MEO/AM Oonipration: 2008 42 Osien Coloriess 1
34 00T B ma: W08 43 Over: Posaere, susst e m'-:-nuw-“
1 o o LT X W g
1095 Mest of Cominmtions —0130 B/
= 400 eai/y » —100.1 X W° JNg
o SHIPPING IIFORNMATION 12294 Nout of Docampesiinn Not portnst
M b 1295 tent of Gotvlare Mst portennt
(3] Poste gt Rdber goves eng hoex; gar-Sght gogpien; Srganic vaper 01 Gredes of Purlly: Covmarssl & teolving %290 Mest of Pelymertmtten —730 S
oanister & sulheoraaiust reatving PTRS. ["YX = =405 ai/y = W00 X W Iy
83  Sympiems Peloutng Bystrs MHALATION: Nyh rawdeton st (e, Sesheth. 02 Gerugs Temperstrs: Undw presnss; 1235 tast of Puniem 1.4 vy
ng Wastion. SO any Smee GesBix: phans! A may 03 shesrbed Svaagh oin ¥ toge amiiont Al G0N presm; (oW 058 Limiing Vel Osts ast svalebts
sunrs o ipdd cvpanin 0 twrt Admpaphers: Mo requbenent 1257 Rueid Yeper Prosssre 78 fun
48 Westment of Lipemem SMALATION smeve palent 0 Sesh si ond fuap Wb Quist ong s 04 VYeniing Undw pressre selsly slef A
ool o Gestr, gve i) respiation § braatvg siags. EYES AND St Gush wilh plenly o Y Ty ]
wnty for @ last 46 Gt oyss, put Medion SRR, mMOve SarIRIRSted eieliing.
84  Tiweshetd Lind Vabvn 6 ppn
&8 Ghest Tome hehaintion Siufty 090 ppoe b § S0
08 Vestally by hngeetion: i pertrent
67 Late Yeuliltys Cvenc apense Say soe G dunags:
A8 Veper fBes} et Chanps Vepoe snme igtion: ash Dt pernerenl vt
s g The sfect b
&  Uguid or Sulit bviiom Ghernsteriotion Mirdnus hamvdl # spled on cistving ond sliseud B
romuln, My enume suming and redduning of shin. May smae Sestiia.
699 Ot Nweshett 300 g S P DATARDS (Comtinmed)
§1¢ DN Yatus Osta "t puidty ) P Ty Oote mt
11 Gwishiomerts Alr 0o Pust Retiex £.490 (iat)
a2 Pume Tongp Duts nst svainble _
C wat), . r

C-29



o-XYLENE XLo

Oumumen Synsngan Vegtery ¥ (- ]
r.-ﬁl!olll &1 Push Peiet 0¥ CC. WP OC Go0 Nusird Assessment Nandoshy
a2 PMosseabts Lashs & A 1.95-7.0% ATY
Posts on vete. Fowmstih, Wiutrg wpe & predueed &3 Moe Latingaduhing Ageoan: Peam, Oy
shemasl. @ epten Guis
64  Are Lutnguishing Agesis el ©» S0
dnsrarge § pssiis Kasp pespie Suay Vuit Weter taay b0 shastes. 1L WAZARD CLASSINCATIONS
m’!hn U o8 Oposiet Honard of Oustion '
il!’ﬂ.‘l Produsta: Mol porinert 111 Gode of Podorst Ropistions:
Hotly tnmnl hoaith and PERAen el agansins. o4 Berevier s Fox Yepw B hesviyr Oun & Porvnahie tpid
ot may vovel sommitarssin Getres © § 13 WAL Manard Reling fur Bl Water
ree of (grition ond Gash Sesh. Trenapertetion:
rsiinn Tonperstee S00F Cutogary L]
FLAMMABLE Mo
Fosrtast s : 85 Bleovien Mesrg Cums | Sg O 3
ﬁ'g(lnﬂh.uﬂ.l' 00  Buming e 5.5 M/ Hasin
e o e e o A grpsipu-ienatny ereuyreerenrmpmulh
Fire oot enpoend serairers Wil B Sasletismnuts 58 © Pust Rutie ]
Do net svahuse Weter Pohdion
Pame Oate ret Mungn Tty o\
Aqputc Yoty — . 8
[ f
CALL FOR MEDICAL AD. 7. CNEMNCAL REACTRATY Posstiviy
Yoo Prostivily Wi Weter: o smaston O Chamiosts
“.llcl‘p-ulllélltitrl Ny v [ Wster ]
'Il'l.ll' mncton “ Soll Rossten .
» et o8 74 Sustily Butg Tenpet St WPPA Mumere Ctmsifustion:
o Fr~ r Ll 74 evraang Agen o dsts et Cogary  Closattoctes
o Conation: Mot porinest Mool Hesws B0t — "
Pulymertastion: ot partrent os -y ol
Exposure a8 e esen, vemiing. o wee o SRR of Petymornuton (votont ¢
o dos. e portoast
?!ll'"‘ll"l‘ﬁl“' U 72 ity Ratte Pesctusd B .
O e T e SR, fove o G watar Protusts Dum ot svalutts
o ok, Rasstivily Groups
00 MOT MOUCE VOMITING.
2 PUYSICAL AN CRENNCAL PROPERTIES
. eyt 0’ Py Ghte &t WC ond 1 et
gﬂl “ Sorarireions. Uiy
Water TS Garngarews | b erdars wotss iishms. "u .-Ill-ll.l"’.l.
-
Poliution Nath e hoth rs wide oot TOF o MeT = 7K
QPITIrS of ASIvDy Sgtes Vishen. e Post
=137 o ~80EC = DASX
RESPONSE TO MISCHARGE T e WATER POLLINON WS Criveel Tenperstwra
See Rusporne Betods Humbook) Cotegary: Rennable s Agqguatis Testalr 7487 « 1T = 80K
e Sug-NG: Sewnahly A Chesx 3 190 mp/VIR /D, mage/Tiy/beth %=  Cunel Presmwn
Svauae o ——— 415 o = 3004 pain b, |
Shanis o moved 82 Wetertow! Touty: Oute net sveladle o
and physicsl 43 Dinteghest Ouypen Bemane OB} %7 Gpesiis Grvin
¢ /R § Gux £3% Bew) 0 o 000 & 30T Pupdd)
64 Fesd Chuin Consentulion Poleniat B4 Ligsd Buwrtase Tonsion
Dan
R oy ot ovelable .lr“ni. C.ONE We @
21 G CompethSly Class Areraniic 41 Poysie Sate (e alippeds Unad 129 Ligutd Weter Sutorinsinl Tonsten
Hydronwes 42 Oster: Culwom .08 Sren/am o 0.03008 N/m
23 Fermmdx o-CothalCrhke 43 Owwr L 3 wc
49 @I0/UM Desigration 3.2/1307 WR Veper Mae) Spesifts Sraviy
84 SOT ® M 1997 Not parSrem
A5 CAS Roglony Wu: 00474 11 Ratie of Speiic Maate of Veper fnsk
1008
7012 Lot Mast of Vaportwiion
NEALTH WAZARDS £ SLNPPING MFORIMTION “ﬂﬂuﬂbl\.-
oy corsty & r-appiat mask: PIgPee & fase Sl a1 Grades of Py Reseswk $5.00%; %2 Mest of Conatiox: ~17.508 B/®
plaglic goves vl besh. e 00.7%: Comvnereint ~ST04.7 iy = -40R4¢ X W° Mg
~ W ol Laponw Vapers emas Meadachs ond ity Lipdd Wvistes Syes o 23 Suge Tumperetwre Anbiond B Neat of Desempusiion: Nat perire
!-“"l‘l‘i"l‘;i 68 burt Amsaphers No Rasieh 0% Neat of SedvBese Net porinant
‘I-i'l’"l’il&’g" 84 Venting Oyoen (lams yresthr) & 1598 Nest of Pelymeristion Mt periast
0trey o b dovags e eElw. SICIRIS-VERAIR M Nost of Pustens 3004 aaivy
[ ¥ ] iliga»i..".‘l‘i‘lll 1290 Liviing Velus Outs net svaliohts
ouygen § repived, esd o Sucar. NOEETION: 60 NOT Piuse veniing. o8 ¢ ectw. EYES: 1097 Neid Veper Presmes 030 pain
Sush Wi s W of kst 15 MR SKIN e ofl, SSh SR Geep g Sl
64 Tivesheld Lhult Wius: 190 po
&5 Shwn Yerm bhsision Linfx 330 gpm t 30 oin
&0 Teufy by ngeetien Guie X (Ove = 30 & 000 sp/g
A7 Late Yesfelly erey arul Sver darvuge.
S8  Veper (Bun) SvRnst Chorestortsiian Vapors omes & Sigt swurirg of B Gyee & Mapbuamy
sytter ¢ gusent v Ngh ssserdniiors. The oflect B WGy
20 il‘ii"‘!-‘l’i!‘!l
Vemain, sy smse smertng end mafanng of P SR T
&9 Ower Thresheltt 008 ppn
LN Yehax W00 pp
C pa®7, vi-. =0

C-30




N ——————

——e—— e ————————

scology snd environment, inc.
ON-SITE SAFETY LOG

1.
2.
3.
A,

5.

c.

D.

Team Leader:
Site Safety Orficer:

Background Resding
in Bresthing Zone Calibrated At

On-Site Resding
in Bresthing
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On-Site Monatoring
HNU/OVA and calsbration gas

Rad-mini

Monitox

nzltxpluiutcr and calibration ges

Dust sonitor

Protective Clothing Worn:

Site Neme: Desd Creek Project Project Number:

Date:
Westher Condit ions:

Name of Attendees st Site:

Comsents on Monitoring or Protective Clothing:

Neme Signature
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HISTORY

The study area for the Dead Creek Project (DCP) consists of 18
sites in the towns of Sauget and Cahokfa in St. Clatr County, Illinois
(see attached map). The Illinois EPA became aware of the problems in
this area in 1980 when periodic smoldering of materials in a ditch
(Dedd Creek) was observed. Following an initial inspection, the
agency received information that a local resident's dog had come in
contact with wastes in the ditch and died of apparent chemical burns.

Historically, during World War II, the study area was heavily
developed by industry to support the war effort. ODue to this develop-
ment and the geologic conditions in the area, open pit mining occurred
in many areas to supply sand and gravel resources. Following the war,
excess product was landfilled and covered in the numerous excavations.
Wastes reported to have been buried in these excavations include phos-
gene gas and munitions in addition to organic and inorganic industrial
wastes. The excavated areas were identified by the Il11inois EPA from
a series of past aerial photographs, and by a thermal infrared survey
of the area. ' _

The filling of past excavations was followed by utilization of
Dead Creek as receiving water for effluent and surface drainage of
various industries. The I1linois EPA performed a p?eliminary study of
the area in 1980, finding excessive levels of organic and inorganic
contaminants in and around the creek. Contaminants detected included:
PCBs, aliphatic hydrocarbons, dichlorobenzene, lead, cadmium, and
arsenic. During the I11inois EPA study, drillers were overcome by
organic vapors while installing a monitoring well east of the creek
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and adjacent to a former seepage lagoon. Sampling of this well and
the lagoon indicated high levels of the aforementtioned contaminants,
Following World War II, chemical companies in the area returned
to normal processes, including the manufacturing of defdliants, pesti-
cides, and herbicides. From the mid-1950s to the early 1970s, the
byproducts and wastes from these manufacturing processes were land-
filled in the Site R and possibly Site Q areas (see map). Drilling
and sampling by E & £ in 1983 at Site Q indicated the presence of 63
of the 117 priority pollutants designated by the USEPA, including
quantifiable levels of 2,3,7,8-tetrachliorodibenzo-p-dioxin (TCDD).
Dioxin was also detected in soi) samples at Site 0. Site P is an
I1linois EPA-permitted landfill known to have accepted hazardous waste

residues in violation of their permit.
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DEAD CREEK

Site G (Inactive Site). Orums and pits observed on the surface.
Appear to contain oily wastes (drums - unknown black cinder-1ike
solid).

Contaminants detected in groundwater: PCB (1.0 ppb), chloro-
phenol (1,200 ppb), chlorobenzene (19 ppb), dichlorobenzene (25 ppb),
dichlorophenol (890 ppb), phosphorus (9.4 ppm), and lead (.31 ppm);
surface soils: arsenic (16 ppm), lead (2,000 ppm), and PCB (350
ppm).

Depth profiles from creek shows PCB ranging from 9,200 ppm at the
surface to 54 ppm at 6 feet.

November 1985 - no readings above background with site entry
equipment. Physical hazards -~ three or four pits with exposed drums,
numerous areas mounded with buried drums, poison ivy.

Site H (Inactive Site). Former sand and gravel pit which was
filled with construction debris and unknown wastes. Presently covered
and well vegetated. Physical hazards - trip and fall. One downgrad-
ient well - PCB - 1.0 ppb. No surface soil sampling done. No pits,
ponds, etc. on-site, |

Sfte T (Active Plant Site). Cerro copper property. Holding
lagoon on site was formerly head water per Dead Creek. Culvert under
New Queeny Avenue was blocked sometime after 1950. G112 only ground-
water monitoring point for the site - analysis indicates éhloroben-
zene and dichlorobenzene, along with metals. Soi) samples from areas
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adjacent to the holding pond indicate PCB (0.3 ppm) and aliphatic
hydrocarbons (26 ppm) along with dichlorobenzene (1.7 ppm). Also
arsenic (95.8 ppm). Surface water samples from holding pond show:
nickel (4.2 ppm), arsenic (0.58 ppm), zinc (30 ppm), PCB (28 ppm),
aliphatic hydrbcarbons (23,000 ppm).

Plant site: Level D with hardhat, safety glasses, necessary -
presently no water in former holding pond. Sand and gravel pit iden-
tified from historical aertal photos now filled and covered (parking
area for trailers).

Site J (Active Plant Site). Sterling Steel Castings. No pre-
vious study done. Aerial photos indicate possible disposal. From
visual observation and conversation with plant operator, material dis-
posed of consists of casting sand and slag. (Needs groundwater moni-
toring). Two pits exist on site approximately 30' deep. Two to three
drums are evident along the sides. Site also has an inactive inciner-
ator. Possible contaminants include epoxy resins, heavy metals.

Site K (Residential Commercial). No information exists for this
site. Historical aerial photos indicate possible dumping. Presently,
trailer homes and a small trucking company occupy the property.

Site L (Active Equipment Repair Site). Historical photos indi-
cate a small surface impoundment once existed on the site (Wagganer
Trdcking). Wagganer was an industrial waste hauler - trucks cleaned
on site discharge first into creek, then into impoundment. Wagganer
specialized in hauling hazardous materials. Downgradient groundwater
analysis: chlorophenol (19 ppb), and cyclohexane (120 ppb). Soils:
PC8 (5,200 ppm), trichlorobenzne (78 ppm), and hydrocarbons: (21,000
ppm). Presently, site is covered with cinders with no evidence of
where the pit was situated.

Site M (Inactive Pit). Hall Const. Pit - site consists of an
open pit used for dumping of unknown wastes. Surface soils: PCB,
arsenic, and mercury. Surface water: PCB, phosphorus (low levels)}.
Presently, pit is inside fence which surrounds Dead Creek between New
Queeeny Avenue and Judith Lane. Steep sloping sides, water present
in pit.
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Site N (Inactive Construction Site). No historical information
is available for this sfite. Historical photos fndicate possible dis-
posal. Presently site is occupfed by an fnactive construction com-
pany. No previous studies performed.

Site 0 (Active STP). American Bottany wastewater treatment
plant. Historically, three lagoons were used for sludge dewatering.
Lagoon area is now covered and vegetated. Preliminary sampling indi-
cates PCB, miscellaneous hydrocarbons. No field work proposed for
initial phase of study.

Site P (Inactive Permitted Landfill). An IEPA permitted landfil)
known to have accepted hazardous residues in violation of their per-
mit. Types and quantities of wastes recorded are unknown. No sam-
pling has been done at the site. Presently municipal and construction
debris (asbestos) are evident along with cinders, no drums evident.
Site is still permitted, though no longer active.

Site Q (Inactive Landfill - Active Transport Facility). Consists
of a former unpermitted landfill suspected of receiving hazardous
wastes. Located adjacent to the Sauget Toxic Dump. E & E sampling
(soil borings) indicated the presence of 63 priority pollutants,
including 2,3,7,8-TCOD. No groundwater monitoring has been done at
the site - power lines traverse the entire area., Area covered
entirely by black cinders. Some refuse (appliances, debris, etc.)
randomly dumped in rear portion of property.

Site R {Inactive Landfill). Sauget Toxic Dump - Former chemical
dump owned and operated by Monsanto. Contaminants detected in leach-
ate include solvents and 2,3,7,8-TCDD (TAT sampling - 1981). Pres-
ently, site is well covered and vegetated. Monsanto tank farm for
feedstocks located in the northern portion of the site. No drilling
expected. Hard hat and safety glasses required by Monsanto.
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PERSONAL PROTECTION

The purpose of this attachment is to outline the anticipated
levels of protection for each of the objectives in the field investi-
gation phase of this project. Upgrading and downgrading of these
levels will be determined in the field based on our readings, weather
conditions, and professional judgement. Minimum protective clothing
to be worn by any task will include: neoprene boots (steel toe and
shank), tyvek or saranax coveralls, disposable gloves and booties,
hard hats, and neoprene gioves.

Subsurface Soil Sampling/well Installation
The present scope of work includes collecting subsurface soil
sanples at sites G, H, I, J, K, L, and N. Well installation is

scheduied for sites P, Q, and R.

The anticipated level of protection for collection of subsurface
samples at sites G, H, I, and L is Level C. This will include racal
power air-purifying respirators (APRs) in addition to the protective
clothing listed above. It is expected that subsurface sampling at
sites J, K, and N will be conducted in Level C. Monitoring with all
equipment specified in the safety plan will take piace during all
drilling activities, and upgrades or downgrades in personal safety
measures will be made as necessary. Hearing protection will be worn
by personnel work on or near operating drill rig. It is anticipated
that drilling and well installation at sites Q and R will be conducted
in modified Level B protecticn., This will inciude the minimum protec-

tive clothing (saranac coveralls) along with self-contained air. Air
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will be supplied by an air compressor and run through a manifold sys-
tem to separate air lines for each team member at the drill rig. The
air compressor will be located upwind of drilling activities, and
will be monitored to ensure proper breathing air is being supplied.
Drilling and well installation at Site P will initially be conducted
in Level C protection.

A1l levels of protection are based on existing background
information. Upgrading and downgrading of these levels will be done
in the field using best professional judgement, along with real-time
instrumentation readings.

Surface Water/Sediment Sampling

Surface water samples will be collected from creek sectors A-F
and Site M using a Kemmerer sampler or by dipping a wide-mouthed glass
jar and collecting a grab sample. The anticipated level of protection
for all surface water sampling is Level C, which will include racal
power APRs along with the minimum protective clothing listed above,
Viton or neoprene gloves, taped at the wrist, will also be worn.

Sediment samples will be collected from creek sectors C, D, Z, F,
and Site M using a peterson dredge or similar sampling device. The
anticipated level of protection is as outlined above for surface water
sampling. The need for upgrades or downgrades will be determined in
the field using best professional judgement, along with real-time
instrumentation readings.

Surface Soil Sampling

Surface soil samples will be collected from sites G, H, I, J, and
N. Level C protection is anticipated to be sufficient for surface
soil sampling at all siﬁes listed. Racal power APRs will be worn in
addition to the minimum protective clothing noted above. Upgrades
will be determined in the field using best professional judgement,
along with real-time instrumentation readings.

Groundwater Sampling

Groundwater samples will be collected from new monitoring wells
at sites P, Q, and R; from existing monitoring wells in the vicinity
of sites G, H, and L; and from residential wells to be determined.



Sampling of all monitoring wells is anticipated to be conducted
in Level C protection. This will include racal power APRs and viton
or neoprene gloves in addition to the minimum protective clothing.
Residential well samples will be collected from existing plumbing in
" Level A protection. Upgrading and downgrading of these levels will be
&gzéfmined in the field as necessary, and downgrading will be cleared
through the safety coordinator.

Soil Gas Monitoring/Air Investigation

Soil gas monitoring will be conducted at sites G, H, I, J, K, L,
M, and N in addition to all creek sectors. The soil gas survey will
consist of pounding a small diameter well point into the ground with a
special cylindrical hammer, followed by pumping air from the well
point into collection bags. Analysis of samples will then be com-

pleted using an QVA.

[t is anticipated that all soil gas monitoring will be conducted
in Level C protection, including racal power APRs in addition to the
minimum protective clothing.

The air investigation will consist of surveying all sites to
identify potential point sources. This will be followed by more
detailed sampling of any "hot spots" encountered. All air investiga-
tions done in off-site areas are expected to be conducted in Level A
protection as above, with upgrades to be determined in the field.
On-site air investigations will be conducted in conjunction with other
field activities (surface and subsurface soil sampling), and the level
of protection will be as outlined above for these activities.
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1. INTRODUCTION

This Quality Assurance Project Plan (QAPP) presents the policies,
organization, objectives, functional activities, and specific Quality
Assurance (QA) and Quality Control (QC) activities for the Dead Creek
project in Sauget, I1linois. The purpose of the program is to ensure
that all technical data generated are accurate, representative, and
will ultimately withstand judicial scrutiny.

QC consists of a system of checks on field sampling and 1labor-
atory analysis (through the use of field blanks, duplicates, documen-
tation of all sample movement, chain of custody records, etc.) to pro-
vide supporting information on the quality of the methods employed and
the analytical data.

QA consists of overview checking to certify that the QC proce-
dures hava been properly implemented to produce accurate data. QA is
a supervisory function.

A1l QA/QC procedures will be in accordance with applicable pro-
fessional technical standards, United States Environmental Protection
Agency (USEPA) requirements, government regulations and guidelines,
and specific project goals and requirements. This QAPP is prepared in
accordance with all Regdem=¥~I1linois EPA (IZPA) and USEPA QAPP guid-
ance documents,

The QAPP incorporates the following activities:

Sample collection, control, chain-of-custody, and analysis;
Document control;
Laboratory instrumentation, analysis, and control; and

Review of project deliverables.

1-1
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Analytical samples will be collected in the field utilizing stan-
dard operating procedures (SOPs) and sent to Ecology and Environment,
Inc.'s (E & E's) Analytical Services Center (ASC) for analysis.
Duplicates, replicates, and spiked samples will be used to develop
estimates of the quality of the analytical data. Field audits will be
conducted to verify that proper sampling techniques and chain-of-
custody procedures are followed. Field data compilation, tabulation,
and analysis will be checked for accuracy. Calculations and other
post-field tasks will be reviewed by project personnel.

Equipment used to take field measurements will be maintained and
calibrated in accordance with established procedures {see Section 7).
Records of calibration and maintenance will be kept by assigned per-
sonnel. Field testing and data acquisition will be performed in
accordance with standard protocols.

Document control procedures will be used to coordinate the dis-
tribution, coding, storage, retrieval, and review of all data col-
lected during the Dead Creek Project. These procedures will ensure
safequarding of any sensitive materials generated or obtained during

the study.
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2. PROJECT DESCRIPTION

This QAPP was prepared pursuant to the contract issued by the
[11inois Environmental Protection Agency (IEPA) to Ecology and
Environment, Inc., (E & E) to conduct a Remedial Investigation/
Feasibility Study (RI/FS) in the Dead Creek area in the towns of
Sauget and Cahokia in St, Clair County, Illinois. The project area
specifically includes various sites in the two towns that were used
for industrial waste dumping or as landfills, as well as portions of
Dead Creek--a stream that traverses through the project area before
flowing into the Mississippi River. The project will be conducted in
cooperation with the IEPA Division of Land Pollution Control.

The objective of the sampling and analysis of the Dead Creek
Project Area is to define the nature and extent of contamination by
investigating air quality, surface and subsurface soils, and ground-
water, as well as surface water and sediments in Dead Creek. Sampling
will be conducted in 18 areas: six sectors of Dead Creek, designated
A through F, and 12 sites, designated G through R. The analytical
data resulting from the RI will be used to prepare a Feasibility Study
(FS) to determine if remedial actions are necessary and what level and
types of actions are required to mitigate the contamination., The
field work for the RI is expected to begin in the middle of March 1986
and be completed by the end of May 1986 (approximately 12 weeks).

Samples to be collected from the Dead Creek Project sites

includ»:

o Surface soi! samples;
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o Subsurface soil samples (from borings);
& Groundwater samples; and
e Surface water/sediment samples.

In addition, air quality investigations will be conducted on a
routine basis during on-site work. Soil gas measurements will be
taken as necessary, but will not exceed 96 specific locations.

Table 2-1 provides a summary of the number of samples to be col-
lected for each of the various sample media, at the various sites.
The site locations are shown on Figure 2-1.

2-2



Section No. 2
Revision No, |
Date: May 1986
Page: 3 of 4

Table 2-1
DEAD CREEK PROJECT SAMPLING FOR VARIOUS MEDIA

Sample Number of
Sample Medium Site Matrix Samples Conment s
Surface water/sediment A Water 3 Greb and composite
" " a " } " L]
" " [ Water/sediment 2/2 " "
" " D H 1] 1/2 L "
" " E L] n 3/10 " "
1) " F' " " 4/10 " "
" " " ”" n 2/3 1" 1
" ] Flel d QC sa."plesg " " 5/6 " "
Surface soil G Soil a0 Grid (50 foot)
" " H " S Ramm
" " I " 32 Grid (100 foot)
" L J " 5 Rama“
" ”" N . " } "
" " Field QC samples* " 15 Random
" " To be determined " 10 Dioxin
Subsurface soil G Soil 10 Canposite
" " H ” "
n " I " 1; ”
" " J " 5 1"
" " K " 3 "
" " L " a "
” 1] N n 2 "
" " Field QC samples* " 12 "
Groundwater Existing Water 124+ Assigned wells
monitoring
wells
" Exiat qu ” 5 " "
residential
wells
”" mw " 20 " "
monitoring
wells
" Field QC samples " 8
for wells*
Total Samples 199 so0il/sediment
68 water

96 soil gag®er

*Field QC samples include one duplicate per 10 samples and one blank per day or per shipment if
more than one shipment is made per day.

**Actuyal number of samples to be determined. Only 8 of 12 existing wells have been located. All
wells need to be reconstructed prior to sampling.

#*sSee Section 2.6 Soil Gas Survey for specific locations.
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Figure 2-1 DEAD CREEK PROJECT AREA SITE LOCATION MAP
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3. PROJECT ORGANIZATION AND RESPONSIBILITY

This QAPP provides for designated QA personnel toc review products
and provide guidance on QA/QC matters, and outlines the approach to be
followed to assure that products of sufficient quality are obtained.
In accordance with E & E's corporate QA program, experienced senior
technical staff members will be assigned to project QA/QC functions.
Figure 3-1 presents the program organization. Figure 3-2 presents the
ASC management organization. The management structure provides for
direct and constant operational responsibility, clear lines of author-
ity, and the integration of QA activities. The various QA functions

are explaired below.

IEPA DA/QC Responsibilities
IEPA is responsible for all performance and system audits which

include laboratory and field audits, review of QA/QC data validation
procedures, as well as intermittent and final review and evaluation of
analytical results, including supporting QC data. [EPA conducted
initital performance and system audits during July and August 1985.

Project Management
The project management staff consists of IEPA Project Officer

J. Larson and E & E project personnel G. Strobel, Proiect Director;
M. Miller, Project Manager; and M. McCarrin, Assistant Project Man-
ager. They are responsible for implementing the project and will
have the authority to commit the resources necessary to meet proiect
objectives and requirements. Primary functions are to insure thnat

(¥)
]
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Figure 3—1 QUALITY ASSURANCE PROGRAM ORGANIZATION
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technical, financial, and scheduling objectives are achieved success-

fully.

With full responsibility and authority for project perform-

ance, they will:

Define project objectives and develop a detailed work plan and
schedule;

Establish project policy and procedures to address the spe-
cific needs of the Dead Creek project as a whole, as well as
the objectives of each task;

Acquire and apply technical, corporate, and/or subcontractor
resources as needed to insure performance within budget and

schedule constraints;

Orient all team leaders and support staff concerning the proj-
ect's special considerations;

Monitor and direct the team leaders;
Develop and meet ongoing project and/or task staffing require-
ments, including mechanisms to review and evaluate each task

product;

Review the work performed on each task to insure its quality,
responsiveness, and timeliness;

Review and analyze overall task performance with respect to
planned requirements and authorizations;

Approve all external Dead Creek project reports (deliverables)
before their distribution;

Ultimately be responsible for the preparation and quality of
interim and final Dead Creek project reports: and

Represent the project team at meetings and public hearings.
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Team Leader for Dead Creek Project

The project managers will be supported by a field team leader who
will be responsible for leading and coordinating the day-to-day activ-
ities of the various resource specialists under his supervision. The
team leader is a highly experienced environmental professional who
will report directly to the project manager. The Team Leader and
Assistant Project Manager assigned to the project is M. McCarrin.
Specific team leader responsibilities include:

e Provision of day-to-day coordination with the project manager
on technical issues in specific areas of expertise:

o Development and implementation of team-related work plans,
assurance of schedule compliance, and adherence to management-
developed study requirements;

s C(Coordination and management of team staff;

o Assure compliance with applicable TSCA and DOT regulations for
samples requiring dioxin analysis;

e Implementation of QC for technical data provided by the team
staff;

¢ Adherence to work schedules provided by the project manager;

e Authorship, review, and approval of text and graphics required
for team efforts;

o Coordination of technical efforts of subcontractors assisting
the team;

e Identification of problems at the team level, discussion of
resolutions with the project manager, and provision of com-

munication between team and upper management; and

e Farticipation in the preparation of the final reoort.

3-5
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Technical Staff
The technical staff (team members) for this project will be drawn
from E & E's pool of corporate resources and from the organizations of
the various subcontractors associated with the project. The technical
team staff will be utilized to gather data, analyze data, and prepare

various task reports and support materials. All of the designated

technical team members are experienced professionals who possess the
degree of specialization and technical competence required to effec-
tively and efficiently perform the required work.,

QA Project Officer
The QA project officer will be A. Schuessler. She is responsible
for maintaining quality assurance for the Dead Creek Project. Spe-

cific functions and duties include:

e Coordinating client meetings to determine retention time of QA
records, storage requirements and facilities, identification
of QA records, and time of transfer of QA records to client

facilities;

e Providing guidelines and information as required to assist the
QA project managers in the planning, development, and imple-
mentation of the QA program for their specific projects;

o Assuring that records of investigatory tasks conform to appli-
cable requirements prior to delivery to clients and assuring
that necessary corrective actions have been taken;

o Assuring use of the latest approved procedures, checklists,
and forms required to implement check or approval functions as
may be specified by the appropriate regulatory agency or cli-
ent; and

e Establishing a project review group to investigate potential
nonconformance and corrective actions and recommend measures
to prevent recurrence of any nonconformance.

(€F)
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Analytical Services Center (ASC) Director

The ASC director is A. Clifton. He is responsible for all ana-
Tytical work and works in conjunction with the QA unit. He maintains
liaison with the QA officer regarding QA and custody requirements.

Specific duties include:

e Maintaining indexed master copies of all laboratory project
records and final reports, listing for each project the equip-
ment, instrument methods, nature of project, date project was
initiated, current status, name of sponsor, name of project
manager, and status of final report;

¢ Maintaining copies of the methods and safety manual;

e Conducting inspections of projects and keeping written records
of the inspections. For projects lasting less than six
months, the QA unit conducts at least one inspection. For
projects lasting more than six months, inspections are con-
ducted at least every three months;

e Submitting to the project director and the project managers
written status reports on the project, noting any problems,
recommendations, and corrective actions taken:

o Reviewing all final reports for accuracy; and

o Signing a statement specifying tne dates on which QA inspec-
tions were made and findings were reported to management and
to the project managers.

ASC Manager
The ASC Manager is G. Hahn. He mairtains liaison with the ASC

director regarding QA elements of specific sample analyses tasxs. He
reports to the ASC director and works in conjunction with the QA unit.
Specific duties include:
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e Developing project specific protocols with the laboratory

director:

e Insuring that personnel clearly understand their required
tasks;

¢ Insuring that the project is carried out in accordance with
the protocol;

e Insuring that all project QA/QC methods are followed;

e Insuring that all data generated during a project are accu-
rately recorded and verified;

o Insuring that any problems reported during the monitoring of a
project by the QA unit are reported to the QA director and
that corrective actions are taken and documented; and

o Insuring that project protocol, as well as the final report
and all the supporting raw data, are transferred to suitable

archives upon completion of the project.

ASC Staff

Each member of the ASC staff performs an assigned QA function
that is pertinent to and within the scope of his or her knowledge,
experience, training, and aptitude. An individual is assigned the
responsibility for checking, reviewing, or otherwise verifying that a
sample analysis activity has been correctly performed. The following
is a breakdown of analytical areas and their assiagned personnel.

e GC/MS: Caryn Wojtowicz - Supervisor; Mike Scanlon,
Cindy Stempniak, and Lynn Sullivan - Analysts.

@ GC: Caryn Wojtowicz - Supervisor; and David Willy - Anaiyst.

e Metals: Bob Bosshart - Supervisor; Jim 0lka and Richard
Nagler - Apalysts.
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o General/Wet: Dietmar Piekarek - Supervisor; and

Paul Azzopardi - Technician.

ASC Facilities
E & £ maintains a certified chemical and biological laboratory
(the ASC) staffed by full-time scientists and technicians and equipped

with state-of-the-art instrumentation for the full range of water,
waste, air, sediment, and soil quality parameters.

A1l laboratory work is performed in accordance with quidelines
established by USEPA, the Water Pollution Control Federation, and/or
the American Society for Testing and Materials (ASTM). When approved
protocols do not exist, the ASC staff develops and validates appropri-
ate analytical methods. In addition, QA and QC programs are main-:
tained for the instruments and the analytical procedures used.

F & £'s laboratory is certified by the New York State Department
of Health for the analysis of drinking water and wastewater, and is
approved by the New York State Department of Environmental Conserva-
tion for the analysis of samples associated with state-sponsored
Superfund activities. In addition, the ASC is contracted to USEPA for
the analysis of organic samples under the Contract Laboratory Program
(CLP).

tquipment. The ASC is equipped with tne most advanced instrumen-
tation for fast, accurate analyses of air, water, and sediment sam-
plas. Major instruments include:

e Gas Chromatograph/Mass Spectrometer/Data System (GC/MS/DS),
Hewlett Packard Model 59938, equipped with a3 disk-based data
system and high-speed computer, capillary interface, and jet

separator.
e Gas Chromatograph/Mass Spectrometer/Data System (GC/MS/DS),
Hewlett Packard Model! 5995C, equipped with RTE-6 data svstem

and dual (packed/capillary) column capability.

o Hewlett Pacxard 59708 Mass Spectral letector for capnillary
column oteration interfaced to a HP5330 gas chromatograch,

3-9
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Hewlett Packard Model 7675A Automated Purge and Trap Sampler,

varian Model 3700 Gas Chromatograph (GC) with flame ioniza-
tion, Hall, and electron capture detectors.

Varian Vista 6000 GC with electron capture and flame photo-
metric detectors and capillary capability.

Hewlett Packard 5890 scanning gas chromatograph equipped with
electron capture and flame ionization detector.

Tekmar LSC-2 Liquid Sample Concentrator for volatile organic

analysis.

Varian 4270 Computing Integrator.

Spectra-Physics Model SP 4100 and SP 4270 Computing Integra-

tors.

Instrumentation Laboratory Model 457 Fully Automated Atomic
Absorption Spectrophotometer including a Model 655 Furnace

Atomizer,

Perkin Elmer 5000 Zeeman Fully Automated Atomic Absorption
Spectrophotometer (AAS) with Furnace Atomizer, Zeeman back-
ground correction system, and auto sampler.

Perkin Elmer PE II Inductively Coupled Argon Plasma (ICAP)
Spectrometer.

Analytical Capabilities. The ASC is fully equipped for analysis

of all types of water, air, and soil samples for chemical contami-

nants, bacteriological quality, and general characterization. Proven

and approved analytical technigues are used, backed up by a rigorous

system of QC and QA checks to ensure reliable and defensible data.

Organic analysis is accomplished by GC and/or GC/MS. Liquid,

soil, and air samples are analyzed routinely for pesticides,

3-19
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polychlorinated biphenyls, volatile organics, extractable organics,
and other groups of compounds as necessary. Facilities for extraction
of soil and sludge samples include Soxhlet.

E & F uses two types of instruments for analysis of metals in
various matrices: AAS and ICAP. The various AAS techniques include
application of flame, furnace, cold vapor, and hydride generation pro-
cedures. During sample preparation and analysis, ASC staff are espe-
cially careful to avoid the matrix interference effects to which the
analysis of solid samples (soil, sediment, and sludge) for trace
metals is particularly susceptible. Check standards (either EPA-
provided or National Bureau of Standards [NBS]-traceable) are used
with each set of prepared samples.

Other instruments in the ASC include a total organic carbon ana-
lyzer; specific ion electrodes (fluoride, cyanide, nitrate, ammonia);
spectrophotometers: and basic items such as pH and conductivity

meters.

Key ASC Personnel
Table 3-1 lists the key individuals from the ASC involved in the

QC aspect of the program.
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Name

Posi1t 10n

Educat 10n

Andrea P. Schuessler

Andrew P. Clifton

Gary €. Hahn

Caryn A, Wojtowicz

Robert E. Bosshart

Anthony E£. Bogolin

Corporate QA OF ficer

Director, Analytical
Services Center

Manager, Analytical
Services Center

Organic Analysis
Supervisor

Inorganic Analysis
Supervisor

Reports Coordinator

B.S. Chemistry

B.S. Chemistry

B.S. Chemistry

B.A. Biology

B.S. Chemistry

B,A. Administrative
and Management
Sciences

8.5. Environmental
Science/Biolcgy

3-12
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4. QA OBJECTIVES FOR MEASUREMENT DATA

A1l measurements will be made to ensure that analytical results
are representative of the media and conditions measured. Unless
otherwise specified, all data will be calculated and reported in units
consistant with other organizations reporting similar data to allow
comparability of data bases among organizations. Data will be
reported in ug/1 and mg/1 for aqueous samples and uq/k3 and mg/xg for
soils,

The characteristics of major importance for the assessment of
generated data are accuracy, orecision, completeness, representative-
ness, and comparability. Accuracy and precision goais for the Dead
Cresk oroject are included in the QC tables in Section 3 of this docu-

ment. The characteristics are defined as follows.

4.1 ACCURACY

Accuracy is the degree of agreement of a measurement cr average
of measurements with an accepted reference or "true" value and is a
measure of bias in the system. Accuracy determination fcr tnis orci-
ect will be accomplished through a systematic analysis cf Standard
Reference Materials (SRMs) for calibration and spiking solutions.
Obtained values will be compared to "true" values using accepted
statistical techniques to orovide continuing veritication of analyti-
cal accuracy. For additional information on ania’vtical orcoceaures ang
specific routine procedures for data assessment, refar to Sections 8
and 13 of this document. Tables 4-1 and 4-2 include spik2 recovery

limits feor data accuracy.
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Table 4-1
CONTRACT REQUIRED SURROGATE SPIKE RECOVERY LIMITS*
Low/Medium Low/Medium
Fraction Surrogate Compound Water Soil/Sediment
YOA Toluene-dg 88 - 110 8t - 117
VOA 4-bramofluorobenzene 86 - 115 74 - 121
YOA 1,2-dich10roethane-d4 76 - 114 70 - 121
BNA Nitrobenzene-dg 35 - 114 23 - 120
BNA 2-fluorobiphenyl 43 - 116 30 - 115
BNA p-terphenyl-dy, 33 - 141 18 - 137
BNA Phenol-ds 10 - 94 24 - 113
BNA 2-fluorophenol 21 - 100 25 - 121
BNA 2,4,6-tribromophenol 10 - 123 19 - 122
Pest Dibutylchlorendate (24 - 154 %+ (20 - 150, **

*Referenced - USEPA Contract Laboratory Program, revised July 1985,

**+These limits are for advisory purposes only.
mine if a sample should be reanalvzed.
able, the USEPA may set performance based contract regquired windows.

They are not used to deter-
When sufficient data cecomes avail-
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Soil
Fract ion Matrix Spike Compound Water® Sedime{\t
VOA 1,1-dichloroethane 61 145 59 - 172
VOA Trichlorethene 71 120 62 - 137
VOA Chlorobenzene 75 130 60 - 133
VOA Toluene 76 - 125 59 - 1%
VOA Benzene 76 127 66 - 142
BN 1,2,4-trichlorobenzene 39 98 38 - 107
B8N Acenapht hene 46 118 31 - 137
BN 2,4-dinitrotoluene 24 96 28 - 89
BN Pyrene 26 127 35 - 142
BN N-nitroso-di-n-propylamine 41 116 41 - 126
BN 1,4-dichlorobenzene 36 97 28 - 104
BN Di-n-butyl phthalate 1 117 29 - 135
Acid Pent achlor ophenol 9 103 17 - 109
Acid Phenol 12 89 26 - 90
Acid 2-chlorophenol 27 123 25 - 102
Acid 2-chloro-3-methylphencl 23 97 26 - 103
Acid 4-nitrophenol 10 80 11 - 114
Pest Lindane 56 123 46 - 127
Pest Hept achlor 40 131 35 - 130
Pest Aldrin 40 120 34 - 132
Pest Dieldrin 52 126 31 - 134
Pest Endrin 56 121 42 - 139
Pest 4,4'-DDT 38 127 23 - 134

*Referenced - USEPA Contract Laboratory Program - revised July 1985.

Note: These limits are for advisory purposes only.
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4.2 PRECISION
Precision is the degree of mutual agreement among individual mea-
surements of a given parameter., Precision determination will be
accomplished through regular analysis of duplicate or replicate sam-
ples. Relative Percent Difference (RPD) will be calculated for all
duplicates and replicates analvzed. EPA has established acceptable
RPDs for many of the parameters to be analyzed in this project. These
will be compared to obtained RPDs to provide a continuing verification
of analytical precision. Generally, RPD limits for inorganic param-
eters include a limit of less than or equal to 20%. Refer to Section
13 of this document for specific routine procedures for data assess-
ment. Tables 4-3 and 4-4 include organic RPD limits for data preci-

sion.

4.3 COMPLETENESS

Completeness is a measure of the amount of valid data obtained
from a measurement system compared to the amount that was expected to
be obtained under correct normal conditions. Ninety-five percent com-
pleteness will be required for each analysis and as an overall project

objective,

4.4 REPRESENTATIVENESS

Representativeness expresses the degree to which dat: accurately
and precisely represent a characteristic of a pcoulation, parameter
varjations at a sampling point, a process condition, or an anviron-
mental condition,

Careful choice and use of appropriate methods will ensure that
samples are representative., This is relatively easy with water or air
samples, since these compgnents are homogenecusly dispersed., In soil
and sediment, contaminants are unlikely to be evenly distributed, and
thus it is important for the sampler to exercise a0od judgment when

removing a samole,

4.5 COMPARABILITY
Camnarability expresses the confidence with whicn cne data set

can be compared to anather.
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Table 4-3
WATER MATRIX SPIKE/MATRIX SPIKE DUPLICATE RECOVERY

Relative

Percent Soike

Difference Recovery
Fraction Compound (RFP) (%)
VOA 1,1-dichlaoroethane 14 61/145
VOA Trichlorethene 14 71/120
vOA Chlorobenzene 13 75/130
VOA Toluene 13 76/125
VoA 8enzene 11 76/127
B8/N/A 1,2,4-trichlorobenzene 28 39/98
B NAA Acenaphthene 31 46/118
8.N.A 2,4-dinitrotoluene 38 24/96
B:N/A Pyrene 31 26/127
8/N/A N-nitroso-di-n-propylamine 38 41/116
B8./N/A 1,4-dichlorobenzene 28 36,97
8/NA Pent achlorophenol S0 9/103
B/NSA Phenol 42 12/89
B,N/A 2-chlorophenal a0 27/123
BNA 4-chlaro-3-methviphenol 42 2397
B.N/A 4-nitrophenol 50 1€/80
Pesticide Lindane 15 56,123
Pest icide Hept achlor 20 40131
Pesticide Aldrin 22 407120
Pest icide Dieldrin 18 52126
Pesticide Endrin 21 56/121
Pesticide 4,4'-DDY 27 38/127

*Referenced - USEPA Contract Laboratory Program, revised Julv 1983,
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Table 4-4

SOIL MATRIX SPIKE 'MATRIX SPIKE DUPLICATE RECOVERY

Relative
Percent Spike
Difference Recovery

Fraction Compou d (RFP) (%)
VOA 1,1-dichloroethene 22 59/172
VOA Trichlorethene 24 62/137
VDA Chlorobenzene 21 60/133
VOA Toluene 21 59/139
V0A Benzene 21 66/142
B/N/A 1,2,4-trichlorobenzene 23 38/107
B/N/A Acenaphthene 19 31/137
8/N/A 2,4-dinitrotoluene 47 28/89
B/N/A Pyrene 36 35/142
B/N/A N-nitroso-di-n-propylamine 38 41/126
B/N/A 1,4-dichlorobenzene 27 29/104
8/N/A Pent achlorophenol 47 17/109
B/N/A *  Phenol 35 26/90
B,/N,/A 2-chlorophenol 50 25/102
B/N/A 4-chloro-3-methviphencol 33 267103
3.N/A 4-ni1troohencl sQ 117114
Past icide Lindane 50 46127
Pesticide Hept achlor 31 357130
Pesticide Aldrin a3 364/132
Pest icide Dieldrin 38 31,134
Pesticide Endrin 45 427139
Pest icide 4,4'-DDT S0 23/434

*Referenced - USEPA Contract Laboratory Program, revised July 1985.
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5. SAMPLING PROCEDURES

5.1 AIR INVESTIGATION
The air investigation will include:

¢ Surveying of sites for "hot spot" off-gassing:
¢ Identifying and quantifying air releases; and
e Determining background contaminant levels.

The air investigation will include two phases: preliminary
source identification and remedial air investigation.

A meteorological station will be set up prior to on-site work to
provide baseline data concerning wind direction and speed. This
information will be used to determine locations for perimeter monitor-
ing. A baseline volatile organic vapor survey will be conducted on
the site prior to any sampling effort to identify areas where poten-
tial air problems may exist.

Each site then will be surveyed with an HNu, OVA, or other moni-
toring equipment., Instrument readings will be recorded for subsequent
review and analysis. During this baseline survey, the presence and
location of any staining on the ground or exposed waste materials will
also be noted and recorded in the field logbooks. An assessment of
the vegetative cover on each site will also be made to assist in the
nlanning of additional particulate studies. OVA and HNu values will
e recorded for further evaluation.

Tz achieve the optimum lavel for the oressnca of volatile

organics in the air, the baseline volatile organic vaoor survey snould

wn
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be conducted when ambient air conditions would provide the highest
levels. Best results will occur when the air temperature exceeds 80°F
and the wind speed is below five miles per hour (mph). Additionally,
this baseline survey should be preceded by at least several days of
warm weather. Upon completion of this baseline survey, the data will
be reviewed with respect to historical information collected regarding
waste types and disposal practices.

After all the sites have been surveyed, additional work may be
scheduled for those sites demonstrating contaminant air releases.

This will entail quantifying and qualifying the exact nature of con-
taminants being released. High-volume particulate samplers (for
detecting metals and low or semi-volatile organic compound contamin-
ants) and Tenax tube collectors (for detecting volatile contaminants)
will be set up in at least one upwind and two downwind locations from
each area to be investigated. Several additional stations may be dis-
tributed to identify base levels of contaminants. High-volume filters
and Tenax tubes will be shipped to E & E's Analytical Services Center
(ASC) for analysis.

Additional air monitoring data can be inferred from the soil gas
monitoring investigation. In this study, volatile substances are
traced in the vadose zone. Data from this study can be extrapolated
to indicate areas of probable emission of contaminants to the air

through natural volatilization,

5.2 SURFACE SOIL SAMPLING
Surface soil sampies will be collected according to the proce-

dures described below:
o Samples will be collected to a depth not to exceed 1 foot.

e Using a stainless steel coring device, soil samples will be
collected from the ground surface.

e The samples will be transferred to an 8-ounce wide-mouth glass
container. As many scoops as necessary will be taken until
the sampling bottle is filled.

w
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¢ When tools are to be reused to collect a new sample, they will
be decontaminated to avoid cross-contamination.

o Any observable physical characteristics of the soil as it is
being sampled (e.g., color, odor, physical state) will be

recorded.

e Selected samples will be screened in the field using an OVA.
This screening process involves filling a volatile organics
bottle half full with sample material and capping tne bottle,
then heating the bottle in a pan of water, then uncapping the
bottle and inserting the OVA probe into the head space and
taking a reading.

¢ When compositing is to be done, it will be done by delineating
the areas to be composited and collecting sufficient core
samples to characterize the area. Equipment used to collect
subsamples for a composite will not need to be decontaminated.
However, complete decontamination will be conducted prior to
use of tools for another composite. Delineation of the areas
will be based on field observations of site scope, soil
material, visual observations of contaminants, etc. in the
case of the grid sampling, samples will be from within a grid

section,

e All pertinent weather information such as air temperature,
pressure, wind velocity, sky conditions, and precipitation

will be recorded.

5.3 SUBSURFACE SOIL SAMPLING

Subsurface sampling will be conducted using a drill rig witn a
hollow stem auger. Continuous samples will be collected unless sub-
surface conditions prevent such sampling. Centinuous sampling is done
using a 4-inch diameter, 5-foot spiit-spoon sampier with a catcher at
the foot locked into the lead auger flight. Retrieval is accomplished
using hex rods through the augers. Tne sampler 1is advanced oy rotat-
ing augers to the desired depth.
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If field conditions prevent use of this method, a 2-inch diam-
eter, 18-inch split-spoon will be advanced by conventional methods.
This will include attachment of the sampler to an AW rod and a stan-
dard 140-pound hammer. Blow counts will be recorded at 6-inch inter-
vals to a total sample depth of 18 inches. Borings will be drilled to
depths specified in Section 2.3, unless sample screening dictates
stopping at shallower depths.

As samples are retrieved, they will be screened with an QVA
and the HNu if deemed necessary. Upon completion of logging, the
lithology, the sample will be stored in a clean 8-ounce jar. Com-
positing will be performed at the hotline.

A1l drilling and sampling equipment to be reused will be decon-
taminated as specified in Section 9. When samples are to be compos-
ited, mixing will be done using stainless steel containers and tools.
These also will be decontaminated between uses. Where possible and
appropriate, disposable equipment will be used in order to minimize
cross contamination. Prior to the start of the sampling work, all
drilling tools and equipment will be washed with high-pressure steam
equipment and rinsed with solvent (see Section 9).

As noted above, selected samples will be field-screened using an
OVA and the HNu. A preliminary survey will be also conducted by
"sniffing" the sample with an OVA and the HNu immediately upon opening
the sampling tube.

Upon completion of the drilling, the open hole will be backfilled
with drill cuttings or grouted. Any deficit of material will be sup-
plied using clean earthen material. When the water table is encount-
ered while drilling or the boring goes below the fill, grout will be
used to seal that portion of the boring. Grout will be mixed and
pumped from the mud tub through the hollow stem of the auger as the
auger is retrieved. The hole will be filled from the top of the grout
line to ground level using dril]l cuttings. Any excess cuttings will
be drummed and disposed of in accordance with applicable requlations,

- Subsurface Soil Sample Compositing

1

Compositing of soil samples will be according to the foliowing
procedures:

5-4
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Each portion from a depth interval to be composited will be
thoroughly mixed in its sample container with a stainless

steel tablespoon,.

The material will be chopped, mixed, and stirred until it is

homogeneous.

A stainless steel tablespoon will be used to transfer the
material to a composite container. A clean stainless steel
tablespoon will be dedicated for materials for each composite.

The composite container will be sealed and labeled as
specified in this plan (Section 7.3).

5.4 GROUNDWATER SAMPLING
Sampling of the existing monitoring wells, residential wells, and
newly installed monitoring wells will consist of the following three

activities:

Measurement of depth to water level and total depth of the
well (to calculate well volume),

Evacuation of static water {purging), and

Collection of the sample.

These activities are described below.

5.4.1 Measurement of Water Level and Well Volume

Prior to sampling, the static water level and total depth of
the well will be measured with a calibrated weighted line,
Care will be taken to decontaminate equipment between each use
to avoid cross contamination of wells.

w
]
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e The number of linear feet of static water (difference between
static water level and total depth of well) will be calcu-

lated.

e The static volume will be calculated using the formula:

V = Tr2{0.163)

where:

V = Static volume of well in gallons;

T = Depth of water in the well, measured in feet;
r = Inside radius of well casing in inches; and

0.163 = A constant conversion factor which compensates for
ré h factor for the conversion of the casing
radius from inches to feet, the conversion of cubic
feet to gallons, and (pi).

5.4.2 Purging Static Water
Before a groundwater sample is obtained, the static water must be

ourged to ensure that a representative groundwater sample is taken. A
minimum of three static water volumes will be purged from the well
prior to collecting the samples. Purging and sampling will be per-
formed using a stainless steel bailer. Since the water removed from
the well during the purging process could contain hazardous materials,

it will be containerized, not discharged on the ground.

5.4.3 Sample Collection
Sampling personnel will take precautions against cross contami-

nation when using one sampling apparatus for a series cf samples. If
possible, "“clean" or "background" samples will be taken first., Before
and after each sample is taken, the apparatus will be decontaminated
as specified. Sample collection procedures are as follows:

e A stainless steel bailer {decontaminated according to tne pro-
cedures presented in Section 9) will be used to collect the

groundwater samples.
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Dedicated bailers will be used for monitoring wells. Residen-
tial well samples will be collected fran existing plumbing as
close as possible to the pump and prior to any water softening

apparatus.

When transferring water from the bailer to sample containers,
care will be taken to avoid agitating the sample, which pro-
motes the loss of volatile constituents.

Samples to be analyzed for metals will be filtered in the
field using a .45-micron filter and preserved with nitric acid
prior to shipment for analysis. Filtering equipment used will
be decontaminated between samples to avoid cross contamina-
tion. Field filtration requires particular skill if contami-

nation is to be avoided.

Any observable physical characteristics of the groundwater
(e.g., color, sheen, odor, turbidity,) as it is being sampled

will be recorded.

Weather conditions at the time of sampling will be recorded
(e.g., air temperature, sky condition, recent heavy rainfall,

drought conditions).

. SURFACE WATER/SEDIMENT SAMPLING

£.5
5.5.1

Surface Water Sampling

Surface water samples will be collected according to the follow-

ing procedures:

A wide-mouth glass bottle to be used for sampling will be
dipped into the creek and rinsed three times and the bottle
will then be dipped to collect the sample.

The sample will be collected in such a manner as to orevent
agitation of the water, which promotes the loss of volatile
organics and increases the dissolved oxygen content.
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The samples will be transferred into 1/2-gallon glass bottles
and 40-m1 VOA bottles. The wide-mouth bottle will be refilled

as many times as necessary to fill all required bottles.

The temperature, pH, and specific conductivity of the water
will be measured, and current speed/volume will be recorded at
the time the sample is taken.

Any observable physical characteristics of the water (e.g.,
color, odor, turbidity) as it is being sampled will be
recorded.

Weather conditions at the time of sampling will be recorded,
(e.g., air temperature, sky conditions, recent heavy rain-
falls, and drought conditions).

5.5.2 Sediment Sampling
Sediment samples will be collected from Dead Creek using a Peter-

son dredge or stainless steel corers. The sampling procedure will be

as follows:

The Peterson dredge will be decontaminated as specified in
Section 9.

The dredge will be lowered into the creek sediment untili suf-
ficient resistance is encountered to release the retainer
catch. The dredge will then be withdrawn from the sediments.

The contents of the dredge will be placed in a clean stainless
steel pan and composited. A composite sample of the sediment
will be transferred to an 8-ounce jar.

5.6 SOIL GAS SURVEY
Soil gas analyses will be performed along a grid covering a pre-

surveyved area. Results will be compiled and plctted on a site base

map.

Areas with nigh readings may be resurveyed at smaller intervals,
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One sample will be taken outside the area of contamination to estab-
Tish background levels.

Experience with soil gas monitoring has shown that the weather
conditions most conducive to a successful survey are warm, dry, low-
wind conditions following several days of warm to hot weather. The
survey will be planned for such conditions.

The survey will consist of three soil gas samples taken at 4, 7,
and 10 feet below the surface at each sampling location. Although
sample locations have generally been identified, the exact Tocations
will be determined in the field based upon an assessment of field con-
ditions, surface evidence of past dumping practices and contamination,
and topographic relief.

The soil gas survey will be conducted using either a slam bar/0OVA
technique or a perforated drive point/bag method. The slam bar tech-
nique uses a steel rod that is driven into the soil with a weight that
slides along the top of the rod. The slam bar will be driven into the
soil to a depth of three feet or to maximum penetration. When the
slam bar is withdrawn, the air in the resultant hole will be analyzed
with an OVA for volatile organic compounds.

The primary equipment to be used for the perforated drive point/

tube/bag method consists of the following:

1. A miniature well point sampler, 5/8-inch in diameter, stain-
less steel, with 3/8-inch hollow center. The shaft is tipped
with a sharp penetrating point and has a narrow, vertically
slotted screen, The internal-thread 2.5-foot sections are
driven into the soil using a special cylindrical hammer.
Connectors allow hook-up to various types of sample analysis
equipment,

2. An OVA for determining the total concentration of organic
vapors using a flame ionization detector.

The tollowing procedures will be followed at each of the sampling

locations.
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A decontaminated well point sampler will initially be driven

into the soil to a depth of 4 feet at each location.

Sample tube fittings will be attached to the samples and one
volume of air purged from the system using a syringe or
piston displacement device.

A sample collection bag will be attached to the system and
the bag will be filled using a syringe or piston displacement
device. The sample bag will then be carried to a van for
analysis.

The OVA will be set up and operated in the van to standardize
analytical conditions. Bag samples will be allowed to equi-
librate with internal van conditions. Once equilibrium has
been reached, the bag sample will be connected to the QVA
(operated in survey mode) and analyzed for total volatile
organic substances. An activated carbon filter will be used
to check for the presence of methane. Prior to each set of
analyses, the OVA will be "zeroed" in a background area and
ambient background readings will be recorded. Temperature
readings will be recorded during the background measurement
and during the sampling.

Depending on field conditions, it may be necessary to substi-
tute a slightly different sample collection and analysis
procedure. Should weather and soil conditions preclude the
use of the analysis equipment described, the equipment and/or
techniques will be modified accordingly. All modifications
will be documented and appropriate controls instituted for
maintaining sample integrity. In any case, the equivalent of
one air volume for each sample and depth will be purged prior
to collecting the sample for analysis. If no contaminants
are detected in a sample, the sample bags may be reused.

Upon completion of sampling at 4 feet, the well point will be

-

blown clear with compressed air (D or € quality) and the wel}
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point will be driven to the next sampling interval (samples
will be collected at 4, 7, and 10 feet). Procedures 1 to 5

will be repeated at each interval.

Upon completion of sampling at each location, the well point
will be withdrawn from the ground and the hole backfilled by
injecting a bentonite slurry into it.

The well point will be decontaminated as specified in Section
9. The sample analytical equipment tubing will be purged
until a stable "zero" or background reading is obtained.

A1l data well point locations and sample results will be
recorded in a log book of field activities. Data will be
tabulated and plotted on a site base map and used for assess-
ment and planning of future investigative work.

A duplicate analysis will be collected after every 20
anal yses.

The OVA will be calibrated in accordance with the manufacturer's

specifications twice daily, once prior to commencing operations and

once after 4 hours of field sampling.

5.7 DECONTAMINATION
Sampling methods and equinment have been chosen to minimize

decontamination requirements and the possibility of cross contamina-

tion.

Any sample tubing, rope, rods, etc., will be disposed of after

sampling. Sampling equipment used on more than one location will be

decontaminated between locations by following these steps:

Steam clean (drilling equipment only);

Scrub with brushes in trisodium phosphate (TSP} solution;
Rinse with deionized water;

Rinse with acetone;

Rinse with hexane;

Rinse with acetone; and

Rinse with deionized water.

5-11



Section No, §

Revision No. |
Oste: May 1986
Page: 12 of 14

5.8 SAMPLE CONTAINERS

The volumes and containers required for the sampling activities
are included in Tables 5-1 and 5-2. Pre-washed sample containers will
be provided by E & E's ASC and prepared in accordance with USEPA bot-
tle washing procedures. These procedures are incorporated in E & E's
Laboratory and Field Personnel Chain-of-Custody Documenta‘trlon. and
Quality Assurance/Quality Control Procedures Manual, Apeide 1986.
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Table 5-1

SAMPLE CONTAINERS, VOLUMES, PRESERVATION,
AND HOLDING TIMES FOR WATER SAMPLES

Type and Slze

Number of Contelners

Type of and Semple Volume Maximum Holding
Analysis of Container (per Sample) Preservat ion Time
Purgeable A0-ml glass visl Two (2); fill com- Cool to A°C 7 days
(volatile) with Teflon-backed pletely, no sir space (ice in cooler)
Organics septum
Extractable 1/2-gsllon bottles Two (2); total volume Cool to 4°C Must be extracted
Orgenics, PCBs, with Teflon-lined spprox. 1 gallon; (ice in cooler) within 5 deys;
Pest icides- caps fill campletely g snal yzed wthin
30 deys
Met als 1-liter pol yethy- One (1); fill 7/8 full Nitric scid to 6 months
lene bottle with below pH 2
pol yethylene-1ined (approx. 1.5 ml
caps Con H
per liter)
Cyanides 1-liter polyethy- One (1); fill com- Sodium hydroxide 24 hours, if

lene bottle with
pol yethylene-1ined
caps

pletely

to 12 and
cool to A°C
(ice in cooler)

sul fide present;
14 days

Note: ALl sample bottles will be prepared in accordance with USEPA bottle washing procedures. These pro-
cedures are incorporeted in € & E's Leboratory and fFiel

Quality Assurance/Quality Control Procedures Manual,

rsonnel Chain-of-Custody Docusentat ion snd
1986.
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Table 5-2

SAMPLE CONTAINERS, VOLUMES, PRESERVATION,
AND HOLDING TIMES FOR SOIL SAMPLES

v1-§

Nusber of Containers

Type of Type and Size end Semple Volume Maximum Holding
Analysis of Container (per Sample) Preservat ion Time
Purgesble 40-a] glass vial Two (2); fill com- Cool to &°C 10 days
{Volatile) with Teflon-becked pletely, no sir space { ice in cooler)
Orgenics septum
Extracteble 8-0z. glass jer One (1); fill com- Cool to 4°C Must be extracted
Ocgenics, PCBs, with Teflon-1lined pletely (ice in cooler) within 10 deys;
Pesticides cap analyzed within
30 deys
Metals B-0z. glass jer One (1); fill helf- Cool to 4°C (lice 6 months
with Teflon-1lined full in cooler)
cep
Cyanides 8-0z. glass jar One (1); fill com- Cool to 4°C (ice 24 hours, if

2,3,7,8 YCOD

with Teflon-lined
cap

8-0z. glass jar
with Teflon-lined

cap

pletely

One (1); fill com-
pletely

in cooler)

Cool to A°C (ice
in cooler)

sulfide present;

Must be extract ed
within 5 days;
snalymd within
30 days

Note: All sample bottles will be prepared in accordence with USEPA bottle washing procedures. These pro-

cedures are incorporated in £ & E's Leboratory and Fiel
Qualily Assurance/Quality Control Procedures Manual,

ctsonnel Chain-of-Custody Documentat ion and
1986.
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6. SAMPLE CUSTODY

6.1 STANDARD OPERATING PROCEDURES

This section describes standard operating procedures for sample
identification and chain-of-custody. The purpose of these procedures
is to ensure that the quality of the samples is maintained during
their collection, transportation, and storage through analysis. All
chain-of-custody requirements comply with standard operating proce-
dures indicated in USEPA sample handling protocol. All sample control
and chain-of-custody procedures applicable to the E & E ASC are pre-
sented in E & E's Laboratory and Field Personnel Chain-of-Custody
Docuﬁsgaﬂiion and Quality Assurance/Quality Control Procedures Manual,

= 1986.

Sample identification documents must be carefully prepared so
that sample identification and chain-of-custody can be maintained
and samplie disposition controlled. Sample identification documents

include:

Field notebooks;

Sample label;

Custody seals; and
Chain-of-custody records.

6.1.1 Chain-of-Custody
The primary objective of the chain-of-custody procedures is to
provide an accurate written record that can be used to trace the
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possession and handling of a sample from the moment of its collection
through its analyses. A sample is in custody if it is:

In someone's physical possession;

In someone's view;

Locked up; or

Kept in a secured area that is restricted to authorized per-

sonnel.

Field Custody Procedures

o As few persons as possible should handle samples.

8 The sample collector is personally responsible for the care
and custody of samples collected until they are transferred to
another person or dispatched properly.

¢ The sample collector will record sample data in the field
notebook.

o The site team leader will determine whether proper custody
procedures were followed during the fieldwork and decide if
additional samples are required.

Sample Tags

Sample tags attached to or affixed around the sample container
must be used to properly identify all samples taken in the field. The
sample tags are to be placed on the bottles so as not to obscure any
QA/QC data on the bottles; sample information must be printed in a
legible manner using waterproof ink. Field identification must be
sufficient to enable cross-reference with the logbook. For chain-of-
custody purposes, all QC samples are subject to exactly the same
custodial procedures and documentation as "real" samples.

Chain-0f-Custody Record
The chain-of-custody record must be fully completed in duplicate,
using black carbon paper where possible, by the field technician who
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has been designated by the project manager as responsible for sample
shipment to the appropriate laboratory for analysis. In addition, if
samples are known to require rapid turnaround in the laboratory
because of project time constraints or analytical concerns (e.g.,
extraction time or sample retention period limitations, etc.), the
person completing the chain-of-custody record should note these con-

straints in the "Remarks" section of the custody record.

Transfer of Custody and Shipment

e Samples must be accompanied by a chain-of-custody record.
When transferring samples, the individuals relinquishing and
receiving them must sign, date, and note the time on the
record. This record documents sample custody transfer,

e Samples must be dispatched to the ASC for analysis with a
separate chain-of-custody record accompanying each shipment.
Shipping containers must be sealed with custody seals for
shipment to the laboratory. The method of shipment, name of
courier, and other pertinent information are entered ir the
"Remarks" section of the chain-of-custody record.

¢ All shipments must be accompanied by the chain-of-custody
record identifying their contents. The original record accom-
panies the shipment, and the yellow copy is retained by the
site team leader.

e If sent by mail, the package is registered with return receipt
requested. If sent by common carrier, a bill of lading is
used. Freight bills, Postal Service receipts, and bills of
lading are retained as part of the permanent documentation.

Laboratory Custody Procedures. A designated sample custodian
accepts custody of the shipped samples and verifies that the sample
identification number matches that on the chain-of-custody record.
Pertinent information as to shipment, pickup, and courijer is

entered in the "Remarks" section., The custodian then enters sample
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identification number data into a bound logbook, which is arranged by

a project code and station number.

Custody Seals
Custody seals are preprinted adhesive-backed seals with security

slots designed to break if the seals are disturbed. A custody seal is
placed over the cap of individual sample bottles by the sampling tech-
nician. Sample shipping containers (coolers, cardboard boxes, etc.,
as appropriate) are sealed in as many places as necessary to ensure
security. Seals must be signed and dated before use. On receipt at
the laboratory, the custodian must check (and certify, by completing
logbook entries) that seals on boxes and bottles are intact.

Strapping tape should be placed over the seals to ensure that seals

are not accidentally broken during shipment.

6.1.2 Documentation

Sample Identification

A1l containers of samples collected from the Dead Creek project
will be identified using the following format on a label or tag fixed
to the sample container (labels are to be covered with Mylar tape):

DC-XX-00/D

o IOC -~ This set of initials indicates the sample is from the
Dead Creek project.

8 XX - These characters identify the sample location. Actual
sample locations will be recorded in the task log.

e 0/D - This character will be either "0" for original sample,

or "D" for duplicate.

Each sample will be labeled and sealed immediately after collec-
tion. To minimize handling of sample containers, labels will be
filled out prior to sample collection. The sample label will be
filled out using waterproof ink and will be firmly affixed to the
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sample containers and protected with Mylar tape. The sample label
will give the following information:

Date,

Sample number,
Sample volume,
Analysis required,
pH, and

Preservation,

Daily Logs

Daily logs and data forms are necessary to provide sufficient
data and observations to enable participants to reconstruct events
that occurred during the project and to refresh the memory of the
field personnel if called upon to give testimony during legal proceed-
ings. All daily logs will be kept in a bound waterproof notebook con-
taining numbered pages. All entries will be made in waterproof ink,
dated, and signed. No pages will be removed for any reason. Correc-
tions will be made according to the procedures given at the end of
this section. The daily logs will include a site log and a task log.

The Site Log is the responsibility of the site team leader and
will include a complete summary of the day's activity at the site.

The Task Log will include:

e Name of person making entry (signature).
o Names of team members on-site.
e Levels of personnel protection:
- Level of protection originally used,
- Changes in protection, if required, and
- Reasons for changes.
e Time spent collecting samples,
e \Weather conditions.
o Documentation on samples taken, including:
- Sampling location and depth station numbers;
- Sampling date and time, sampling personnel; and
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- Type of sample (grab, composite, etc.), matrix.
On-site measurement data.

Field observations and remarks.

Weather conditions, wind direction, etc.

Unusual circumstances or difficulties.

Initials of person recording the information.

Corrections to Documentation

Notebook

As with any data logbooks, no pages will be removed for any rea-
son. If corrections are necessary, these must be made by drawing a
single Tine through the original entry (so that the original entry can
still be read) and writing the corrected entry alongside. The correc-
tion must be initialed and dated. Most corrected errors will require
a footnote explaining the correction.

Sampling Forms

As previously stated, all sample identification tags, chain-of-
custody records, and other forms must be written in waterproof ink.
None of these documents are to be destroyed or thrown away, even if
they are illegible or contain inaccuracies that require a replacement

document,

If an error is made on a document assigned to one individual,
that individual may make corrections simply by crossing a line through
the error and entering the corrected information. The incorrect
information should not be obliterated. Any subsequent error discov-
ered on a document should be corrected by the person who made the
entry. All corrections must be initialed and dated.

Photographs

Photographs will be taken as directed by the team leader. Oocu-
mentation of a photograph is crucial to its validity as a representa-
tion of an existing situation. The following information will be
noted in the task log concerning photographs:

e Date, time, location photograph was taken,
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o Photographer (signature),

e Weather conditions,

. Descr%ption of photograph taken,
& Reasons why photograph was taken,

o Sequential number of the photograph and the film roll number,
and '

¢ Camera lens system used.

After the photographs have been developed, the information
recorded in the field notebook should be transferred to the back of

the photographs.

6.1.3 Sample Handling, Packaging, and Shipping

The transportation and handling of samples must be accomplished
in a manner that not only protects the integrity of the sample but
" also prevents any detrimental effects due to the possible hazardous
nature of samples. Regulations for packaging, marking, labeling, and
shipping hazardous materials are promulgated by the United States
Department of Transportation (DOT) in the Code of Federal Regulations,
49 CFR 171 through 177.

All chain-of-custody requirements must comply with standard oper-
ating procedures in the USEPA sample handling protocol. All sample
control and chain-of-custody procedures applicable to the E & E Ana-
lytical Services Center (ASC) are presented in E & E's Laboratory and
Field Personnel Chain-of-Custody Documentation and Quality Assurance/
Quality Control Procedures Manual, -Apeid 1986,

SELYEmGAR

Sample Packaging

Samples must be packaged carefully to avoid breakage or contami-
nation and must be shipped to the laboratory at proper temperatures.
The following sample packaging requirements will be followed:

6-7
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Sample bottle lids must never be mixed. All sample lids must
stay with the original containers. Custody seals must be
affixed.

The sample volume level can be marked by placing the top of
the Tabel at the appropriate sample height, or with a grease
pencil. This procedure will help the laboratory to determine
if any leakage occurred during shipment. The label should not
cover any bottle preparation QA/QC marks.

A1l sample bottles must be secured with a custody seal and
placed in a plastic bag to minimize the potential for vermicu-

lite contamination.

Shipping coolers must be partially filled with packing mate-
rials to prevent the bottles from moving during shipment.

The secured sample bottles must be placed in the cooler in
such a way as to ensure that they do not touch one another.

The environmental samples are to be cooled. The use of "blue
ice" or some other artificial icing material is preferred. If
necessary, ice may be used, provided that it is pliaced in

plastic bags. Ice is not to be used as a substitute for pack-

ing materials.

Any remaining space in the cooler should be filled with inert
packing material. Under no circumstances should material such
as sawdust, sand, etc., be used.

A duplicate custody record must be placed in a plastic bag and
taped to the bottom of the cooler 1lid.

The ASC does not knowingly accept samples with high levels of
radioactivity or dioxins, or any samples for which ASC handling
procedures may be insufficient to protect laboratory employ-
ees. Project staff and field staff must take all feasible
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precautions, including discussions with site officials and com-
pany representatives, and site observations to ensure that

neither they nor ASC personnel are exposed to unduly hazardous
materials. Note that field staff are {in many cases) equipped
with personal protection and breathing apparatus not available

to ASC personnel,

Shipping Containers i

Environmental samples will be properly packaged and labeled for
transport and dispatched for analysis to the Ecology and Environment,
Inc., Analytical Services Center located at 4285 Genesee Street,
Buffalo, New York, 14225. A separate chain-of-custody record must be
prepared for each container. The following requirements for shipping

containers will be followed.

Shipping containers are to be custody-sealed for shipment as
appropriate, The container custody seal will consist of filament tape
wrapped around the package at least twice and custody seals affixed in
such a way that access to thé container can be gained only by cutting
the filament tape and breaking a seal.

Field personnel will make arrangements for transportation of
samples to the ASC. When custody is relinquished to a shipper, field
personnel will telephone the ASC custodian (716/631-0360) to inform
him of the expected time of arrival of the sample shipment and to
advise him of any time constraints on sample analysis. The ASC must
be notified as early in the week as possible, and in no case later
than 3 p.m. (eastern time zone) on Thursday, regarding samples
intended for Saturday delivery. Samples will be retained by the ASC
for 30 days after the final report is submitted.

Marking and Labeling

¢ Use abbreviations only where specified.

The words "This End Up" or "This Siage Up" must be clearly
printed on the top of the outer package. Upward pointing
arrows should be placed on the sides of the package. The

[@)]
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words "Laboratory Samples" should aiso be printed on the top

of the package.

After a container has been sealed, two chain-of-custody seals
are placed on the container, one on the front and one on the
back. The seals are protected from accidental damage by

placing strapping tape over them.
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7. CALIBRATION PROCEDURES AND FREQUENCY

A1l instruments-and equipment used during sampling and analysis
will be operated, calibrated, and maintained according to the manufac-
turer's guidelines and recommendations as well as criteria set forth
in the analytical methodology of the Contract Laboratory Program for
organic and inorganic analyses. Operation, calibration, and main-
tenance will be performed by personnel properly trained in these pro-
cedures, Documentation of all routine and special maintenance and
calibration information will be maintained in an appropriate logbook
or reference file and will be available on request. Table 7-1 lists
the major instruments to be used for sampling and analysis.

Laboratory capabilities will be initially demonstrated for
instrument and reagent/standards performance as well as accuracy and
precision of analytical methodology. Daily GC/MS performance tests
will be implemented as required and are referenced in the methods to

be used.
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Table 7-1

LIST OF MAJOR INSTRUMENTS TO BE USED IN
THE DEAD CREEK SAMPLING AND ANALYSIS PROGRAM*

e MSA 250 0; Explosimeter

e HNu PI-101 Photoironization Analyzer

e Organic Vapor Analyzer Foxboro (12B)

e Temperature/Conductivity Meter - Portable

e Hewlett Packard (HP) 1000 computer with RTE~6 operating
system; equipped with Aquarius software for control and
data acquisition from up to four gas chromatograph/mass
spectrometer (GC/MS) systems; combined Wiley and
Nat 1onal Bureau of Standards (NBS) mass spectral
library; and data archiving on magnetic tape.

e HPS5993 GC/MS equipped with packed columns for analysis
of volatile organic compounds.

e HP5995C GC/MS equipped with both packed and capillary
columns for analysis of all priority pollutant organic
compounds.

e HPS5970 Mass Spectral Detector interfaced with an HP5890
GC for capillary column determination of semi-volatile
priority pollutant compounds.

e Tekmar LSC-Z Liquid Sample Concentrator for volatile
organic analysis.

o Hewlett Packard Model 7675A Automated Purge and Trap
Sampler.

e Varian 6000 and 3700 Gas Chromatrographs (total 3
equipped with flame 1onization, electron capture,
photoionization and Hall detectors as appropriate for
various analyses

® Spectra-Physics Model SP 4100 and SP 4270 Computing
Integrators.

e [nstrumentation taboratory Model 457 fully Automated
Atomic Absorption Spectrophotometer, including a Model
655 Furnace Atomizer.

e Perkin Elmer S000Z Fully Automated Atomic Absorption
Spectrophotometer (AAS) with furnace Atomizer and
leeman background correction system.

o Perkin Elmer PE Il Inductively Coupled Argon Plasma
(ICAP) Spectrometer.

*Calibrated, meintained, and operated according to manu-
facturer's specifications and al}l QC protocols within the
appropriate methodology. Both lamps (10.2 ev, 11.7 ev)
will be used with the HNu Photoionizer. Isobutylene will
be used as the calibration gas. The HNu, the OVA, and
the MSA 260 0; Explosimeter will be calibrated, at a
minimum, before use each day, or as required 1f field
oroblems arise.
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8. ANALYTICAL PROCEDURES

Analytical methods to be utilized for the sampling tasks are
referenced in USEPA documents: Contract Laboratory Program - Organic
Analysis, Statement of Work (SOW), Multimedia, Multiconcentration,
Revised July 1985 and Inorganic Analysis, SOW No. 784, July 1984. In
addition, groundwater samples from the five residential wells will be

analyzed for low-level volatile organic compounds. The gas chromato-
graphic methods to be utilized are referenced within the following
documents: the Determination of Halogenated Chemicals in Water by the
Purge and Trap Method, Method 502.1, April 1981: and the Analysis of
Aromatic Chemicals in Water by the Purge and Trap Metnod, Method
503.1, May 1980.

Included in Tables 8-1 through 8-5 are detection limits for the
GC/MS and GC organic analysis and inorganic (metals) analysis., Tables
8-6 through 8-8 include QC guidelines for inorganic analysis. Refer
to sections 4 and 13 of this document for additional QC information
regarding spike recovery and RPD limits. Information on sample con-
tainers, preservation, and holding times are presented in Section 5 of
this document.

Methodology references contain specific QC criteria associated
with the particular methods. These specific requirements include
calibration, tuning, and QC samples and are described in detail within
the methods. Daily performance tests and demonstration of precision
and accuracy are required.

In addition, all analytical staff members will follow E & E
protocol as set forth in E & £'s Laboratory and fField Personnel
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DEAD CREEK ORGANIC ANALYSIS HAZARDOUS SUBSTANCE LIST (HSL)

Detection Limits

Low
Low So1l/
Water Sediment
Compound CAS Number (ug/L) (ug/kqg)

Volatiles
€hloromethane 74-87-3 10 10
Bromomethane 74-83-9 10 10
Vinyl chloride 75-01-4 10 10
Chlorethane 75-00-3 10 10
Methylene chloride 75-09-2 5 5
Acetone 67-64-1 S 10
Carbon disulfide 75-15-0 5 5
1,1-dichloroethene 75-35-4 5 5
1,1-dichloroethane 75-35-3 b 5
trans-1,2~-dichloroethene 156-60-5 5 5
Chloroform 67-66-3 5 5
1,2-dichloroethane 107-06-2 b S
2-but anone 78-93-3 10 10
1,1,1-trichloroethane 71-55-6 5 5
Carbon tetrachloride 56-23-5 5 5
Vinyl acetate 108-05-4 10 10
Bromodichloromethane 75-27-4 5 S5
1,1,2,2-tetrachloroethane 79-34-5 5 5
1,2-dichloropropane 78-87-5 5 5
trans-1,2-dichlorapraopene 10061-02-6 5 5
Trichloroethene 79-01-6 5 5
Dibromochloromethane 124-48-1 5 S
1,1,2-trichloroethane 79-00-5 5 S
Benzene 71-43-2 5 S
cis-2,3-dichloropropene 10061-01-5 S S
2-chloroethyl vinyl ether 110-75-8 10 10
Sromoform 75-25-2 5 5
2-hexanaone 591-78-6 10 10
4-methyl-2-pentanone 108-10-1 10 10
Tetrachloroethene 127-18-4 5 5
Toluene ' 108-88-3 5 5
Chlorobenzene 108-90-7 ) S
Ethyl benzene 100-41-4 5 5
Styrene ' 100-42-5 5 b
Total xylenes 5 5

*Referenced - USEPA Contract Laboratory Program, revised July 198S.

Not e:

Medium Water Contract Required Detection Limits (CRDL)

for Volatile
HSL Compounds are 100 times the individual Low Water CRDL.

Medium Soil/Sediment Contract Required Detection Limits (CRDL: for
Volatile HSL Compounds are 100 times the 1ndividual Low So01l Sediment

CROL,

3-2
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Detection Limits

Low
Low Sai1l/
Water Sediment
Compound CAS Number (ug/L) (ug/kg)
Semi1-Volatiles
Phenol 108-95-2 10 330
bis(2-chloroethyl) ether 111-44-4 10 330
2-chlorophencl 95-57-8 10 330
1,3-dichlorobenzene 541-73-1 10 330
1,4-dichlorabenzene 106-46-7 10 330
Benzyl alcohol 100-51-6 10 330
1,2-dichlorobenzene 95-50-1 10 330
2-methylphenol 95-48-7 10 330
bis{2-chloroisopropyl) 39638-32-9 10 330
ether
4-methylphenol 106-44-5 10 330
N-nitroso-Dipropylamine 621-64-7 10 330
Hexachloroethane 67-72-1 10 330
Nitrobenzene 98-95-3 10 330
Isophorone 78-59-1 10 330
2-ni1trophencl 88-75-5 10 330
2,4-dimethylphenol 105-67-9 10 330
B8enzoic acid 65-85-0 Sa 1,600
bis(2-chloroethoxy) 111-91-1 10 330
methane
2,4-dichloropheno! 120-83-2 10 330
1,2,4-trichlorobenzene 120-82-1 10 330
Naphthalene 91-20-3 10 330
4-chlaroantiline 106-47-8 0 330
Hexachlorobut adiene 87-68-3 19 330
4-chloro-3-methylphenaol 59-50-7 10 330
(para-chloro-meta-cresol)
2-methylnaphthalene 91-57-6 10 330
Hexachlorocyclopent adiene 77-47-4 10 330
2,4,6-trichlorophencl 88-06-2 10 330
2,4,5~trichlarophencl 95-95-4 50 1,600
2~chloronaphthalene 91-58-7 10 330
2-n1troaniline 88-74-4 50 1,600
Dimethyl phthalate 131-11-3 10 330
Acenapht hylene 208-96-8 10 330
3~nitroaniline 99-09-2 S0 1,600
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Table 8-1 (Cont.)

Detection Limits

Low

Low Soil/

Water Sediment

Compound CAS Number (ug/L) (ug/kq)

Semi-Volatiles

Acenaphthene 83-32-9 10 330
2,4-din1trophencl 51-28-5 50 1,600
4-nitrophenol 100-02-7 50 1,600
Dibenzofuran 132-64-9 10 330
2,4-din1trotoluene 121-14-2 10 330
2,6-dinitrotoluene 606-20-2 10 330
Diethylphthalate 84-66-2 10 330
4-chlorophenyl phenyl ether 7005-72-3 10 330
Fluotene B6~73-7 10 330
4-nitroaniline 100-01-6 50 1,600
4,6-dinitro-2-methylphenol 534-52-1 50 1,600
N-nitrosodiphenylamine B6-30-6 10 330
4-bromophenyl phenyl ether 101-55-3 10 330
Hexachlorobenzene 118-74-1 10 330
Pent achlorophenol 87-86-5 S0 1,600
Phenanthrene 85-01-8 10 330
Anthracene 120-12-7 10 330
Di1-n-butylphthalate 84-74-2 10 330
Fluoranthene 206-~44-0 10 330
Pyrene 129-00-0 10 330
Butyl benzyl phthalate 85-68-7 10 330
3,3'-dichlorobenzidine 91-94-1 20 660
Benzo(a)anthracene 56-55-3 10 330
bis(2-ethylhexyli)phthalate 117-81-7 19 330
Chrysene 218-01-9 10 330
Di-n-octyl phthalate 117-84-0 10 330
Benzo(b)fluoranthene 205-99-2 10 330
Benzo(k)fluoranthene 207-08-9 10 330
Benzo(a)pyrene 50-32-8 10 330
Indeno(1,2,3-cd)pyrene 193-39-5 10 330
Dibenz(a,h}anthracene 53-70-3 10 330
Benzo(g,h,1)perylene 191-24-2 10 330

Note:

Medium Water Contract Required Detection Limits ‘CRDL) for Semi-
Volatile HR Compounds are 100 times the individual Low Water CRDL.

Medium So1l/Sediment Contract Required Detection Limits ‘CRDL) for

Semi-Volatile HSL Compounds are 60 times the individual Low Soil,Sed-
iment CROL.
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Table B8-1 (Cont.)

Section No. 8
Revision No, !

Date:
Page:

Detection Limits

Low
Low So1l/
Water Sediment
Compound CAS Number (ug/L) (ug/kq)

Pesticides and Polychlorinated Biphenyls (PCBs)

alpha-BHC 319-84-6 0.05 8
bet a-BHC 319-85-7 0.05 8
delta-BHC 319-86-8 0.05 8
gamma-~BHC {lindane) 58-89-9 0.05 8
Heptachlor 76~44-8 0.05 8
Aldrin 309-00-2 0.05 8
Heptachlor Epoxide 1024-57-3 0.05 8
Endosulfan I 959-.98-8 0.05 |
Dieldrin 60-57-1 g.10 16
4,4'-DDE 72-55-9 .10 16
Endosulfan Il 33213-65-9 0.10 16
4,4 -DDD 72-54-8 0.10 16
Endosul fan Sulfate 1031-07-8 0.10 16
4,4 -DDT 50-29-3 0.10 16
Endrin Ketone 53494-70-5 0.10 16
Methoxychlor 72-43-5 0.5 80
Chlordane 57-74-9 0.5 80
Taxaphene 8001-35-2 1.0 160
Aroclor-1016 12674-11-2 0.5 80
Aroclor-1221 11104-28-2 3.5 80
Aroclor-1232 11141-16-5 0.5 30
Aroclor-1242 53469-21-9 3.5 80
Aroclor-1248 12672-29-6 0.5 80
Aroclor-1254 11097-69-1 1.0 160
Araclor-1260 11096-82-5 1.0 160

Notes:

Medium Water Contract Required Detection Limits /CRDL) for Pesticide’
PCB HSL Compounds are 100 times the 1individual Low Water CRDL.

Medium So1l/Sediment Cantract Required Detection Limits ‘CROL) for
Pest 1c1de/PCB HSL compounds are 15 times the individual Low Soil/Sed-

1ment CROL.

Detection limits listed for soil/sediment are based on wet weight,
The detection limits calculated by the laboratory for soil.sediment,
calculated on dry weight basis, as required by the contract, wil] be

higher.

Specific detection limits are highly matrix dependent. The detection
limits listed herein are provided for guidance and may not aiwavs pe

achiavable,
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Table 8-2

METHOD OETECTION LIMITS (MDLs)
FOR SELECTED ORGANOHALIDES

Section No. 8

Revision No. !
Date: May 1986
Page: 6 of 13

MpLA MDLB
Compound (ug/1) (ug/1}
Methyl chloride 0.01 0.001
vinyl chloride 0.006 0.01
Methyl bromide 0.1 0.03
Ethyl chloride 0.008 0.003
1,1-dichloroethylene 0.003 0.003
1,1-dichloroethsne 0.002 0.003
Methylene chloride* - -
cisstrans-1,2-dichloroethylene 0.002 0.002
Chloroform 0.002 0.002
1,2-dichloroethane 0.002 0.002
1,1,1-trichloroethane 0.003 0.001
Carbon tetrachloride 0.003 0.002
Bromodichloromethane 0.002 0.003
Dichloroacetonitrile 0.04 0.04
1,1,2-trichloroethylene 0.0007 0.0006
Chlorodibranomethane 0.005 0.008
1,1,2-trichloroethane 0.007 0.002
1,2-dibromoethane 0.03 0.34
2-chloroethylvinyl ether 0.07 0.02
2-chloroethylethyl ether 0.02 0.31
Bromoform 0.02 0.05
1,1,2,2-tetrachloroethane 0.01 0.004
1,1,2,2-tetrachloroethylene 0.001 0.C01
Chlorobenzene 0.001 g.gaes
1,2-dibromo-3-chloropropane 0.03 0.05

MDLA - Method detection limit at 99% confidence that the value is not zero.

MDLB - Estimated method detection limit.

*Average background level for methylene chloride 0.1 ug/L.

Reference - USEPA - The Determinat ion of Halogenated Chemicals in Water by
the Purge and Trap Method 502.1, E£PA #600/4-81-059, April 1981.
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AROMAT IC COMPOUNDS
LOWER LIMITS OF DETECTION

Table 8-3

Section No. 8
Revision No. |

Date:
Page:

Lower Limit
of Detection

Compor~d (ug/1)*
Benzene 0.02
1,1,2-trichloroethylene 0.01
a-trifluorctoluene 0.C2
Toluene 0.02
1,1,2,2-tetrachloroethylene g.01
Ethylbenzene . 0.002
1,chlorocyclohexene- 0.008
p-xylene 0.002
Chlorobenzene 0.004
m-xvlene 0.004
c-xylene 0.004
Iso-propvylbenzene 0.005
Styrene 0.008
n-propylbenzene 0.009
tert-butylbenzene 0.006
o-chlorotoluene 0.008
Bromobenzene 0.002
sec-butylbenzene 0.02
1,3,5-trimethvibenzene 0.003
p-cymene 0.009
1,2,4-trimethvibenzene 0.006
p-dichlorobenzene 0.006
m-dichlorobenzene 0.006
n-butylbenzene 3.02
2,3-benzofuran 0.03
o-dichloraobenzene 0.02
Hexachlorobut adiene 0.02
1,2,4-trichlorobenzene 0.03
Naphthalene 0.04
0.03

1,2,3-trichlaorobenzene

*Lower Limit of Detection - 99% confidence that the value is not

zero calculated from 7 runs at 0.04 un/],

Reference - USEPA - The Analvsis of Aromatic Chemicals in Water

by the Purge and Trap Method 503.1, EPA #600/4-81-057,

May 1980,

0
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Table 8-4*%

Section No. 8
Revision No. |

Date:
Page:

ELEMENTS DETERMINED BY INDUCTIVELY COUPLED
PLASMA EMISSION DR ATOMIC ABSORPTION SPECTROSCOPY -

Contract Required
Detect ion Level

Element (ug/L)
Al uminum 200
Ant imony 60
Arsenic 10
Barium 200
Beryllium 5
Cadmium 5
Calcium 5,000
Chromium 10
Cobalt 50
Copper 25
Iron 100
Lead 5
Magnesium 5,000
Manganese 15
Mercury 0.2
Nickel 40
Pot assium 5,000
Selenium 5
Silver 10
Sodium 5,000
Thallium 10
Tin 40
Vanadium 50
linc 20

*Referenced - USEPA Contract Laboratory Program, July 1984,

[€2]
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Table 8-5*%
CYANIDE CETERMINATION

Contract Required
Detect ion Level

Element (ug/L}

Cyanide 10

*Referenced - USEPA Contract Laboratory Program, July 1984.
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Table B-6*

INITIAL AND CONTINUING CALIBRATION VERIFICATION
CONTROL LIMITS FOR INORGANIC ANALYSES

% of True Value

(EPA Set)

Low High

Anal yt ical Met hod Inorganic Species Limit Limit

ICP Spectroscopy/ Met als 90 110
Flame Atomic

Absorpt ion

Spectrometry

Furnace AA Metals 90 110

Tin BO 120

Cold Vapor AA Mercury 80 120

Other Cyanide 90 110

*Referenced - USEPA Contract Laboratory Program, Julv 1984,
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Table 8-7+

INTERFERENT AND ANALYTE ELEMENTAL CONCENTRATIONS
USED FOR ICP INTERFERENCE CHECK SAMPLE

Anal yt es (mg/L} Interferents (mg/L)

Al um i num 500
Calcium 500
Iron 500
Magnesium 500

Silver
Arsenic
Barium
Beryllium
Cadm ium
Cobalt
Chromium
Copper
Mang anese
Nickel
Lead

Ant imony
Selenium
Thallium
Vanad ium
Zinc

. .

« . . . .
O VWO OoO0O0OO0O WwWWw W WV O Wwm o wm

= 0 = = 0 20 D000 - 00 -0

*Referenced - USEPA Contract Laboratory Program, July
1984.



Table 8-8

INTERFERENT AND ANALYTE ELEMENTAL CONCENTRATIONS
USED FOR INTERFERENCE MEASUREMENTS IN TABLE 8-7*

Section No. 8

Revision No. |
Date: May 1986
Page: 12 of I3

Analytes {mg/L) Inter ferents {mg/L)}
Aluminum 10 Aluminum 1,000
Arsenic 10 Calcium 1,000
Boron 10 Chromium 200
Barium 1 Copper 200
Beryllium 1 Iron 1, 000
Calcium 1 Magnes1ium 1,000
Cadmium 10 Manganese 200
Cobalt 1 Nickel 200
Chromium ! Titanium 200
Copper 1 Vanadium 200
[ron 1
Magnes1um 1
Manganese 1
Mol ybdenum 10
Sodium 10
Nickel 10
lead 10
Ant imony 10
Selenium 10
Silicon 1
Thallium 10
Vanad1um |
linc 10

Note: 100 + 20% recovery required for [CP interference check.

*Re ferenced - USEPA Contract Laboratory Program, Revised July 1984,
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Chain-of-Custody Documentation and Quality Assurance/Quality Control
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Procedures Manual, 49:3.1 1986.
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9. DATA REDUCTION, VALIDATION, AND REPORTING

QA/QC requirements from both methodology and company protocols
will be strictly adhered to during sampling and analytical work. A1l
data generated will be reviewed by comparing and interpreting results
from chromatograms (responses, stability of retention times), accuracy
(mean percent recovery of spiked samples), and precision (reproduci-
bility of results). Refer to Section 10 for detailed discussion of
QA/QC protocol.

A1l calculations and data manipulations are included in the
appropriate methodology references. Control charts and calibration
curves will be used to review the data and identify outlying results.

Prior to the submission of the report to the client, all data
will be evaluated for precision accuracy and completeness. Specific
procedures for data validation are included in Exhibit E: Quality
Assurance/Quality Control Requirements, in the CLP Statement of Work
as referenced in Section 8 of this document. Sections 4, 8, and 13 of
this document include some of the quality control criteria to be
utilized in the data validation process.

Data storage and documentation will be maintained using logbooks
and data sheets that will be kept on file. Analytical and field QC
will be documented and included in the report. The central file will
be maintained for the sampling and analytical effort for a period of
five years after the final report is issued.

Reports will be reviewed by the laboratory supervisor, the QA
officer, ASC manager and/or director, and the project manager. The
following information will be included in the analytical reports:
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Scope and Application

- Type of analyses, parameters of interest, Method Detec-
tion Limits (MDLs), acceptance criteria for precision,
accuracy, and completeness

Analytical Methods (referenced)

Method Blank Analysis

- Types of impurities and contamination

Quality Control

- Demonstration of competence by meeting limits for accept-
ance criteria for precision, accuracy, and completeness

- Records kept and reported with sample results

Criteria for Quantitative I[dentification

- Results reported in ug/1, ug/kg or mg/1, mg/kg

Method Verification

- Demonstration of precision and accuracy

Calibration

- Internal/external standards used

Daily Performance Tests for Instrumentation

- Tuning and calibration

Criteria for Qualitative Identification
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- Criteria for positive identification

- Chromatograms

The following information will not be included in the analytical
reports but are available within the Sampling Plan, QAPP, and Health

and Safety documents for the Dead Creek Project.

10.

11.

12.

13.

14.

Safety

- Detailed summary of safety protocols followed

Apparatus and Materials

- Sampling equipment, instruments used for analysis
Reagents

- Types of reagents used, preparation of standard solutions
Sampling

- Techniques used

Sample Preservation and Handling

Figure 9-1 presents a Data flow/reporting scheme.
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DATA GENERATED BY ANALYSTS

DOCUMENTED IN LOGBOOKS/DATA SHEETS OR ON MAGNETIC TAPE

Y

DATA APPROVED BY RESPECTIVE LAB SUPERVISOR

\J

DATA TABULATED AND ??oth‘_!ll.E)D INTO REPORT FORMAT
ile

REPORT APPROVED BY RESPECTIVE SUPERVISOR

REPORT APPROVED AND VAI:IDATED BY QA OFFICER
(Report Package Validated Utilizing CPL Review Criteria)

\/

REPORT APPROVED BY LABORATORY MANAGER

\

REPORT APPROVED BY PROJECT MANAGER

\J

VALIDATED ANALYTICAL REPORT PACKAGE SUBMITTED TO CLIENT

Figure 9—1 DATA FLOW/REPORTING SCHEME
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10. INTERNAL QUALITY CONTROL CHECKS

QC data is necessary to determine precision and accuracy and to
demonstrate the absence of interferences and/or contamination of
glassware and reagents. Laboratory-based QC will comprise at least
10% of each data set generated and will consist of standards, repli-
cates, spikes, and blanks. Depending upon the particular method used,
QC may be more rigorous, but at a minimum, one spike or replicate per
10 samples and one method blank per 20 samples or run, whichever is
greater, will be utilized for every analytical run. Field duplicates
and field blanks will be analyzed by the laboratory as samples and
will not necessarily be identified to the laboratory as duplicates or
blanks. Split samples in the field will be provided to IEPA upon
request to be analyzed independently. Calculations will be performed
for recoveries and standard deviations along with review of retention
times, response factors, chromatograms, calibration, tuning, and all
other QC information generated. Al1 QC data, including spiit samples,
will be documented in the site logbook. QC records will be retained
and results reported with sample data. Specific QC requirements for
the organic and inorganic analyses are incorporated in USEPA's Con-
tract Laboratory Program, Scope of Work for Organic and Inorganic
Analyses.

Blank Samples
Blank samples are analyzed in order to assess possible contamina-

tion from the field and/or laboratory so that corrective measures may
be taken, if necessary. Blank samples include:
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o Field Blanks - These blank samples are exposed to field and

sampling conditions and analyzed in order to assess possible
contamination from the field.

® Method Blanks - These blank samples are prepared in the lab-

oratory and are analyzed in order to assess possible labora-

tory contamination.

e Reagent and Solvent Blanks - These blank samples are prepared
in the laboratory and analyzed in order to determine the back-

ground of each of the reagents or solvents used in an analy-

sis.

Analytical Replicates

Replicate samples are aliquots of a single sample that is split
on arrival at the laboratory or upon analysis. Replicates may be made
if no duplicates are provided by the field sampling team; however,
their purposes are not always interchangeable. Significant differ-
ences between two replicates that are split in a controlled laboratory
environment usually are due to poor analytical technique.

Calibration Standards

A calibration standard is prepared in the laboratory by dis-
solving a known amount of a pure compound in an appropriate matrix.
The final concentration calculated from the known gquantities is the
true value of the standard. The results obtained from these standards
are used to generate a standard curve and thereby guantitate the com-
pound in the environmental sample. A minimum of three calibration
standards will be used to generate a standard curve for ail analyses.

Check Standard

A check standard is prepared in the same manner as a calibration
standard or may be obtained from USEPA. The final concentration cal-
culated from the known quantities is the "true" value of the standard.

The important difference in a check standard is that it is not carried
through the same process used for the environmental samples, but is
analyzed without digestion or extraction. A check standard result is
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used to validate an existing concentration calibration standard file
or calibration curve. The check standard can provide information on
the accuracy of the instrumental analytical method independent of var-

ious sample matrices.

Spike Sample

A sample spike is prepared by adding to an environmental sample
(before extraction or digestion), a known amount of pure compound of
the same type that is to be assayed for in the environmental sample.
These spikes simulate the background and interferences found in the
actual samples and the calculated percent recovery of the spike is
taken as a measure of the accuracy of the total analytical method.
When there is nc change in volume due to the spike, it is calculated
as follows:

100 (0-X)
PR = —_ -

T

where, % R = Percent recovery;

2
[

= Measured value of analyte; and

P
"

Measured value of analyte concentration in the sample
before the spike is added.

Tolerance limits for acceptable percent recovery are established in
the methodology references and presented in Section 8 of this docu-

ment.

Internal Standard

An internal standard is prepared by adding a known amount cf pure
compound to the environmmental sample; the compcund selected is not one
expected to be found in the sample, but is similar in nature to the
compound of interest. Internal standards are added to the environ-
mental sample just prior to anaiysis. (Note: Internal standards and
surrogate spikes are different compounds. The internal standard is

for quantification purposes us’ng the relative response faztor;
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surrogate spikes indicate the percent recovery and therefore the
efficiency of the methodology.)

Matrix Spike/Duplicate

Aliquots are made in the laboratory of the same sample and each
aliquot is treated exactly the same throughout the analytical method.
Spikes are added at approximately 10 times the method detection limit.
The percent difference between the values of the duplicates, as calcu-
lated below, is taken as a measure of the precision of the analytical
method:

2 (D] - Dp) x 100

% D —_—
(D] + Dy)

where, % D = Percent difference,

D; = First sample value, and

D, = Second sample value (duplicated).

The tolerance limit for percent differences between laboratory dupli-
cates should not exceed 15% for validation in homogeneous samples.
Refer to Section 8 for criteria on percent difference. Acceptable
percent differences may vary depending on actual levels,

Quality Control Check Samples

Inorganic and organic control check samples are available from
USEPA free of charge and are used as a means of evaluating analytical
techniques of the analyst.
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11. PERFORMANCE AND SYSTEM AUDITS

Performance and system audits include careful evaluation of both
field and laboratory quality control. System audits are performed on
a regularly scheduled basis during the lifetime of the project to
determine the accuracy of the measurement systems.

System audits may be performed through split sampling in the
field and issuing the laboratory periodic blind samples. Split sam-
ples may be provided and will be documented. The IEPA would compare
results of QA split samples analyzed by an independent laboratory with
analogous results obtained by E & E on splits of the same samples.
Results will be reported to [EPA in a timely manner for this compari-
son. Blind samples will be analyzed by the laboratory utilizing
appropriate analytical methodology and results reported with sample
data.

Audits of field activities can be carried out to evaluate sam-
pling activities such as sample identification, sample control, chain-
of-custody procedures, field documentation, and general sampling oper-
ations.

The Project Manager and QA officer will create a schedule and
institute a program for regular system and performance audits.

One field and one laboratory audit will be performed by E & £
during the project sampling and analytical activities. The field
audit will be performed by an £ & E Health and Safety Officer and the
laboratory audit by E & E's corporate QA officer. Attachments 1 and 2
provided at the end of Appendix D contain evaluation sheets including
a field audit checklist and a laboratory evaluation checklist.

11-1
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IEPA previously conducted initial performance and system audits
during July and August 1985. IEPA will perform a scheduled systems
audit during sample analysis for the project.
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12. PREVENTIVE MAINTENANCE

A1l instruments and equipment will be maintained under service
agreements with the manufacturers and will be serviced and maintained
only by qualified personnel. All repairs, adjustments, and calibra-
tions will be documented in an appropriate logbook or data sheet that

will be kept on file.
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13. PROCEDURES FOR DATA ASSESSMENT

Performance of the following calculations will be documented and

included in the QC section.

13.1 ACCURACY

Accuracy is the difference between an average value and the
“true" value when the latter is known or assumed. The term "accuracy"
is normally used interchangeably with "percent recovery," and
describes either recovery of a known amount of analyte (spike) added
to a sample of known value, or recovery of a synthetic standard of

xnown value.

= 100 x [(concentration spike + sample) - sample

Recover ;
Y (spike) concentration spike

. observed value
Recovery (standard) 100 x true value

Average

The average (or arithmetic mean) of a set of "n" values is the
sum of the values divided by "n":
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13.2 PRECISION

Relative to the data from a single test procedure, precision is
the degree of mutual agreement among individual measurements made
under prescribed conditions. An estimate of standard deviation is
norma11y used to describe the precision of a method.

Standard Deviation Estimate

Standard deviation estimate is the most widely used measure to
describe the dispersion of a set of data. Normally, X + S  will
include 68%, and X + 2S5 will include about 95%, of the data from a

study.

Relative Standard Deviation
The estimate of precision of a series of replicate measurements
will usually be expressed as the relative standard deviation, RSD:

S0
RSD = 73 x 100%

Percent Relative Difference

A measure of the difference between two samples assumed to be
identical through dividing (splitting) an original sample, analyzing
each portion, identifying the values of the first replicate (X{) and
that of the second replicate {X»), and dividing the difference by
the mean (X) of xj and x5.

- X] - X2
RD (percent) ~ 100 "‘3{“'

13.3 COMPLETENESS

Completeness is a measure of the amount of valid data obtained
from a measurement system compared to the total amount that was
expected to be obtained under normal conditions. A 95% completeness
figure is usually required for a particular analysis and overall proj-
ect objective.
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14. CORRECTIVE ACTION

Corrective actions can be initiated as a result of performance
and system audits, laboratory and interfield comparison studies, spe-
cific problems, and/or a QA program audit, to name a few.

Corrective actions may include altering procedures in the field,
conducting subsequent audits, or modifying laboratory protocol. Time
and type of corrective action, if needed, will depend on the severity
of the problem and relative overall project importance. The project
manager is responsible for initiating corrective action and the ASC
manager/director or the team leader for its implementation.

Precision and accuracy will be regularly tracked by the analyti-
cal staff to determine unacceptable results and to evaluate and imple-
ment corrective actions. Corrective actions may include but not be
limited to recalibration of instruments using freshly prepared cali-
bration standards; replacement of lots of solvent or other reagents
that give unacceptable blank values; additional training of laboratory
personnel; or reassignment, if necessary. Corrective actions in many
cases may need to be defined as the need arises.

If substantial corrective action is required or if serious QA
problems are encountered, the IEPA will be notified by phone and in
writing as soon as possible. All corrective action will be imple-
mented and documented after notification and approval of I[EPA,
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15. QUALITY ASSURANCE REPORTS

For the project sampling effort, no separate QA report will be
issued. Analytical and QC data will be included in the comprehensive
report summarizing data quality information for the entire project.

Reports will include where appropriate, periodic assessments of
accuracy, precision and completeness, results of performance and sys-
tem audits, and significant QA/QC problems and recommended solutions.

Bimonthly reports will be issued summarizing QA/QC activity as
well as problems/comments associated with the analytical and sampling
effort. Results from split/duplicate samples will be provided to IEPA
in a timely manner for comparison of results. Serious analytical
problems will be reported to [EPA by phone and in writing as soon as

possible.
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FIELD AUDIT CHECKLIST



Ecology and Environment, Inc.

FIELD AUDIT CHECXLIST
Briefing with On-Site Project Manager (SPM)
PROJECT NC. DATE OF AUDIT

PRCJECT MANAGER SIGNATURE OF AUDITOR
OFFICE LOCATION

Yes No N/A l. Was a QA Project Plan and a Site Health and

Safety Plan plan prepared? 1If yes, what items

are addressed in the plan?

Comments:

Yes __ No ___ N/A 2. wWas a briefing held with project participants?
Comments:

Yes __ Ne _ N/A __ 3. Were additional instructions c¢iven to project
participants (i.e., changes in project plan)?
Comments:

Yes Neo N/A 4. Is there a written list of sampling locations

and descriptions?

Comments:




Yes

Yes

No

No

N/A

N/A

N/A

Is there a map of sampling locations?

Comments:

Does the sampling team follow a system of
accountable documents?
If yes, what documents are acccuntable?

Comments:

Is there a list of accountable field documents
checked out to the SPM or designated person?
If ves, who checked them out?

Comments:

Is the transfer of field documents (Sampie I.D.
Tags, Chain-of-Custody Records, logbooks,

etc.) from the SPM tc the field participants
documented in a logbook?

Comments:
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PROJECT NC.

FIELD AUDIT CHECKLIST

Field Observa+tions

DATE OF AUDIT

PROJECT MANAGER

SIGNATURE OF AUDITOR

OFFICE LOCATION

Yes __ No __ N/A __ 1.
Yes __ Nc; _ N/A.-__ 2.
Yes __ Neo __ N/A _ 3.
Yes __ No _ N/A __ 4.
Yes No N/A -;.

Was permission granted to enter and inspect
the facility/sampling site?

Comments:

Is permission to enter the facility documented?

Comments:

Were split samples offered to the facility/
client? If yes, was the offer accepted or
declined?

Comments:

If the offer to split samples was accepted,
were the split samples collected?

Comments:

Is the offering of split samples recorded?

Comments:
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Yes

Yes

Yes

Yes

Yes

No

No

No

N/A 6.

N/A 7.

N/A __--10.

If split samples were collected, are they
documented?
If yes, where are they documented?

Comments:

Are the number, frequency, and types of field
measurements and cbservations taken as speci-
fied in the project plan or as directed by
the SPM?

Comments:

Are field measurements recorded (pE, tempera-
ture, conductivity, etc.)? Where?

Comments:

Are samples collected in the %types of ccntainers
specified in the prosject plan cr as directeé v
the SPM?

Comments:

Are samples preserved as specified in the Prciect

Plan or as directed bv the SPM?

Comments:
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Yes

Yes

Yes

No

__No___N/A_

N/A

11.

12.

Are the number, frequency, and types of samples
collected as specified in the Project Plan or
as directed by the SPM?

Comments:

Are samples packed for preservation as specified
in the Project Plan (i.e., packed in ice, etc.)?

Comments:

Is sample custody maintained at all times?

Comments:




PROJECT NO.
PROJECT MANAGER
OFFICE LOCATION

Yes

Yes

Yes

Yes

No

No

No

No

FIELD AUDIT CHECXLIST

Document Control

DATE OF AUDIT

SIGNATURE OF AUDITOR

N/A

N/A

N/A

N/A

Have all unused and voided accountable docu-
ments been returned to the SPM by the team
members?

Comments:

Have document numbers of all lost or destroved
accountable documents been recorded in the
SPM's logbook?

Comments:

-

Are all samples identified with Sample I.D, Tags?

Comments:

Are all Sample I.D. Tagcs ccmpletad (e.g.,
staticn no., location, date, time, analyses,
signatures of samplers, tvpe, preservatives,
etc.)?

Comments:
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Yes

Yes

Yes

Yes

Yes

No

No

No

No

No

N/RA

N/A

N/A

N/A

N/A

~3

Are all samples collected listed on a Chain-
of-Custody Record?

zf yes, describe the type of Chain-of-Custody
Record used.

Comments:

Are the Sample I1.D. Tag numbers recorded on the
Chain-of-Custody Records?

Comments:

Does information on Sample I.D. Tags and Chain-
of-Custody Records match?

Cormments:

Co the Chain-of~-Custody Reccrds indicate the
method of sample shipment?

Comments:

Is a Chain~of-Custody record included with
the samples in the shipping container?

Comments:




Yes

Yes

Yes

Yes

No

No

No

N/A

N/A

N/A

10.

11.

14,

Do the sample traffic reports agree with the
Sample I.D. Tags?

Comments:

If required, has a copy of a Receipt-For-Samples
form been provided to the facility?

Comments:

If required, was the cffer of a receipt for
samples documented?

Ccmments:

If used, are blank samples identified?

Commen<ts:

If collected, are duplicate samgles identified
on Sample I.D. Tags and Chain-cf-Custcdy Reccrds?

Comments:

If used, are spiked samples identified?

Comments:




Yes No N/A 17.

Yes No __ N/RT 18.

Yes Neo N/A 19.

Yes _ No __ N/A __ 20.

Yes No N/A 21.

Are Field Notebooks signed by the individual
who checked out the notebook from the SPM?

Comments:

Are Field Notebooks dated upon receipt from
the SPM?

Comments:

Are Field Notebooks project-specific (by note-
book or by pagej}?

Comments:

Are Field Notebcok entries dated and identified
by author?

Comments:

Is the facility's approval or disapproval *o
take photographs noted in a Field Notebook?

Comments:

Are photographs documented in Field Notebcoks
(e.g., time, date, description of subject,
photographer, etc.)?

Comments:
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Yes No N/RA 22. 1If a Polaroid camera is used, are photos matched
with Field Notebook documentation?

Comments:

Yes No N/A 23. Are Sample I.D. Tag numbers recorded in the
SPM logbocok?

Comments:

Yes No _ N/A 24. Are Quality Control checks documented (i.e.,
calibration of pH meters, conductivity meters,
etc.)?

Comments:

Yes No N/A 25. Are amendments to the Project Pian documented
(on the Project Plan itself, in a prolect
logbook, elsewhere)?

Comments:
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PROJECT NO.

FIELD AUDIT CHECXLIST

Debriefing with SPM or
Field Sampling Team Leader

DATE OF AUDIT

PROJECT MANAGER

SIGNATURE OF AUDITOR

OFFICE LOCATION

Yes No N/A

Was a debriefing held with project partici-
pants after the audit was completed?

Comments:

Were any recommendations made to project
participants during the debriefing?

1f yes, briefly describe what recommendations
were made.

Comments:




PROJECT NO.

DOCUMENT AUDIT CHECKLIST

Closed Files

DATE OF AUDIT

PROJECT LOCATION

SIGNATURE OF AUDITOR

OFFICE LOCATION

Yes_No__N/A__ 1.
Yes_No___N/A_ 2.
Yes _ No __ N/A __ 3.
Yes No N/A 4.

Have individual files been assembled (field
investigation, laboratory, other)?

Comments:

Is each file inventoried?

Commen<ts:

Is a document numbering sytem used?

Comments:

Has each document been assigned a document ccn=
trol numper?

Comments:
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Yes

Yes

Yes

No

No

N/A

N/A

Are all documents listed on the inventory
accounted for?

Comments:

Are there any documents in the file that are
not on the inventory?

Comments:

Is the file stored in a secure area?

Comments:

Are there any project documents that have been
declared enforcement sensitive?

Comments:




DOCUMENT AUDIT CHECKLIST

Enforcement Sensitive Documents

PROJECT NO. DATE OF AUDIT

PROJECT LOCATION SIGNATURE OF AUDITOR

OFFICE LOCATION

Yes __ No _ N/A __ 1. Are Enforcement Sensitive documents stored in
a secure area separate from other project
documents?

Comments:

Yes No N/A 2. Are Enforcement Sensitive documents listed in

the project £ile?

Comments:

Yes __ No __ N/A 3. Is access to Enforcement Sensitive files
restricted?
Comments:

Yes Nc N/A 4. Have classified documents been marked cr

stamped "Enforcement Sensitive?”

Comments:

Yes No N/A 5. Is classified information inventoried?

Ccemments:




Yes

No

N/A

6.

Is classified information numbered for
document control?

Comments:
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PROJECT NO.

DOCUMENT AUDIT CHECKLIST

Active Project Files

DATE CF AUDIT

PROJECT LOCATION

SIGNATURE OF AUDITOR

OFFICE LOCATION

Yes __ No __ N/A _ 1.
Yes t;o — N/;. _ 2.
Yes _ No ___ N/A ___ 3.
Yes No N/A 4.

Are project notebooks being maintained in
accordance with E & E policies?

Comments:

Are project activities lcgbocks being kept up
to date?

Comments:

Is each entry in the project activities logbock
identified by date and authcr, if mace dv

persons not originally assigned tc the tock?

Comments:

Are entries legible, factual, and macde ir ink?

Comments:
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Yes

Yes

Yes

Yes

No

No

No

No

N/A

N/A

N/A

N/A

N/A

Are modifications to the project workplan noted
in the project activities logbook or elsewhere?

Comments:

Is an inventory of serialized field documents
(Sample I.D. Tags, Chain-of-Custody Records,
etc.) in the document control iaventory logbook?

-

Comments:

Does the Field Notebook contain adeguate informa-
tion about each sample including the Sample I.D.
Tag number, date, location, and information
necessary to reconstruct the sample?

Comments:

Are entries o the Field Notebock made in ink?

Comments:

Are corrections properly executed with one line
through the errcor in all project logbocks and
Field Notebooks?

Comments:




Yes

No

N/A

10.

Are all project notebooks and logbooks properly
labeled with the project number, site number/

designation, and title?

Comments:
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DOCUMENT AUDIT CHECXLIST

Document Control Officer

CFFICE LOCATION
DATE OF AUDIT
SIGNATURE OF AUDITOR

Yes __ No _ N/A __ 1. Is an inventory of serialized field documents
(Sample I.D. Tags, Chain-of-Custody Records,
Receipt-for-Samples Form, etc.) in the

document control inventory logbook?

B R Y T et

Yes No N/A 2. Are project materials secured during other
than working hours unless they are irn use?

Comments:

Yes No N/A 3. Is Enforcement Sensitive material maintained
in a secured area with a check=-out log at all
times?

Comments:
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Attachment 2

LABORATORY EVALUATION CHECKLIST



Ecology and Enviroonment, Inc., (E & E)

Laboratory Evaluation Checksheet

Laboratory:

Address

Date

Contract Number:

Contract Title:

Personnel Contacted:

Name Title

[}

Laboratory Evaluation Team:

Name Title




ORGANIZATION AND PERSONNEL

ITEM Yes/No/NA

Comments

Laboratory or Project Manager ({ndividual
responsible for overall technical efforc):

Nane:

Plasma Emission
Spectroscopist_

Name
Experience: | year minimum requirement

Flameless Atomic Absorption Spectroscopist

Name .
Experience: | year ninimum requirement

Inorganic Sample Preparation Expert

Name
Experience: 1 year minimum requirement

“Flame and Cold Vapor AA Spectroscopist

Naze:
Experieace: 1 Yyear minimum requirement

hl

AN

Classical Inorganic Techniques Analyst:

Nane:
Experience: 1 year minimum requirement

Requirements for experience as listed are minimal and may be

increased for specific projects involving difficult samples
or unusual matrices. oA -
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ITEM Yes/No/NA

Comments

GC/MS Operator:

Name:
Experience: 1 year minimum requirement

GC/MS Spectral Interprecation Expert:

Name:
Experience: 3 years minimum requirement

Purge and Trap Expert:

Name:
Experience: 1 Yyear pinimun requirement

Extraction Concentration Expert:

Nanme:
Experience: 1 yeac minimum requirement

Gas chromatography and/or
Pesticide Residue Analysis Expert:

Name:
Experience: 2 years minimum requirement

Do the personnel assigned to this project have
appropriate educational background to success-
fully accomplish the objectives of this project?




ITEM Yes/No/NA

Comments

Do personnel assigned to this project have the
appropriate level and type of experience to
successfully accomplish the objectives of this
program?

Is the organization adequataly staffed to
meet project commitments in a2 timely manner?

Does the laboratory Quality Assurance super-
visor report to senior management levels?

Was the Project Manager available during the
evaluation?

‘Was the Quality Assurance supervisor available
during the evaluation?

!

Does the laboratory have a Quality Assurance -
Officer?



Samoling

ITEM ) Yes/No/NA

. Comments

Do sampling procedures follow contract
specifications?

Is a2 unique {dentification on each sample?

Is sampling information properly recorded such
as sample type, sampling location, date and time
of collection and name of sample collector?

Are written chain-of-custody procedures

available for review?
Are they in accordance with E & E/EPA guidelines?

Are tamper-proof seals used on samples
that are shipped?

-

Are Department of Transportation regulatioas
in effect for samples that are shipped?

Are proper sample containers being used
as specified in E & E sample handling protocol?

Are proper preservation techniques Being
used for the analytical methods and sample
types concerned?

kre provisions made for the collection of QA
split samples?

Are provisions made for field blanks and

duplicate samples at an appropriate percentage (normally 102 each minimm

or 1 each per set, vhichever is greater, or as specified in contract?

Is waste to be bulked prior to off-site
disposal?

Are adequate facilities available to do
compatibility testing?




GENERAL FACILITIES-Sample Receipt, Storage, and Preparation Areas

When touring the facilities, give special attenticn to: (a) the overall
appearance of organization and neatness, (b) the proper maintenance of
facilities and instrumentation, (c) the general adequacy of the facilities to
accomplish the work.

ITEM Yes/No/NA Comments

Is a sample custodian designated for chain-of-
custody samples? I1f yes, name of sample
custodian.

Name:

Are written Standard Operating Procedures
(SOP's) developed for receipt and storage

of samples? 1Is a permanent logbook maintained
with all pertinent sample information?

Is the appropriate portion of the SOP available
to the analyst at ghe sample receipt/storage

area? -
f

Are chain-of-custody seals checked for
integrity?

Are the sample shipping containers opened in a
manner to avoid possible laboratory contamination?

Are samples thac require preservation stored in
such a2 way as to maintain their preservaction?

Are volatile samples stored separately from
semi-volatile samples?

Are adequate facilities provided for storage of
samples, including cold storage?

Is a system in effect which assures that the
cold storage temperature is maintained?

Ara2 temperature excursions noted and are

agprorriace actisas tsken when requirad?




ITEM Yes/No/NA'.

Comments

Is the laboratory maintained in a cleanr and
organized manner?

Does the laboratory appear to have adequate work-
space (120 sq feet, 6 linear feet of unencumbered

bench space per analyse)?
=

Are special facilities provided for handling
extremely toxic materials such as dioxin (e.g.,
glove box, controlled air)?

Are contamination-free work areas provided for
trace level analytical work?

Are exhaust hoods provided to allow contamination-
free work with vol%tile and hazardous materials?

k]

'
Is the air flow of the hoods periodically . ~
checked and recorded?

Are chemical waste disposal policies/procedures
well-defined and followed by the laboratory?

Is de-ionized water available for preparation of
standards and blanks (both for Inorganics and Organics)?

2

Are periodic safety briefings or lectures given?

“Are periodic QA/QC or general meetings held at regular
‘intervals?

Does the laboratory have adequate safety devices
(eye wash stations, spill control stations, showers,
firat-aid statioms, etc.)

Are proper glassware cleaning procedures
appropriate to analyses followed?




ITEM Yes/No/NA

Comments

Is the analytical balance located away from drafc
and areas subject to rapid temperature change?

Has the balance been calibrated and checked
wvichin one year by a certified technician?

Is the balance routinely checked with appropriate
class S wveights before each use and are the
results recorded in a logbook?

Is adequate chemical storage space available and
are chemicals properly segregated according to
class?

Are solvent storage cabinets properly vented as
appropriate for the prevention of possible
laboratory contamigation?

Are reagent grade or higher purity chemicals
used to prepare standards?

Are analytical reagents dated upon receipt?

Are reagent inventories maintained on a firse-in,
first-out basis?

Are analytical reagents checked out before use?

Are fresh analytical standards prepared at a
frequency consistent with procedure requirements?

Are reference macterials properly labeled wich
concencrations, date of preparation, and the
identity of the persom preparing the sample?




INSTRUMENTATION

Lisc the major laboratory instruments that will be used. Complete
and instrument evaluation form on each one. (Note manufacturer, model, year
of purchase, detectors, columms or other accessories should be lisced.)

Instrument Analysis
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ITEM Yes/No/NA

Comments

Is a logbook maintained to keep track of the
preparation of spiking/calibration standards?

Are the primary standards traceable to NBS or
EPA standards?

Do the analysts record bench data in a nesat and
accurate manner?

Does the supervisor periodically examine and
review the logbooks, notebooks and bench
sheets?

Are standards stored separately from sample
extracts?

Are volatile and semi-volatile solutions
properly segregated?

Is the appropriate portion of the SOP or
procedures manual available to the analyst
at the sample preparation area?

Is the SOP for glassware washing posted at
the cleaning station?




Instrunent Evaluation Form

Instrument:

Instrument Mfg.

Model: Year of Acquisition:

Condition:

Calibration Frequency:

Service Maintenance Frequeacy:

Other Pertinent Information:

ITEM YES NO COMMENT

Are manufacturer's operating manuals readily
available to the operator?

Is there a calibration protocol available to the
operator? . -

Are calibration results kept in a permanent
record? (permanent log book listing calibratious,
instrument problems, etc. should be kept by each instrument.)

Is a permanent service record maintained?

Has the instrument been modified in any way?

Is the instrument properly vented?

SATISFACTORY?

Commentcs:
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Analycical Methodology

ANALYTE

REFERENCE

SPECIFIED IN
CONTRACT

YES

NO




ITEM Yes/No/NA

Comments

Are the iequired methods used?

Is there any unauthorized deviatioun from
contract methodology?

Are vritten analytical procedures provided to
the analyst?

Are reagent grade or higher purity chemicals
used to prepare standards?

Are fresh analytical standards prepared at a
frequency consistent with good QA?

Are reference materials properly labeled with
concentrations, date of preparatioun, and the
identity of the person preparing the sample?

Is a standards preparation and tracking logbook
maintained? :

Do the analysts record bench data in a neat and
accurate manner?

Is the appropriate instrumencacion used in
accordance with the required protocol(s)?




Qualitv Control

ITEM Yes/No/NA

Comment s

Does the laboratory maintain a Quality Control
Manual?

Does the manual address the important elements
of a QC program, including the following:

a. Personnel?

b. Facilities and equipment?

¢. Operation of instruments?

d. Documentation of procedures?

e. Procurement and inventory practices?

f. Preventive maintenance?

g- Reliability of data?

h. Data validation?

1. Feedback and corrective action?

j. Instrument calibration?

k. Recordkeeping?

1. Internal audits?

Is the Site-Specific Quality Assurance Project Plan (QAPP)
(the technical portions of which should be included with the
contract provisions) available to laboratory personnel?

Are laboratory personnel familiar with the
QC requirements of the QAPP?

I
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ITEM Yes/No/NA

Comments

Are QC responsibilities and reporting relation-
ships clearly defined?

Have standard curves been adequately documented?

Are laboratory standards traceable?

Are quality coantrol charts maintained for each
routine analysis?

Do QC records show corrective action when
analytical results fail to meet QC criteria?

Do supervisory personnel review the data and

QC results?
Howv promptly?

Are data calculations checked by a second - -
person?

Are data calculations documented?

Are recoveries of organic surrogates
documented?

Are limits of detection determined and
reported properly?

Are all data and records retained for the
required amount of time?

Are quality control data (e.g., standard curve,
resulcs of duplication and spikes) accessible
for all analytical resulcs?

Do supervisory personnel understand and agree to the
reporting requirements required by the Contract and
the Site-Specific QAPP?

|

Are outside standard QC samples (such as EPA samples) rum
at least twice a year on each routinely performed method to

verify that the standards used, the method used, and the
instrument used is withio acceptable limits?

n-2-
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Analysis Time Frame

ITEM Yes/No/NA Comments
Is the Laboratory familiar with the required
time frame for reporting data?
Are personnel familiar with holding times of
various analysis parameters?
Does laboratory have sufficient personnel and
instrumentation to meet time requirements?
Does laboratory have a vritten policy of what to do
in case of instrument breakdown (such as backup
JAnstrumentation, etc,)?
Reporting Procedures

&
ITEM Yes/No/NA Comments

Is a standard reporting format required?

Will interim sampling and analysis results
be reported to the client for review and
comment?

1s provision made for a project QA report to
summarize all QC daca?

Is provision made for the submission of raw
data and chromatograms if required?




APPENDIX E

COMMUNITY RELATIONS PLAN
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Date: 11/19/85 Coordinator: Keri Luly

COMMUNITY RELATIONS PLAN
for
SAUGET SITES

BACKGROUND
1.1 Site Name:
Sauget Sites (formerly Dead Creek)
1.2 Location:
Sauget & Cahokia industrial area (St. Clair Co.)
1.3 Owner/Operator:
Not specifically identified
1.4 Description of the Site (including type of operation--
Jandfill; manufacturing, dumping, reclamation; years of
operation; number and location of on-site buildings; and sur-
face waters on or near the site):
Numerous old dump sites scattered about the Sauget area,
including Dead Creek. Sites connected by groundwater
(American Bottoms)
CONTAMINATION
2.1 Type(s) of waste:
White phosphorus, PCBs, dioxin, heavy metals and organics
Concentrations varied, will be quantified in RI. Contami-
nants likely to be found in soils, groundwater, buried
drums and some surface water.

2.2 Surface Water Contmnination?

Very 1ikely in the creek bed (Dead Creek) and possible in
Cahokia Chute.

2.3 Groundwater Contamination:
Very probable for entire area,
2.4 Are private drinking water wells in the vicinity?

They are no longer used for drinking water. Well water
may be used to water lawns.
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Page 2

2.5

Air emissions? If yes, do they pose a health threat or
nuisance?

Possible emissions. During the sampling and/or removal
process, drilling wells or moving materials on-site could
possibly allow the release of pollutants into the air,

3. KEY ISSUES

3.1

3.2

3.3

Concerns and issues identified by local officials and citi-
zens:

3.1.1 Primary concern is that not enough action has been
taken, things are moving too slowly.

3.1.2 Concern about kids playing in creek bed was alleviated
by fencing.,

3.1.3 Well water harmful to gardens, shrubbery and flowers,
Brief evaluation of the level of citizen concern:
Citizens living near the creek have expressed concern, but
are satisfied that IEPA is finally addressing the problem,
Continuation of flow of information is vital to maintain
trust.

Health effects (Note long- and short-term effects and corre-
late to concentrations when possible):

[t is doubtful that a nealth study has been done in the
area but possible that IDPH may undertake one.

4. COMMUNITY RELATIONS OBJECTIVES FOR THIS SITE:

4.1

4.2

Seek information from the long-time residents regarding the
dumping that has occurred for over 50 years.

Keep mayors and citizens informed of progress at sites,

5. CONTACT LIST

5.1

Elected Officials:

5.1.1 Mayor: Cahokia -- Michael King Sauget -- Paul Sauget
618/337-7182 618/337-5267

5.1.2 County Board Chairperson: Jerry Costello

m
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5.1.3 County & local health officials:
local -- Tonie Townsend
618/337-3898
county -- office to be
established

5.1.4 State & federal elected representatives:

Honorable Monroe L. Flinn
[1linois State Representative
20th & State St.

Granite City, I1linois 62040

Honorable Wyvetter H., Younge
I11inois State Representative
2000 State St.

E. St. Louis, Illinois 62205

Honorable Kenneth Hall
I1linois State Senator

327 Missouri St., Room 427

E. St. Louis, Iilinois 62201

5.2 News Media:
5.2.1 Radio:

WESL -~ 618/271-1490
KMOX ~- 314/521-2345

5.2.2 Newspapers (daily & weekly):

Cahokia Journal -- 618/332-6000

Globe Democrat -- Jim Orso -- 314/342-1212

Post Dispatch -- Marjorie Mandel -- 314/622-7000

Cahokia-Dupo Herald -- Mike Leathers -- 337/7300

Belleville News-Democrat -- Pat Cox -- 800/642-3878,
x 460

5.2.3 Television:

St. Louis Stations:

KMOX (4) -- 314/621-2345
KTVI (2) -- 314/647-2222
KSDK (5) -- 314/421-5055
KPLR (11) -- 314/367-7216

5.3 Adjacent Property Owners:
Xathy & Steve Beck--Judith Lane, Cahoxia 52206 --

613/337-1436
Walter Allen--101 Walnut, Cahokia -~ 613/332-6533
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Andrew Hankins--3108 Mississippi, Sauget 62201 --

618/337-5026

Nancy Batson--102 Walnut, Cahokia -- 618/337-4089
Janet & Robert Wright--100 Judith Lane, Cahokia --
618/337-1025 (her office 314/621-7755)

Persons and organizations who have expressed an interest or have
identified interest and so should be contacted.

(property owners listed above)

Cahokia Chamber of Commerce -- 618/337-3893
Cahokia Board of Education -- 618/332-1333
Village Board members -- Cahokia 618/337-3492 & 618/337-5267

6. WORKPLAN AND LOG

Community relations technigues and dates:

Community Relations Technique

Depository
- update these in village halls of
Cahokia and Sauget

Meeting of I[EPA, E & E and local
mayors (informal)
- will discuss RI/FS and schedule

Fact sheet (background, schedule,

maps, etc.)

- will knock on doors of residents
near the creek to personally
hand out fact sheets
(notification beforehand in
local paper)

- others will be mailed to local
organizations, citizens who have
expressed concerns, other local
officials and (a supply to) the
local village halls.

Telephone contacts with mayors,
citizens and media

Site visits (when appropriate)

- due to scattered site locations,
a site tour might not be
practical. An occasional
demonstration of study
methods {placing wells, etc.)
for citizens might be effective

Approximate Date

As new information is
released

December 4, 1985

December 1985

December 1985

December 1985

Winter 85-86

Winter/Spring 35-85
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e Public meeting (informal)

- precede meeting with mailed
fact sheet describing
activities/progress so far to
allow citizens time to
formulate questions and comments
before meeting

- open to media

e Continued telephone contacts, site
visits

e Public meeting (informal)
- update of activities/progress
- precede with fact sheet if
appropriate
- open to media

e formal public hearing to discuss
alternatives described in FS
- provide written description of
the alternatives for distribution
to public
- press release

e Comment Period/Response Summary

- public hearing occurs during
the comment period

- response summary follows the
hearing and comment period,
Describes comments, questions
and concerns of public: IEPA
responses and the selected
alternative., Summary is made
available to interested citizens,

e Continued telephone contacts

e Fact sheet and press release
- explain chosen alternative and
process of design, construction
and monitoring

e \Update citizens as needed during
construction

® Wrap-up meeting
- describe continued monitoring

Spring 86

Spring/Summer/Fall 86

Winter 86-87

Early Summer 387

Summer/Fall 87

Summer/Fall/Winter 37

Fall/Winter 87

Winter/Spring 87-88

End of remedy

Amendments to the community relations plan will be made throughout the
course of the RI/FS, design and construction to allow far any unex-
pected events, schedule changes, industrial involvement, atc.
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APPENDIX F

PERMITTING REQUIREMENTS PLAN

No permitting is expected to be required for the RI phase of the
project. Plans for obtaining any permits that may subsequently be
identified will be developed as needed. Wastes generated during the
RI portion will be the responsibility of [EPA.
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APPENDIX G

SITE MAPS
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Figure G-7 DEAD CREEK SITE AREAO
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